
55MAX WALLPAPER INSTALLATION GUIDE  

BEFORE YOU START  

Make sure that your paper is intact and has not been damaged in transit. 


Lay the paper out on the floor before starting so that you know how the image matches and 
check for any inconsistencies as we cannot be held responsible once you have started to hang 
the wall-covering. 


Make sure that you have adequate lighting – so that you can inspect the material properly while 
you are hanging it and after it is in position. You can reposition the wallpaper while the adhesive is 
still wet – so if something has gone slightly awry it can be readjusted if noticed quickly enough. 


If you are using an adhesive paste on the walls, make sure that there is good ventilation.


SURFACE PREPARATION  

Brush off area to be covered with a stiff bristle brush to remove all dirt and loose material. 


All surface marks should be removed using a detergent solution. Allow to dry thoroughly before 
applying the paper. 


Any holes, cracks or defects in the surface should be filled with a good quality filler, smoothed out 
and allowed to dry. 


Remember, a dry surface is the right surface – so if you have to make repairs....be patient and 
allow the surface to dry. 


Uncoated absorbent surfaces: (Such as bare plaster or plaster board) Apply a wash coast of 70% 
water/ 30% emulsion, then 1 or 2 coats of emulsion. Allow to dry thoroughly. 


Unstable Walls:  If the wall has one coat of emulsion on top of polished plaster or plaster 
board(e.g. Dulux one-coat) or is unstable in any way, seal the wall with an oil based primer such 
as Zinsser odourless oil based primer. Our sealed surface adhesive (white top) will need to be 
used in this instance. 


Do not apply directly to lining paper. If the wall is in such condition that it needs lining, or there is 
lining paper already on the wall, seal the wall first with an oil based primer, then use a sealed 
surface adhesive to apply the wallcovering. 




Apply the wallpaper rolls to the surface using a high quality adhesive making sure to treat one 
drop area at a time. Hang the paper in the direction of the design, go from left to right wherever 
possible and overlap and trim subsequent drops as required.


MAGNETIC INSTALLATION GUIDE 

• We highly recommend using an experienced Wallpaper Decorator or an experienced Vinyl 
Fitter. We can provide installation once we have the job requirements. 


• Apply the plain-faced magnetic material to the wall in the same way as standard wallpaper.  
No paste is required as this material is backed with self-adhesive – just remove the 
backing paper before application.


• Apply the ferrous paper to the magnetic base.  This paper is steel-centred, so will adhere 
to the magnetic base. Trim to size if necessary.


• Needs to be fitted on a clean and mirror smooth surface. 


MAGNETIC USER GUIDE 

• For best results use Expo Dry-erase marker pens. These are the easiest to apply, erase 
and spray-clean.  Also you can use Staples Dry Wipe own brand and Bic’s Dry-erase 
marker pens. All three you can buy as a kit with brush and cleaning spray. Can Be bought 
from www.amazon.com 


• A removal brush and Liquid cleaning spray is also advised. When removing the markings 
from the board, the brush should be used initially to remove the coloured markings. Using 
the liquid cleaner after the removal brush, this will remove all residual marking left on the 
board. 


• Any magnetics can be used and also purchased from www.amazon.com. 


WRITE ON / WHITEBOARD VINYL WALLPAPER GUIDELINES 

• We highly recommend using an experienced Wallpaper Decorator or an experienced Vinyl 
Fitter is even better. We can provide installation once we have the job requirements. 


• The vinyl is self-adhesive. 


• Needs to be fitted on a clean and mirror smooth surface.  


WRITE ON / WHITEBOARD VINYL USER GUIDE 
• For best results use Expo Dry-erase marker pens. These are the easiest to apply, erase 

and spray-clean.  Also you can use Staples Dry Wipe own brand and Bic’s Dry-erase 
marker pens. All three you can buy as a kit with brush and cleaning spray. Can we bought 
from www.amazon.com 


• A removal brush and Liquid cleaning spray is also advised. When removing the markings 
from the board, the brush should be used initially to remove the coloured markings. Using 
the liquid cleaner after the removal brush, this will remove all residual marking left on the 
board. 


http://www.amazon.com
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WALLPAPER ROLLS PREMIUM INSTALLATION GUIDE
Apply a pre mixed commercial strength adhesive (such as Murabond Sandard Red Top) to the 
surface to be covered using a medium-pile paint roller. Only paste one drop area at a time. 


It is advisable to paste 3” (8cm) back from the edge of the paper where you will make the join, and 
only paste the join when you are ready to paste and fit the next piece of paper. 


If you are applying our Classic paper, lay the paper face down flat on the floor and wet the back of 
the whole sheet using a sponge and clean water before fitting each sheet. This aids with reducing 
paper expansion on the joins. 


Use a soft spatula (we recommend a Muraspec PTFE applicator with the edges smoothed down 
with wet and dry) to apply the paper to the prepared surface using a smooth up- and-down 
motion. Take care not to scratch the surface and also be careful not to squeeze the adhesive out 
at the edges. On our paper-backed products (CLASSIC) please ensure you don’t use a hard or 
abrasive scraper when fitting this product. If you do, please cover with a very soft, thick cloth and 
apply light pressure when smoothing out the paper. 


55MAX Rolled Wallpaper should be butt jointed however if you need other instructions these are 
below:


To overlap and trim the paper, overlap sufficiently to match up the design and then trim down the middle. If you don’t 
want to join it up straight away, turn back the edges by about 5cm (2”) until you are ready to make the join with the next 
drop of paper. 


Overlap & Double Cut (Edges cannot be butt-jointed in the usual way, they are overlapped and the two thicknesses 
sliced through, with straight edge and knife. The subsequent two strips of waste are pulled away leaving two edges to 
stick down as a perfect butt joint.) Do not squeeze paste out of the join, keep the join free from paste to minimise 
wiping. 


WALLPAPER MURALS & STANDARD WALLPAPER ROLLS (PRE-PASTED) 
INSTALLATION GUIDE 
	 When you are ready to install, it is worth spending a little time to plan the best way to 
install your particular job.


• Fill a large wallpaper trough with enough clean, tepid tap-water to cover a single roll. Our 
wallpaper trough is made by enclosing the reinforced box in a plastic bag that forms a large 
water trough.


• If you wish, you can just use a water sprayer to wet the back of the paper, but we 
recommend using both the trough and water sprayer as it is quicker and offers more control.


• Immerse the first drop into the trough and agitate it so that the water gets to all surfaces. 
Once sufficiently wet, slowly pull the drop up from the water (letting the excess water run off) 
and then lay it (image side down) onto your protective decorators drop sheet.


• Take the top of the drop and gently fold it into the centre with pasted sides together, then do 
the same to the bottom of the drop. Allow the wallpaper to relax and (book) while you 
prepare the next drop.




• By allowing the paper to relax by “booking”, there is less likelihood of air bubbles remaining 
and seams shrinking once the wallpaper dries - it also helps with positioning the design on 
the wall.


• Apply the wallpaper drop onto the wall leaving approx 50mm extra on top and bottom for 
trimming. When positioned correctly, smooth out gently from the centre to remove any air 
bubbles.


• Do not over work whilst smoothing, but ensure that the edges are stuck firmly to the wall ... 
this is where the water sprayer can come in handy if you need to re-wet the edges!


• Trim off excess wallpaper top and bottom and rinse away any excess glue.


• To Remove Wallpaper Mural / Standard Rolls : To remove the wallpaper, wet each drop 
thoroughly using a water sprayer and sponge until the paste has been reactivated. Then, test 
if the wallpaper is loosened at the edges and gently peel each drop off the wall. Sponge the 
wall with water to clean off any paste that may remain.


Disclaimer: 55MAX LONDON & Bespoke Photo Design Ltd cannot be held responsible for damage to the 
bespoke wallpaper once it has been unrolled and pasted to the wall, or if it has been fitted incorrectly.


