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Plywood / Veneer Grades 

A 

B 

C 

C 

D 

Smooth, paintable. Not  more than 18 neatly 

made repairs and parallel to grain. Wood or 

synthetic repairs permitted. May be used for 

nartural finish in less demanding applications. 

Solid surface. Shims, sled or router repairs  

and tight knots to 1 inch across grain 

permitted. Wood or synthetic repairs  

permitted. Some minor splits allowed. 

Improved C veneer with splits limited to 1/8-

inch width and knotholes or open defects 

limited to 1/4 x 1/2 inch. Wood or synthetuc 

repairs permitted.  

Tight Knots to 1-1/2 inch diameter. Knotholes 

to 1 inch across grain and some to 1-1/2 inch  

if total width of knots and knotholes is within 

specified limits. Synthetic or wood repairs 

permitted. Discoloration and sanding defects 

that do not impair strength permitted. Limited 

splits allowed. Stitching permitted. 

Knots and knotholes to 2– 1/2 inch width 

across grain and 1/2 inch larger within 

specified limits. Limited splits are permitted. 

Stitching permitted. Limited to Exposure 1 or 

Plugged 

Our plywood is based on 

APA and PS-1 standards. 

Face/back: A-C grade veneer 

Core: Douglas Fir or Southern Yellow Pine 

Glue: WBP glue (moisture resistant glue) 

Size: 1220mm W x 2440mm L (4′ W x 8′ 

Made in USA 

This is what we do.                   
Supplying superior ADX plywood sheathing 

that will add  value to your needs whether it 

be a construction job or a home fix it. We 

work to deliver the finest APA rated SPF     

plywood at the lowest cost.  

Our plywood specialists are those “in the 

know”. Like a forest of ideas, we bring         

experience, education, and training to our  

=ADX plywood that meet the standards         

demanded by you -  our   customer.    

 

Our ACX plywood is a powerful structural 

panel used where strength and stiffness 

are required for subfloors, wall or roof 

sheathing and DIY projects.  

TM 

You can trust us - It is TrinityTree delivered!  

West Coast  

Douglas Fir or   

East Coast  

Southern Yellow Pine 

http://www.plywood.cc/2007/10/25/what-is-wbp-glue-which-is-commonly-used-for-plywood-film-faced-plywood/

