
 

 

Shower Liner Specification 

 

 

Liquid Rubber Foundation Sealant is an easy solution to create a waterproof shower liner, on a variety of 

substrates. It can be applied to Concrete, Backer board or Cement Board to create a waterproof 

membrane, prior to the application of thin-set and tiles. 

Inspection: All surfaces must be structurally sound, clean, dry and free from contaminants that would 

prevent proper adhesion. Newly prepared concrete must be troweled smooth and cured for a minimum of 

28 days.  All defects must be repaired. Cracks exceeding 1/8˝ (3 mm) should be pre-filled with our Liquid 

Rubber Crack Repair Kit, or for wood, a high-quality paintable wood filler. 

General Preparation & Cleaning: Newly poured concrete should be etched and allowed to fully dry. We 

recommend using our Liquid Rubber Concrete Etch. Be sure to preform a moisture test on the concrete 

before application. To check the moisture content of the concrete, tape down a 24-inch by 24-inch piece of 

heavy plastic sheeting or aluminum foil. Wait 24 hours and check under the material. If there is 

condensation on the covering or the covered area is noticeably darker than the surrounding concrete, there 

is too much moisture in the concrete for coating. Allow to dry further and test again. NOTE - This is not a 

conclusive test, only an indicator. 

For Backer Board, or Cement Board, be sure the surface is clean, dry, dust free and free from contaminants 

that that would prevent proper adhesion. 

DETAIL WORK 

Bridge any seams, cracks, corners and transitions (floor to wall) using the 3-course method of Liquid 

Rubber Foundation Sealant - Liquid Rubber 4” Geo-Textile - Liquid Rubber Foundation Sealant. Apply a 6” 

wide coat of Liquid Rubber Foundation Sealant and while still wet, embed the Geo-Textile fabric (fuzzy side 

down). Smooth out wrinkles, allow it to set up (about an hour) and apply a second coat on top, taking care 

to fully saturate the Geo-Textile. Allow to dry before full application. 

 

 

 

 

 



 

 

 

 

 

Drains: Drains should have a clamping ring with open weep holes for thin-set application. Apply Liquid 

Rubber Foundation Sealant to the bottom of the flange. The drain should be fully supported, without 

movement, and even with the plane of the substrate. Apply Liquid Rubber Foundation Sealant around the 

drain. Embed Liquid Rubber Geo-Textile fabric (fuzzy side down) into the coating around the drain while 

still wet, making sure it does not obstruct the drainage weep holes. Apply an additional coat and smooth. 

After curing, clamp the upper flange onto the membrane and tighten. Use silicone caulk around the flange 

prior to clamping the upper flange to the cured membrane. 

APPLICATION 

Using a 3/8” (10mm) microfiber roller, apply 3-4 generous coats of Liquid Rubber Foundation Sealant to 

entire surface, taking care not to allow the material to drip or puddle. For edges, corners or around pipes, 

apply product with a Nylon/Polyester brush. It should require around 3-4 heavy coats to achieve a 40-60 

mil. (1-1.5mm) (DFT) membrane, allowing 4-6 hours dry time between coats depending on temperature 

and relative humidity. You can recoat once the material is dry to the touch with nothing wet underneath 

and uniform in color. Apply each coat at a right angle to the prior coat, to ensure even coverage. In a well-

ventilated area with airflow, allow 48-72 hours curing after the final coat before the application of modified 

thin set and tiles. The coating should dry and be uniform in color before application 

Note: For use as a vapour barrier and to achieve a vapor permeance level of less than 1 us perm, ensure a 

DFT of 60 mils (1.5mm).  This is level is recommended for high wet and high traffic areas such as steam 

showers, wet saunas, recreation centers, public showers etc. 

Inspection: Inspect for pinholes, blisters, voids, thin spots, or other defects. Repair as necessary. 

Coverage: Be sure to apply a minimum of 1 gallon per 20 ft² (1.9 m²). (Final coverage after 3-4 coats) 

Uneven or porous substrates may require more material. 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

PRO-TIPS:  

Apply when temperature is above 5˚C /41˚F. 

Do not apply above 80% Relative Humidity. 

Remove painters tape/masking while coating is still wet.  

Apply to a surface that is free of dirt, dust, loose paint, scaling rust, oil, grease, coal tar, mold/mildew, 

silicone or other contaminants.  

Do not allow to freeze.  

Do not apply in wet conditions or if rain is forecast within 24 hours.  

Full cure within 48-72 hours (depending on product). Curing depends on temperature, humidity and 

airflow.  

Avoid coating over newer applied solvent products.  

It is always best practice to perform a bond test to the substrate prior to full application.  

  

CLEAN UP:  

Make sure you have a pail of soap and water, rags and mineral spirits on hand, so you are ready if spillage 

occurs. Soak up as much material as possible with rags.  

Clean immediately with soap and water.  

If dried, scrape off as much as you can. (with a razor/scraper/etc.)  

Use mineral spirits to weaken the material and an appropriate tool to mechanically remove (wire brush, 

grinder, etc.)  

WARNING: Mineral spirits can spread the stain, be sure to use sparingly, in a controlled manner, and to 

follow the manufacturers safety recommendations.  

  

Refer to the Product Safety Data Sheet for personal protective equipment recommendations.  

  

For questions or concerns contact Liquid Rubber Technical Support toll free @ 1-855-592-1049  
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