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Experience the legacy of Hutchison Incorporated. With humble beginnings in 1952, 
George G. Hutchison established a small trucking, moving, and storage enterprise 
in Manchester, Iowa. A visionary entrepreneur, George G. Hutchison transitioned 
into the wholesale lumber business after two years, setting the stage for our 
remarkable journey.

Building upon this foundation, George G. “Buck” Hutchison III joined the company 
in 1963, leveraging his signing bonus from the Cleveland Indians to launch 
Hutchison Western, in Denver, Colorado. This strategic move allowed us to expand 
our distribution of high-quality agricultural products throughout the Midwest while 
bringing premium lumber back to our Iowa roots.

As our company continued to flourish, we acquired a cutting-edge manufacturing 
plant in Grinnell, Iowa. Originally specializing in top-of-the-line hog equipment, 
this facility has evolved to encompass our entire collection of durable tubular 
gates, panels, and feeders. Additionally, we expanded our capabilities through the 
acquisition of two additional manufacturing companies. The first company acquired 
was Logan Valley Manufacturing, a reputable stock tank manufacturer based in 
Pender, Nebraska. The second was Hi Qual Manufacturing USA in Rapid City, South 
Dakota, where we harnessed advanced machinery and equipment to develop our 
esteemed HW Brand Heavy Duty Brown Line.

Join us on this remarkable journey as we combine decades of expertise, innovation, 
and a commitment to excellence to bring you an extensive range of premier 
agricultural products.
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Reading Fence Style Numbers

A fence style number is a description of the fence specifications. It is 
used for a variety of fences including field fence, horse fence, sheep 
and goat fence, and several other woven wire fences. 

10  =  Number of line (horizontal) wires
47  =  Height of fence (inches) 
6  =  Distance between vertical wires (inches) 
12 ½  =  Gauge of wire 
330’  =  Length of roll 
Class 1  =  Galvanization coating

Style Number : 1047-6-12 ½  330’ Class 1

Fence Knots

Woven Wire fencing is known for its durability and strength, which 
comes from the fence knot that secures the vertical and horizontal 
fence wires together. Each knot has a different function, which is why 
we offer a variety of options to choose from. 

Square Deal®  / Stiff Stay / Max Tight

Monarch®  / Hinge Joint 

Crosslock  / Tightlock / Solidlock

The cross over points of this knot prevent the fence 
from sagging while still providing flexibility. This is a 
good choice if installing over a hilly terrain.  

This knot is flexible, allowing the fence to give 
under pressure and then spring back to shape. The 
joint is formed by wrapping the vertical stay wire 
around the horizontal wire at each intersection. 

This knot firmly affixes the fence wires together. 
It provides strength and durability, standing up 
to animal pressure as well as severe snowstorms 
and winds. 

Wire Gauge

Fences and other wire products are made from a variety of 
different wire gauges. The gauge (abbreviated Ga.) will tell 
you the weight and size of a wire to help you determine the 
best fence for the job. The larger the number, the smaller the 
diameter of the wire. 

Galvanization

Galvanization is a process where steel wire is immersed in zinc 
and covered with a zinc alloy, making it resistant to rust. Different 
classes have specific coating requirements  that they must meet. 
This is measured in weight per square foot of wire. The heavier 
the coating, the longer service life the product offers. 

6”  Vertical Spacing

FENCE GUIDE  
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FENCE GUIDE  

Fence Calculation Guide

Use this diagram to calculate the number of rods of fence required to enclose fields of different sizes 

¼ Mile = 1,320 Ft.  or 80 rods
½ Mile = 2,640 Ft. or 160 rods
1 Mile = 5,280 Ft. or 320 rods

1 Rod = 16 ½ Ft. 
10 Rods = 165 Ft. 
20 Rods = 330 Ft. 

160 Acres
Requires 2 miles 

Or  640 Rods

80 Acres
Requires 1½ miles 

Or  480 Rods

40 Acres
Requires 1 mile 

Or  320 Rods

20 Acres
240 Rods

10 Acres
160 Rods

5 Acres
120 Rods

2 ½  Acres
100 Rods

Barbed Wire 
80 Rods (1,320 Ft. per roll) 

Field Fence 
20 Rods (330 Ft. per roll) 
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SPECIFICATIONS  

DOT Specifications and Government Projects

Don’t be fooled by “In accordance with ASTM spec” on wire products. This is nothing more than a statement made by the manufacturer to 
try and promote their product. When quoting or supplying State DOT and Government projects, we suggest you get a copy of the ‘Solicitation’ to 
define the specifications required on each project. Mills selling in accordance with ASTM spec, cannot furnish you with required “Made in USA” 
and/or “Made and Melted in USA” documentation.

Most all DOT and Government projects request “Made and Melted in USA” as well as ASTM specifications from domestic steel mills. We have 
several DOT State projects, for which states require SAMPLE certification documents to be submitted with the quotation.

ASTM Specifications on Steel Posts and Wire products are:
• Steel T-posts ASTM A702
• Barbwire/Barbless wire ASTM A121
• Field Fence ASTM A116

Treated Wood Posts also need to be addressed when quoting DOT and Government projects. States differ under their DOT specifications on wood 
posts, the same as Government projects. Some require testing approval by a third party prior to shipping, while others do not. Always request 
copies of the solicitation to cover what you are quoting.

AASHTO VS ASTM

AASHTO is an acronym for American Association of State Highway and Transportation Officials. ASTM stands for American Society for Testing and 
Materials. Some companies would have you believe that AASHTO can be directly converted to an ASTM equivalent, which is not the case.

ASTM develops their standards through a consensus process of its members. These standards are used throughout the world. ASTM standards are 
used by manufacturers to define the properties needed in the products they manufacture. They are also used by designers and end users to ensure 
that a product meets certain levels of performance.

AASHTO on the other hand, has standards that have been developed by subcommittees with representation from the departments of 
transportation across America and the federal government. These material and testing standards are typically used in bridge and highway 
construction and repair. Unlike ASTM, there is no direct involvement from the industry in AASHTO subcommittees.

It is not uncommon for AASHTO standards to reference an ASTM standard, thereby making it essentially a part of their specifications, and herein 
lies the confusion. There are some standards that are developed and maintained by both organizations. However, many AASHTO standards were 
originally developed by AASHTO and do not have an ASTM counterpart and/or they differ significantly on the same subject. 

Take the time to understand the differences between AASHTO and ASTM and don’t take for granted that they are identical specifications. When 
quoting DOT, Federal, or State bids, make certain that the material is made from domestically melted steel and fabricated in the U.S.
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FENCE GUIDE

We carry several brands and styles of fencing and wire 
products. In addition to our HW Brand label, we also 
carry Red Brand®, OK Brand, Bekaert, and many others.  
If you’re looking for a name brand or just an economical 
option, we have what you’re looking for. 
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BARBED & BARBLESS WIRE  

HW Brand Stockman’s Deluxe Barbed & Barbless Wire

2 point barbed wire, 5” barbed spacing • 4 point barbed wire, 
6” barbed spacing • Barbed and Barbless wire are 12 ½ gauge 
class 1 galvanized wire • 1,320 Ft. rolls • Made in Mexico

2 pt. 5” Barbed Wire WI250-004-0003
4 pt. 6” Barbed Wire WI250-004-0004
Stockman’s Barbless Wire WI250-004-0050

Red Brand® Barbed & Barbless Wire 

Defender® 2 point barbed wire, 4” barbed spacing • Ruthless® 
4 point barbed wire, 5” barbed spacing • Barbless wire is 
double stranded • Barbed and Barbless wire are 12 ½ gauge 
class 1 galvanized wire • 1,320 Ft. rolls • Made in the  USA

Defender ® 2 pt. 4” Barbed Wire KY230-005-1002
Ruthless® 4 pt. 5” Barbed Wire KY230-005-1101
Redbrand® Barbless Wire KY230-005-1201

OK Brand Premium Barbed & Barbless Wire

2 point barbed wire, 4” barbed spacing • 4 point barbed 
wire, 5” barbed spacing • Barbless wire is double stranded • 
Barbed and Barbless wire are 12 ½ gauge class 1 galvanized 
wire that meets ASTM A-121 specs • 1,320 Ft. rolls • Made in 
the USA

2 pt. 4”  Barbed Wire CM260-001-1004
4 pt. 5”  Barbed Wire CM260-001-1103
OK Brand Barbless Wire CM260-001-1202

HW Brand Hi-Tensile Barbed Wire  

2 point barbed wire, 5” barbed spacing • 4 point barbed wire, 
5” barbed spacing • 15 ½ gauge commercial galvanized wire 
• 1,320 Ft. rolls • Made in Mexico

2 pt. 5” 15 ½ Ga. Barbed Wire HW235-002-1003
4 pt. 5” 15 ½ Ga. Barbed Wire HW235-002-1153

2 pt. 5” Stockman’s Deluxe                
Barbed Wire 

4 pt. 6” Stockman’s Deluxe 
Barbed Wire

 2 pt. 4” Red Brand® Defender® 
Barbed Wire 

4 pt. 5” Red Brand® Ruthless® 
Barbed Wire 

2 pt. 4” OK Premium 
Barbed Wire  

4 pt. 5” OK Premium 
Barbed Wire 

Rangemaster Hi-Tensile  Barbed Wire  

2 point barbed wire, 5” barbed spacing • 4 point barbed wire, 5” 
barbed spacing • 14  gauge class 3 • 1,320 Ft. rolls • Made in 
Mexico

2 pt. 5” Hi-Tensile Barbed Wire WI250-004-0001
4 pt. 5” Hi-Tensile  Barbed Wire WI250-004-0002
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Bekaert Pro 20 Barbed Wire  

2 point barbed wire, 5” barbed spacing • 4 point barbed wire, 
5” barbed spacing • Cattleman’s barbed wire is 14 gauge class 
3 galvanized wire • Gaucho is 15 ½ gauge class 3 hi-tensile 
galvanized wire • Both are guaranteed for 20 years • 1,320 Ft. rolls 
• Made in the USA

2 pt. 5” Cattleman Pro 20 Barbed Wire BK255-001-1013
4 pt. 5” Cattleman Pro 20 Barbed Wire BK255-001-1113
2 pt. 5” Gaucho® Pro 20 Barbed Wire BK255-001-1001
4 pt. 5” Gaucho® Pro 20 Barbed Wire BK255-001-1101

Bekaert Pro 30 Barbed Wire

2 point barbed wire, 5” barbed spacing • 4 point barbed wire, 5” 
barbed spacing • 14 gauge bezinal coated hi-tensile wire that is 
guaranteed for 30 years • 1,320 Ft. rolls • Made in the USA

2 pt. 5” Cattleman Pro 30 Barbed Wire BK255-001-1003
4 pt. 5” Cattleman Pro 30 Barbed Wire BK255-001-1103

Bekaert Pro 40 Barbed Wire

2 point barbed wire, 5” barbed spacing • 4 point barbed wire, 5” 
barbed spacing • 14 gauge bezinal UV green coated hi-tensile wire 
that is guaranteed for 40 years • 1,320 Ft. rolls • Made in the USA

2 pt. 5” Pro 40 Cattleman Barbed Wire BK255-001-1002
4 pt. 5” Pro 40 Cattleman Barbed Wire BK255-001-1119

BARBED& BARBLESS WIRE

2 pt. 5” Cattleman Pro 20 
Barbed Wire  

4 pt. 5” Gaucho Pro 20 
Barbed Wire

2 pt. 5” Cattleman Pro 30 
Barbed Wire

4 pt. 5” Cattleman Pro 30 
Barbed Wire 

2 pt. 5” Cattleman Pro 40 
Barbed Wire

4 pt. 5” Cattleman Pro 40 
Barbed Wire OK Brand Premium Hi-Tensile Barbed Wire 

2 point barbed wire, 5” barbed spacing • 4 point barbed wire, 5”  
• 14 gauge or 15 ½ gauge class 3 galvanized hi-tensile wire that 
meets ASTM A-121 specs • 1,320 Ft. rolls • Made in the  USA

2 pt. 5” Hi-Tensile Barbed Wire 14 Ga. CM260-001-1005
2 pt. 5”  Hi-Tensile Barbed Wire 15 ½ Ga. CM260-001-1006
4 pt. 5”  Hi-Tensile Barbed Wire 14 Ga. CM260-001-1105
4 pt. 5”  Hi-Tensile Barbed Wire 15 ½ Ga. CM260-001-1106

4 pt. 5” Hi-Tensile OK Brand 
Barbed Wire  

2 pt. 5” Hi-Tensile OK Brand  
Barbed Wire 
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Red Brand® Monarch® 
Field Fence 

Red Brand® Square Deal® 
Field Fence 

Bekaert Field Fence 

HW Brand Field Fence 

HW Brand Field Fence - Red Label

32”, 39”, or 47” height • Class 1 galvanized wire • 10 gauge top & 
bottom wires with a 12 ½ gauge filler wire • Hinge Joint • 8, 9, or 
10 horizontal wires •  330 Ft. rolls •   Made in the USA

832-6-12 ½ 32 In. 330 Ft. HW235-003-1002
939-6-12 ½ 39 In. 330 Ft. HW235-003-1004
1047-6-12 ½ 47 In. 330 Ft. HW235-003-1007

Red Brand® Field Fence - Square Deal®  

32”, 39”, or 47” height • Class 1 galvanized wire • 10 gauge top & 
bottom wires with a 12 ½ gauge filler wire • Square Deal® knot • 8, 
9, or 10 horizontal wires •  330 Ft. rolls • Made in the USA

832-6-12 ½ 32 In. 330 Ft. KY230-001-3002
939-6-12 ½ 39 In. 330 Ft. KY230-001-3004
1047-6-12 ½ 47 In. 330 Ft. KY230-001-3007

Red Brand® Field Fence - Monarch®   

 39”, or 47” height • Class 1 galvanized wire • 11 or 12 ½ gauge 
wire • Monarch® knot • 8, 9, or 10 horizontal wires •  330 Ft. rolls • 
Made in the USA

939-6-12 ½ 39 In. 330 Ft. KY230-001-3004
1047-6-12 ½ 47 In. 330 Ft. KY230-001-3007
939-6-11 39 In. 330 Ft. KY230-001-2204
1047-6-11 47 In. 330 Ft. KY230-001-2207

Bekaert Pro 20 Field Fence 

26”, 32”, 39”, or 47” height • Class 3 hi-tensile galvanized wire • 12 
½ or 14 gauge wire • Hinge Joint • 7, 8, 9, or 10 horizontal wires •  
330 Ft. rolls • Made in the USA

726-6-14 26 In. 330 Ft. BK255-002-1101
832-6-14 32 In. 330 Ft. BK255-002-1102
939-6-14 39 In. 330 Ft. BK255-002-1104
1047-6-14 47 In. 330 Ft. BK255-002-1107
939-6-12 ½ 39 In. 330 Ft. BK255-002-1004
1047-6-12 ½ 47 In. 330 Ft. BK255-002-1007

FIELD FENCE  
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FIELD FENCE  

OK Brand Premium Hinge Joint Field Fence 

26”, 32”, 39”, or 47” height • Class 1 galvanized wire • 9, 11,  or 12 
½ gauge wire • Hinge Joint •  330 Ft. rolls • Made in the USA

939-6-9 39 In. 9 Ga. CM260-002-1204
1047-6-9 47 In. 9 Ga. CM260-002-1207
1154-6-9 54 In. 9 Ga. CM260-002-1208
939-12-9 39 In. 9 Ga. CM260-002-1214
1047-12-9 47 In. 9 Ga. CM260-002-1217

726-6-11 26 In. 11 Ga. CM260-002-1041
832-6-11 32 In. 11 Ga. CM260-002-1042
939-6-11 39 In. 11 Ga. CM260-002-1044
1047-6-11 47 In. 11 Ga. CM260-002-1047
939-12-11 39 In. 11 Ga. CM260-002-1224
1047-12-11 47 In. 11 Ga. CM260-002-1227

726-6-12 ½ 26 In. 12 ½ Ga. CM260-002-1021
832-6-12 ½ 32 In. 12 ½ Ga. CM260-002-1022
939-6-12 ½ 39 In. 12 ½ Ga. CM260-002-1024
1047-6-12 ½ 47 In. 12 ½ Ga. CM260-002-1027
1156-6-12 ½ 56 In. 12 ½ Ga. CM260-002-1239
726-12-12 ½ 26 In. 12 ½ Ga. CM260-002-1241
832-12-12 ½ 32 In. 12 ½ Ga. CM260-002-1242
939-12-12 ½ 39 In. 12 ½ Ga. CM260-002-1244
1047-12-12 ½ 47 In. 12 ½ Ga. CM260-002-1247

OK Brand Premium Max Tight Field Fence 

32”, 39”, 47”, or 72” height • Class 1 galvanized wire • 12 ½ gauge 
wire • Max Tight knot •  330 Ft. rolls • Made in the USA

832-6-12 ½ 32 In. 12 ½ Ga. CM260-002-1102
939-6-12 ½ 39 In. 12 ½ Ga. CM260-002-1104
1047-6-12 ½ 47 In. 12 ½ Ga. CM260-002-1107
1472-6-12 ½ 72 In. 12 ½ Ga. CM260-002-1100

OK Brand Premium Hi-Tensile Field Fence 

26”, 39”, or 47” height • Class 3 hi-tensile galvanized wire • 12 ½ 
or 14 gauge wire • Hinge Joint  •  330 Ft. rolls • Made in the USA

939-6-12 ½ 39 In. 12 ½ Ga. CM260-002-1054
1047-6-12 ½ 47 In. 12 ½ Ga. CM260-002-1057
1047-12-12 ½ 47 In. 12 ½ Ga. CM260-002-1067

726-6-14 26 In. 14 Ga. CM260-002-1071
939-6-14 39 In. 14 Ga. CM260-002-1074
1047-6-14 47 In. 14 Ga. CM260-002-1077

OK Brand Hinge Joint Field Fence 
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HW Brand Horse Fence - Red Label

36”, 48”, 60”, or 72” height • Class 1 galvanized wire • 2” x 4” 
openings • 10 gauge top & bottom wires with a 12 ½ gauge filler 
wire • Max Tight S knot • 10, 13, 16, or 19  horizontal wires  •  Made 
in the USA

1036-2-12 ½ 36 In. 100 Ft. CM260-003-1002
1348-2-12 ½ 48 In. 100 Ft. CM260-003-1003
1660-2-12 ½ 60 In. 100 Ft. CM260-003-1004
1972-2-12 ½ 72 In. 100 Ft. CM260-003-1005

1348-2-12 ½ 48 In. 200 Ft. CM260-003-1103
1660-2-12 ½ 60 In. 200 Ft. CM260-003-1104

HW Brand Stockman’s Deluxe Horse Fence 

36”, 48”, 60”, or 72” height • Class 1 galvanized wire • 2” x 4” 
openings • 10 gauge top & bottom wires with a 12 ½ gauge filler 
wire • Max Tight S knot • 10, 13, 16, or 19  horizontal wires •  Made 
in Mexico

1036-2-12 ½ 36 In. 100 Ft. WI250-005-1002
1348-2-12 ½ 48 In. 100 Ft. WI250-005-1003
1660-2-12 ½ 60 In. 100 Ft. WI250-005-1004
1972-2-12 ½ 72 In. 100 Ft. WI250-005-1005

1348-2-12 ½ 48 In. 200 Ft. WI250-005-1103
1660-2-12 ½ 60 In. 200 Ft. WI250-005-1104

OK Brand Max Tight Horse Fence  

36”, 48”, 60”, or 72” height • Class 1 galvanized wire •  2” x 4” 
openings • 12 ½ gauge wire • Max Tight S knot • 10, 13, 16, or 19 
horizontal wires • Made in the USA

1036-2-12 ½ 36 In. 100 Ft. CM260-009-3002
1348-2-12 ½ 48 In. 100 Ft. CM260-009-3003
1660-2-12 ½ 60 In. 100 Ft. CM260-009-3004
1972-2-12 ½ 72 In. 100 Ft. CM260-009-3005

1348-2-12 ½ 48 In. 200 Ft. CM260-009-3023
1660-2-12 ½ 60 In. 200 Ft. CM260-009-3024

1348-2-12 ½ 48 In. 300 Ft. CM260-009-3033
OK Max Tight Horse FenceStockman’s Deluxe Horse Fence

HORSE FENCE

HW Brand Horse Fence - Red Label
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OK Max Tight Horse Fence

Red Brand®  Non-Climb Horse Fence Red Brand® V-Mesh Horse Fence

Red Brand® Non-Climb Horse Fence  

36”, 48”, 60”, or 72” height • Class 1 galvanized wire •  2” x 4” 
openings • 12 ½ gauge wire • Square Deal® knot • 10, 13, 16, or 19 
horizontal wires • Made in the USA

1036-2-12 ½ 36 In. 100 Ft. KY230-003-1002
1348-2-12 ½ 48 In. 100 Ft. KY230-003-1003
1660-2-12 ½ 60 In. 100 Ft. KY230-003-1004
1972-2-12 ½ 72 In. 100 Ft. KY230-003-1005

1348-2-12 ½ 48 In. 200 Ft. KY230-003-1103
1660-2-12 ½ 60 In. 200 Ft. KY230-003-1104

Red Brand® Keepsafe® V-Mesh Horse Fence 

50” or 58” height • Class 1 galvanized wire •  2” x 4” diamond mesh 
spacing • 12 ½ gauge wire • 165 Ft. rolls • Made in the USA • Call 
for pricing on class 3

50 In. V-Mesh 165 Ft. KY230-003-1201
58 In.  V-Mesh 165 Ft. KY230-003-1202

HORSE FENCE
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SHEEP & GOAT FENCE

OK Brand Max Tight Sheep & Goat Fence 

36”, 48”, 60”, or 72” height • Class 1 galvanized wire •  4” x 4” 
openings • 10 gauge top & bottom wires with a 12 ½ gauge filler 
wire • Max Tight knot • 10, 13, 16, or 17 horizontal wires •  330 Ft. 
rolls • Made in the USA

1036-4-12 ½ 36 In. 330 Ft. CM260-008-2410
1348-4-12 ½ 48 In. 330 Ft. CM260-008-2411
1660-4-12 ½ 60 In. 330 Ft. CM260-008-2412
1772-4-12 ½ 72 In. 330 Ft. CM260-008-2413

OK Brand Hinge Joint Sheep & Goat Fence 

48”, 60”, or 72” height • Class 1 galvanized wire •  4” x 4” openings 
• 10 gauge top & bottom wires with a 12 ½ gauge filler wire • 
Hinge Joint • 13, 16, or 17 horizontal wires •  330 Ft. rolls • Made 
in the USA

1348-4-12 ½ 48 In. 330 Ft. CM260-008-2421
1660-4-12 ½ 60 In. 330 Ft. CM260-008-2422
1772-4-12 ½ 72 In. 330 Ft. CM260-008-2423

Red Brand® Sheep & Goat Fence OK Brand Sheep & Goat Fence
Max Tight

Red Brand® Sheep & Goat Fence  - Square Deal®

48”  height • Class 1 galvanized wire •  4” x 4” openings • 10 gauge top 
& bottom wires with a 12 ½ gauge filler wire • Square Deal® knot • 13 
horizontal wires • 100 Ft. or 330 Ft. rolls • Made in the USA

1348-4-12 ½ 48 In. 100 Ft. KY230-003-1301
1348-4-12 ½ 48 In. 330 Ft. KY230-003-1302
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Red Brand® 
Yard & Kennel Fence

Red Brand® Yard & Kennel Fence

36”, 48”, 60”, or 72” height • Class 1 galvanized wire •  2” x 2” openings 
• 16 gauge wire • Square Deal® knot • 19, 25, 31, or 37 horizontal 
wires • 50 Ft. or 100 Ft. rolls • Made in the USA

1936-2-16 36 In. 50 Ft. KY230-004-1101
2548-2-16 48 In. 50 Ft. KY230-004-1102

1936-2-16 36 In. 100 Ft. KY230-004-1001
2548-2-16 48 In. 100 Ft. KY230-004-1002
3160-2-16 60 In. 100 Ft. KY230-004-1003
3772-2-16 72 In. 100 Ft. KY230-004-1004

Red Brand® Deer & Orchard Fence

48”, 60”, or 72”  height • Class 1 galvanized wire • 11 gauge top & 
bottom wire with 14 ½ gauge filler wire • Monarch® knot • 20, 23, or 
26 horizontal wires • 165 Ft. rolls • Made in the USA

2048-6-14 ½ 48 In. 165 Ft. KY230-003-1001
2360-6-14 ½ 60 In. 165 Ft. KY230-003-1002
2672-6-14 ½ 72 In. 165 Ft. KY230-003-1003

Red Brand®
Deer & Orchard Fence

YARD & KENNEL | DEER & ORCHARD

Tree Island Deer & Garden Fence

48”, 60”, or 72”  height • Class 1 galvanized wire • 12 ½ gauge top & 
bottom wire with 14 gauge filler wire • Square knot • 18, 21, or 24 
horizontal wires • 165 Ft. rolls • Made in Canada

1848-6-14 48 In. 165 Ft. CM260-005-1101
2160-6-14 60 In. 165 Ft. CM260-005-1102
2472-6-14 72 In. 165 Ft. CM260-005-1103
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HW Brand Utility Fabric 

Commercial galvanized wire • 2” x 4” openings • 14 gauge or 12 ½ 
gauge wire • 50 Ft. or 100 Ft. rolls • Welded cross wires •  Made in 
Mexico

36 In. 100 Ft. 2” x 4” 12 ½ Ga. CM260-006-0051
48 In. 100 Ft. 2” x 4” 12 ½ Ga. CM260-006-0052
60 In. 100 Ft. 2” x 4” 12 ½ Ga. CM260-006-0053
72 In. 100 Ft. 2” x 4” 12 ½ Ga. CM260-006-0054

36 In. 50 Ft. 2” x 4” 14 Ga. CM260-006-0011
48 In. 50 Ft. 2” x 4” 14 Ga. CM260-006-0012
60 In. 50 Ft. 2” x 4” 14 Ga. CM260-006-0013
72 In. 50 Ft. 2” x 4” 14 Ga. CM260-006-0014

36 In. 100 Ft. 2” x 4” 14 Ga. CM260-006-0001
48 In. 100 Ft. 2” x 4” 14 Ga. CM260-006-0002
60 In. 100 Ft. 2” x 4” 14 Ga. CM260-006-0003
72 In. 100 Ft. 2” x 4” 14 Ga. CM260-006-0004

Red Brand® Utility Fabric 

Commercial galvanized wire • 2” x 4” openings • 14 gauge or 12 ½ 
gauge wire • 50 Ft. or 100 Ft. rolls   • Welded cross wires •  Made in 
the USA

36 In. 100 Ft. 2” x 4” 12 ½  Ga. KY230-010-1005
48 In. 100 Ft. 2” x 4” 12 ½  Ga. KY230-010-1006
60 In. 100 Ft. 2” x 4” 12 ½  Ga. KY230-010-1007
72 In. 100 Ft. 2” x 4” 12 ½  Ga. KY230-010-1008

36 In. 50 Ft. 2” x 4” 14 Ga. KY230-011-1305
48 In. 50 Ft. 2” x 4” 14 Ga. KY230-011-1306
60 In. 50 Ft. 2” x 4” 14 Ga. KY230-011-1307
72 In. 50 Ft. 2” x 4” 14 Ga. KY230-011-1308

36 In. 100 Ft. 2” x 4” 14 Ga. KY230-011-1205
48 In. 100 Ft. 2” x 4” 14 Ga. KY230-011-1206
60 In. 100 Ft. 2” x 4” 14 Ga. KY230-011-1207
72 In. 100 Ft. 2” x 4” 14 Ga. KY230-011-1208

HARDWARE
CLOTH

TAMIZ DE MALLA              
GRILLAGE 

PO Box 1158
7460 Highway 85
Adams City, CO 80022-0158
www.hutchison-inc.com
Manufactured in China for Hutchison, Inc., Adams City, CO USA

WARNING: Wear gloves and protective eyewear when handling this product
ADVERTENCIA: Use los guantes y anteojos protectores y tenga mucha
cuidado al manipular para evitar posibles lesiones.
ATTENTION: Porter des gants et des lunettes de protection lorsque
vous manipulez ce produit.

Hardware Cloth card  11/29/05  11:53 AM  Page 1

HW Brand Utility Fabric Hardware Cloth

HW Brand Hardware Cloth 

Commercial galvanized wire • 19 gauge or 23 gauge wire • 5 Ft. and 10 Ft. sold 
in cartons • 50 Ft. sold in rolls • Welded cross wires • Import 

24 In. 5 Ft. ¼” x ¼” 23 Ga. 12 Rolls/ Ctn. KY230-009-2003
36 In. 5 Ft. ¼” x ¼” 23 Ga. 12 Rolls/ Ctn. KY230-009-2005
24 In. 10 Ft. ¼” x ¼” 23 Ga. 9 Rolls/ Ctn. KY230-009-1703
36 In. 10 Ft. ¼” x ¼” 23 Ga. 9 Rolls/ Ctn. KY230-009-1705
24 In. 50 Ft. ¼” x ¼” 23 Ga. Single Roll KY230-009-1403
36 In. 50 Ft. ¼” x ¼” 23 Ga. Single Roll KY230-009-1405

24 In. 5 Ft. ½” x ½” 19 Ga. 12 Rolls/ Ctn. KY230-009-1903
36 In. 5 Ft. ½” x ½” 19 Ga. 12 Rolls/ Ctn. KY230-009-1905
24 In. 10 Ft. ½” x ½” 19 Ga. 9 Rolls/ Ctn. KY230-009-1603
36 In. 10 Ft. ½” x ½” 19 Ga. 9 Rolls/ Ctn. KY230-009-1605
24 In. 50 Ft. ½” x ½” 19 Ga. Single Roll KY230-009-1303
36 In. 50 Ft. ½” x ½” 19 Ga. Single Roll KY230-009-1305

 Rabbit Guard

Commercial galvanized wire • 16 gauge wire • 50 Ft. rolls • Welded cross wires 
•  Import

28 In. 50 Ft. Tapered WI250-003-1301

Garden Fence 

Commercial galvanized wire • 2” x 3” openings • 16 gauge • 50 Ft. rolls • 
Welded cross wires • Import

24 In. 50 Ft. 2” x 3” WI250-003-1003

Red Brand® Utility Fabric

WELDED WIRE
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Poultry Netting 

Commercial galvanized wire • 1” or 2” hexagonal openings • 20 gauge 
• 25 Ft., 50 Ft., or 150 Ft. rolls • Made in Mexico

24 In. 25 Ft. 1” WI250-002-1403
36 In. 25 Ft. 1” WI250-002-1405
48 In. 25 Ft. 1” WI250-002-1406

36 In. 25 Ft. 2” WI250-002-1455

24 In. 50 Ft. 1” IP265-001-2203
36 In. 50 Ft. 1” IP265-001-2205
48 In. 50 Ft. 1” IP265-001-2206
60 In. 50 Ft. 1” IP265-001-2207
72 In. 50 Ft. 1” IP265-001-2208

24 In. 50 Ft. 2” IP265-001-2303
36 In. 50 Ft. 2” IP265-001-2305
48 In. 50 Ft. 2” IP265-001-2306
60 In. 50 Ft. 2” IP265-001-2307
72 In. 50 Ft. 2” IP265-001-2308

24 In. 150 Ft. 1” IP265-001-2003
36 In. 150 Ft. 1” IP265-001-2005
48 In. 150 Ft. 1” IP265-001-2006
60 In. 150 Ft. 1” IP265-001-2007
72 In. 150 Ft. 1” IP265-001-2008

24 In. 150 Ft. 2” IP265-001-2103
36 In. 150 Ft. 2” IP265-001-2105
48 In. 150 Ft. 2” IP265-001-2106
60 In. 150 Ft. 2” IP265-001-2107
72 In. 150 Ft. 2” IP265-001-2108

POULTRY NETTING
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GAME FENCE

OK Brand Max-Loc Hi-Tensile Game Fence

Class 3 hi-tensile 12 ½ galvanized wire • Max Loc knot •
 330 Ft., 500 Ft., or 660 Ft. rolls • Made in the USA

735-6-12 ½ 35 In. 330 Ft. CM260-002-2502
1136-6-12 ½ 36 In. 330 Ft. CM260-002-2506
842-6-12 ½ 42 In. 330 Ft. CM260-002-2503
1348-6-12 ½ 48 In. 330 Ft. CM260-002-2507
949-6-12 ½ 49 In. 330 Ft. CM260-002-2504
1561-6-12 ½ 61 In. 330 Ft. CM260-002-2508
1775-6-12 ½ 75 In. 330 Ft. CM260-002-2509
2096-6-12 ½ 96 In. 330 Ft. CM260-002-2501
23120-6-12 ½ 120 In. 330 Ft. CM260-002-2510

1348-12-12 ½ 48 In. 330 Ft. CM260-002-2537
949-12-12 ½ 49 In. 330 Ft. CM260-002-2534
2096-12-12 ½ 96 In. 330 Ft. CM260-002-2531

949-6-12 ½ 49 In. 500 Ft. CM260-002-2524
2096-6-12 ½ 96 In. 500 Ft. CM260-002-2521

842-12-12 ½ 42 In. 660 Ft. CM260-002-2543
1348-12-12 ½ 48 In. 660 Ft. CM260-002-2547
949-12-12 ½ 49 In. 660 Ft. CM260-002-2544
2096-12-12 ½ 96 In. 660 Ft. CM260-002-2541

HW Brand Low Carbon Game Fence

96” height • Commercial low carbon 12 ½ galvanized wire 
• Fixed knot • 17 horizontal wires •  330 Ft. rolls • Made in 
Mexico

1796-6-12 ½ 96 In. 330 Ft. WI250-003-1401

Deacero Hi-Tensile Game Fence

96” height • Class 3 hi-tensile 12 ½ galvanized wire • Fixed 
knot • 20 horizontal wires •  330 Ft. rolls • Made in Mexico

2096-6-12 ½ 96 In. 330 Ft. WI250-003-1501

Bekaert Solidlock® Pro 20 Hi-Tensile Game Fence

Class 3 hi-tensile 12 ½ galvanized wire • 14, 15, 17, or 20 
horizontal wires •  Solidlock knot • 330 Ft. rolls • Guaranteed 
for 20 years • Made in the USA

1561-6-12 ½ 61 In. 330 Ft. BK255-002-1202
1775-6-12 ½ 75 In. 330 Ft. BK255-002-1011
1478-6-12 ½ 78 In. 330 Ft. BK255-002-1009
2096-6-12 ½ 96 In. 330 Ft. BK255-002-1301

Bekaert Solidlock® Pro 30 Hi-Tensile Game Fence

78” height • 14 gauge bezinal coated hi-tensile wire that is 
guaranteed for 30 years •  Fixed knot • 330 Ft. rolls • Made in 
the USA

1478-6-14 78 In. 165 Ft. BK255-002-1219

GAME FENCE

PO Box 1158
7460 Highway 85
Adams City, CO 80022-0158

www.hutchison-inc.com

WARNING: Wear gloves and protective eyewear when handling this product
ADVERTENCIA: Use los guantes y anteojos protectores y tenga mucha
cuidado al manipular para evitar posibles lesiones.
ATTENTION: Porter des gants et des lunettes de protection lorsque
vous manipulez ce produit.

Made in MEXICO

Field Fence card-red_Field Fence card.qxd  10/19/09  4:24 PM  Page 1

HW Brand Low 
Carbon Game Fence

OK Steel Max-Loc 
Game Fence

Bekaert Solidlock® 
Pro 20 Game Fence
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GAME FENCE
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WIRE PANELS

Wire Panels 

Commercial galvanized wire • General use 

50” x 8’ - Cattle Panel  - 10 Line Tapered 5 / 4 Ga. CM260-008-3000
50” x 16’ - Cattle Panel - 10 Line Tapered 5 / 4 Ga. CM260-008-1004
50” x 16’ - Combo Panel - 13 Line Tapered 5 / 4 Ga. CM260-008-1304
60” x 16’ - Bull Panel 6” x 6” 1 Ga. CM260-008-3031
34” x 16’ - Hog Panel - 11 Line Tapered 5 / 4 Ga. CM260-008-1101
60” x 12’ - Stall Panel 2” x 2” 6 Ga. CM260-008-3033
60” x 12’ - Horse Panel 2” x 4” 6 Ga. CM260-008-3010
60” x 12’ - Horse Panel 4” x 4”  6 Ga. CM260-008-3011
60” x 16’ - Horse Panel 2” x 4” 6 Ga. CM260-008-1421
60” x 16’ - Horse Panel 4” x 4”  6 Ga. CM260-008-1422
48” x 16’ - Sheep Panel 4” x 4” 6 Ga. CM260-008-1350
72” x 12’ - Kennel Panel 4” x 2” 8 Ga. CM260-008-3032

1/4” Wire Panels 

1/4” Commercial galvanized wire • Made in the USA •  Stocked in Iowa only

50” x 16’ - Cattle Panel - 10 line Tapered 1/4” CM260-008-2301
50” x 16’ - Combo Panel - 13 Line Tapered 1/4” CM260-008-2303
34” x 16’ - Hog Panel - 11 Line Tapered 1/4” CM260-008-2304

OK Brand Ranch Fence 

Commercial galvanized wire • 6 gauge wire • 100 Ft. roll  • Welded cross wires •  
Made in the USA 

60” x 100’ Ranch Fence 6” x 6” 6 Ga. CM260-008-3034

OK Brand Panel Hinge

Durable way to connect wire panels • Can also be used as a hinge •  Made in the 
USA 

34 In. - Panel Hinge CM260-004-0001
48 In. - Panel Hinge CM260-004-0001
60 In. - Panel Hinge CM260-004-0012
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ELECTRIC FENCE | SMOOTH WIRE 

Electric Fence Carton

Electric Fence Post

170K & 200K Hi-tensileTy Wire

Red Brand® Electric Fence  

Electric fence wire comes in cartons •  ¼  and ½ mile lengths • 
Galvanized wire • Easy to dispense spools •  Made in the USA

¼ Mile 14 Ga. 2 Spools / Ctn. KY230-007-1001
¼ Mile 17 Ga. 4 Spools / Ctn. KY230-007-1006
½ Mile 14 Ga. 2 Spools / Ctn. KY230-007-1002
½ Mile 17 Ga. 2 Spools / Ctn. KY230-007-1007

Electric Fence Posts 

Stand 4 Ft. tall • Welded spade •  Rebar or smooth finish • Painted 
iron red • Made in the USA

³/8 - Rebar 25/bundle 2,000 / plt. TP220-006-1002
³/8 - Smooth 25/bundle 2,000 / plt. TP220-006-1003
7/16 - Rebar 20/bundle 1,000 / plt. TP220-006-1023
7/16 - Smooth 20/bundle 1,000 / plt. TP220-006-1024

Bekaert Hi-Tensile Smooth Wire 

12 ½ gauge hi-tensile wire • Great for electric fence or for bracing 
•   170 PSI  & 200 PSI comes in a 4,000 Ft. roll •  179K PSI comes 
packaged on a spool for easy uses • Made in the USA

170K PSI 4,000 Ft. BK255-007-1001
200K PSI 4,000 Ft. BK255-007-1004
179K PSI - Reddie Reel  1,320 Ft. BK255-005-1001

Ty Wire 

Multi-use single strand wire •  16 gauge annealed finish • 3.5 Lbs. 
per roll • Carton of 20 rolls • Import 

Ty-Wire - 16 Gauge CN180-006-0003 Merchant Wire

Merchant Wire 

Multi-use single strand wire • Galvanized or annealed  finish 
• Bundles of ten 10 Lb. rolls or one 100 Lb. roll  • Import • 
Inquire for domestic needs 

9 Ga. - Galvanized 10 Lbs. CN180-008-0005
10 Ga. - Galvanized 10 Lbs. CN180-008-0006
11 Ga. - Galvanized 10 Lbs. CN180-008-0014
12 ½ Ga. - Galvanized 10 Lbs. CN180-008-0007
14 Ga. - Galvanized 10 Lbs.  CN180-008-0008
16 Ga. - Galvanized 10 Lbs. CN180-008-0009

9 Ga. - Galvanized 100 Lbs. CN180-008-0001
10 Ga. - Galvanized 100 Lbs. CN180-008-0018
12 ½ Ga. - Galvanized 100 Lbs. CN180-008-0002
14 Ga. - Galvanized 100 Lbs. CN180-008-0003
16 Ga. - Galvanized 100 Lbs. CN180-008-0004

9 Ga. -  Annealed 10 Lbs. CN180-007-0006
12 ½ Ga. - Annealed 10 Lbs. CN180-007-0007
14 Ga. - Annealed 10 Lbs.  CN180-007-0008

9 Ga. - Annealed 100 Lbs. CN180-007-0001
11 Ga. - Annealed 100 Lbs. CN180-007-0002
12 ½ Ga. - Annealed 100 Lbs. CN180-007-0003
14 Ga. - Annealed 100 Lbs. CN180-007-0004
16 Ga. - Annealed 100 Lbs. CN180-007-0005
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1.25 Steel T-posts   

T-posts weigh 1.25 pounds per lineal foot • Made weather 
resistant with an industrial quality finish coat • 5 Ft. to 8 Ft. 
lengths • Made in the USA

5 Ft. Green With White Tip TP220-003-1002
5 ½ Ft. Green With White Tip TP220-003-1003
6 Ft. Green With White Tip TP220-003-1004
6  ½ Ft. Green With White Tip TP220-003-1005
7 Ft. Green With White Tip TP220-003-1006
8 Ft. Green With White Tip TP220-003-1007

5 Ft. Gray With Red Tip  TP220-003-1022
5 ½ Ft. Gray With Red Tip  TP220-003-1023
6 Ft. Gray With Red Tip  TP220-003-1024
6  ½ Ft. Gray With Red Tip  TP220-003-1025
7 Ft. Gray With Red Tip  TP220-003-1026
8 Ft. Gray With Red Tip  TP220-003-1027

1.33 Steel T-posts  

T-posts weigh 1.33 pounds per lineal foot • Made weather 
resistant with an industrial quality finish coat • 5 Ft. to 8 Ft. 
lengths • Made in the USA

5 Ft. Green With Gray Tip TP220-005-1002
5 ½ Ft. Green With Gray Tip TP220-005-1003
6 Ft. Green With Gray Tip TP220-005-1004
6 ½ Ft. Green With Gray Tip TP220-005-1005
7 Ft. Green With Gray Tip TP220-005-1006
8 Ft. Green With Gray Tip TP220-005-1007

5 Ft. Gray With Red Tip TP220-005-1022
5 ½ Ft. Gray With Red Tip TP220-005-1023
6 Ft. Gray With Red Tip TP220-005-1024
6 ½ Ft. Gray With Red Tip TP220-005-1025
7 Ft. Gray With Red Tip TP220-005-1026
8 Ft. Gray With Red Tip TP220-005-1027

1.25 Unpainted Steel T-posts 

T-posts weigh 1.25 pounds per lineal foot •  4 Ft. & 5 Ft. 
lengths • Posts are not painted and do not come with clips or 
spade •  Made in the USA 

4 Ft. Unpainted TP220-003-1041
5 Ft. Unpainted TP220-003-1042

1.33 Certified Steel T-posts 

T-posts weigh 1.33 pounds per lineal foot •  Meets ASTM 
A-702 certification • Made weather resistant with an 
industrial quality finish coat • 5 Ft. to 10 Ft. lengths • Made 
in the USA

5 Ft. Green With Gray Tip TP220-004-1002
5 ½ Ft. Green With Gray Tip TP220-004-1003
6 Ft. Green With Gray Tip TP220-004-1004
6 ½ Ft. Green With Gray Tip TP220-004-1005
7 Ft. Green With Gray Tip TP220-004-1006
8 Ft. Green With Gray Tip TP220-004-1007
10 Ft. All Green TP220-004-1008

 * Please call for galvanized T-posts *

T-post Pounders & Pullers

Medium t-post pounder has 1/2” diameter handles that are 
6” long • Heavy duty t-post pounder has 3/4” handles that 
are 24” long • T-post puller is 2’ tall with a 4’ cam action 
handle

T-post Pounder - 2” Medium TP220-008-1002
T-post Pounder - 2 ½” Heavy Duty TP220-008-1001
T-post Puller TP220-008-1011

STEEL T-POSTS

T-post Clips

T-post Clips are made in the USA of 10 gauge galvanized 
steel wire • Certified clips meet ASTM - A702 requirements  
and are made of 8 gauge galvanized steel wire • Master bag 
of clips contains 40 smaller bags of 25 for 1,000 clips total

T-post Clips - 1,000 Per Bag TP220-010-1001
T-post Clips - Certified TP220-010-1003
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WOOD POSTS | SNOW FENCE

CCA Wood Posts  

CCA treated wood posts are available in pointed or blunt • 
Other sizes available  for special order • Made in the USA 

3” x 6 ½’ CCA - Blunt TP220-007-1302
3” x 7’ CCA - Blunt TP220-007-1303
3 ½” x 6 ½’ CCA - Blunt TP220-007-1351
4” x 6 ½’ CCA - Blunt TP220-007-1401
4” x 7’ CCA - Blunt TP220-007-1402
4” x 8’ CCA - Blunt TP220-007-1403
4” x 10’ CCA - Blunt TP220-007-1404
5” x 8’ CCA - Blunt TP220-007-1503
5” x 10’ CCA - Blunt TP220-007-1504
5” x 12’ CCA - Blunt TP220-007-1505
6” x 8’ CCA - Blunt TP220-007-1603
6” x 10’ CCA - Blunt TP220-007-1604
7” x 8’ CCA - Blunt TP220-007-1702
7” x 9’ CCA - Blunt TP220-007-1703
8” x 8’ CCA - Blunt TP220-007-1801

3” x 6 ½’ CCA - Pointed TP220-007-5301
3” x 7’ CCA - Pointed TP220-007-5302
3 ½” x 6 ½’ CCA - Pointed TP220-007-5351
4” x 6 ½’ CCA - Pointed TP220-007-5401
4” x 7’ CCA - Pointed TP220-007-5402
4” x 8’ CCA - Pointed TP220-007-5403
5” x 7’ CCA - Pointed TP220-007-5502
5” x 8’ CCA - Pointed TP220-007-5503
6” x 8’ CCA - Pointed TP220-007-5601
7” x 8’ CCA - Pointed TP220-007-5603

CCA Wood Posts 

Snow Fence 

4 Ft. x 50 Ft. wood snow fence • 3/8” x 1 ½” x 48” wood 
slats woven together with five two wire strands of 13 
gauge galvanized wire • Stained with red iron oxide  • 
Made in the USA 

4 Ft. x 50 Ft. Snow Fence CM260-011-1050

Earth Anchors

Anchor for fences, gate posts, etc. • Painted orange • 
Made in the USA

No. S3 3” x 15” CN180-001-0005
No. 3 3” x 30” CN180-001-0007
No. 4 4” x 40” CN180-002-0007
No. 5 6” x 48” CN180-004-0004

Creosote Wood Posts 

Creosote Wood Posts  

Creosote treated wood posts are available in blunt • Other 
sizes available  for special order • Made in the USA 

3” x 6 ½’ Creosote TP220-007-3301
3 ½” x 6 ½’ Creosote TP220-007-3351
4” x 6 ½’ Creosote TP220-007-3401
4” x 8’ Creosote TP220-007-3403
4 ½” x 6 ½’ Creosote TP220-007-3471
5” x 8’ Creosote TP220-007-3503
6” x 8’ Creosote TP220-007-3601
7” x 8’ Creosote TP220-007-3701
8” x 8’ Creosote TP220-007-3801
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Corner Posts & Angle Braces

Powder coated green • Corner posts and angles used as end 
post or corner post • Nuts & bolts sold seperately  • Made in the 
USA

Corner Post - 7 Ft. 2 ½” x 2 ½” x ¼” TP220-009-1001
Angle Brace - 7 Ft. 2” x 2” x ¼” TP220-009-1002
Angle Clips 2” x 2” x ¼” TP220-009-1003
Nuts & Bolts TP220-009-1004

U-Brace

Powder coated green  • Provides support and proper placement 
between posts •  9 Ft. long • 60º or 90º options • Made in the 
USA

U-Brace 60° 9 Ft. TP220-001-1301
U-Brace 90° 9 Ft. TP220-001-1302

U-Posts

Powder coated green  • 14 gauge steel •  Welded anchor plate 
• Lugs & holes - 6” spacing • Made in the USA

3 Ft.  - U-Post Lite Duty  - 14 Ga. TP220-001-1001
4 Ft. - U-Post Lite Duty  - 14 Ga. TP220-001-1002
5 Ft. - U-Post Lite Duty  - 14 Ga. TP220-001-1003

Heavy Duty U-Posts  / Sign Posts 

Powder coated green  • 14 gauge steel • 2 Lbs. or 3 Lbs. per 
foot •  Welded anchor plate • Lugs & holes - 6” spacing • Made 
in the USA

6 Ft.  - U-Post 2 Lbs. / Ft. TP220-001-1101
7 Ft. - U-Post 2 Lbs. / Ft. TP220-001-1102
8 Ft. - U-Post 2 Lbs. / Ft. TP220-001-1103
9 Ft. - U-Post 2 Lbs. / Ft. TP220-001-1104
10 Ft. - U-Post 2 Lbs. / Ft. TP220-001-1105
12 Ft. - U-Post 2 Lbs. / Ft. TP220-001-1106

7 Ft.  - U-Post 3 Lbs. / Ft. TP220-001-1132
9 Ft. - U-Post 3 Lbs. / Ft. TP220-001-1134
10 Ft. - U-Post 3 Lbs. / Ft. TP220-001-1135

U-Post

Corner Post & Angle Brace

U-Brace

Delineator Posts

BR ACES | U-POSTS 

Deliniator Posts

1.12 Lbs. per foot • Ideal use for sign posts • Made from flat rolled 
steel • Powder coated green • 3 hole design is used for DOT jobs • 
Made in the USA

6 Ft. Holes throughout TP220-001-1201
6 Ft. 3 Hole Top & Bottom TP220-001-1251
7 Ft. Holes throughout TP220-001-1252
7 Ft. 3 Hole Top & Bottom TP220-001-1202
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STAPLES | FENCE STAYS

Bekaert Barbed Staples 

Double barbed staples are made of 8 gauge bezinal coated 
wire - 8 Lb. or 50 Lb. buckets •  Panel staples are made of 6 
gauge bezinal coated wire - 5 Lb. bucket • Made in the USA

2 ½” - Panel 6 Ga. 5 Lb. Bucket NL170-021-1110

1 ¼“ 8 Ga. 8 Lb. Bucket NL170-019-1205
1 ½“ 8 Ga.  8 Lb. Bucket NL170-019-1206
1 ¾“ 8 Ga. 8 Lb. Bucket NL170-019-1207
2” 8 Ga. 8 Lb. Bucket NL170-019-1208

1 ½“ 8 Ga. 50 Lb. Bucket NL170-019-1306
1 ¾“ 8 Ga. 50 Lb. Bucket NL170-019-1307
2” 8 Ga. 50 Lb. Bucket NL170-019-1308

Class 1 Fence Stays 

Class 1, DOT spec, galvanized fence stays • 9.5 
gauge • Made in the USA • Bundles of 100  

24” Class 1 CF240-005-1000
36” Class 1 CF240-005-1001
38” Class 1 CF240-005-1002
42” Class 1 CF240-005-1003
48” Class 1 CF240-005-1004

Commercial Fence Stays 

Commercial galvanized fence stays • 10 gauge • 
Made in Mexico • Bundles of 100

36” Commercial WI250-006-1000
42” Commercial WI250-006-1000
48” Commercial WI250-006-1002

HW Brand Barbed Staples 

Barbed staples are available with brite or galvanized finishes 
•  8 Lb. buckets or 50 Lb. buckets • Six 8 Lb. buckets per 
carton • 9 gauge • Double barbed •  Made in the USA

1 ¼“ Brite 8 Lb. Bucket NL170-019-1215
1 ½“ Brite 8 Lb. Bucket NL170-019-1216
1 ¾“ Brite 8 Lb. Bucket NL170-019-1217
2” Brite 8 Lb. Bucket NL170-019-1218

1 ¼“ Brite 50 Lb. Bucket NL170-019-1315
1 ½“ Brite 50 Lb. Bucket NL170-019-1316
1 ¾“ Brite 50 Lb. Bucket NL170-019-1317
2” Brite 50 Lb. Bucket NL170-019-1318

1 ¼“ Galvanized 8 Lb. Bucket NL170-019-1225
1 ½“ Galvanized 8 Lb. Bucket NL170-019-1226
1 ¾“ Galvanized 8 Lb. Bucket NL170-019-1227
2” Galvanized 8 Lb. Bucket NL170-019-1228

1 ¼“ Galvanized 50 Lb. Bucket NL170-019-1325
1 ½“ Galvanized 50 Lb. Bucket NL170-019-1326
1 ¾“ Galvanized 50 Lb. Bucket NL170-019-1327
2” Galvanized 50 Lb. Bucket NL170-019-1328
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NAILS | REBAR 

Smooth Spikes  

Flat head and diamond point • 50 
Lb. carton • Made in the USA

7 x 5/16” NL170-005-1007
8 x 5/16” NL170-005-1008
10 x 5/16” NL170-005-1102
12 x 5/16” NL170-005-1012

 
8 x 3/8” NL170-005-1018
10 x 3/8” NL170-005-1020
12 x 3/8” NL170-005-1022

Bright Common Nails  

Flat head and diamond point • 50 
Lb. carton • Made in the USA

30D NL170-002-1030
40D NL170-002-1040
50D NL170-002-1050
60D NL170-002-1060

Ring Spikes  

Flat head and diamond point • 50 
Lb. carton • Made in the USA

7 x 5/16” NL170-009-1007
8 x 5/16” NL170-009-1008

10 x 3/8” NL170-009-1010
12 x 3/8” NL170-009-1012

Ring Common Nails  

Flat head and diamond point • 50 
Lb. carton • Made in the USA

20D NL170-006-1020
30D NL170-006-1030
40D NL170-006-1040
50D NL170-006-1050
60D NL170-006-1006

Pole Barn Nails 

Countersunk head and diamond 
point • Quench hardened • 50 Lb. 
carton • Made in the USA

20D NL170-008-1220
30D NL170-008-1230
40D NL170-008-1240
50D NL170-008-1250
60D NL170-008-1260
70D NL170-008-1270
80D NL170-008-120

Rebar 

Variety of sizes #3, #4, and #5 • Grade 40 or grade 60 • Sold 
in one ton bundles • Remesh comes in 5 Ft. x 150 Ft. rolls • 
Import or domestic please inquire

#3 3/8” x 20’ Import CN180-001-0001
#3 3/8” x 20’  Domestic CN180-020-1001
#4 1/2” x 20’ Import CN180-002-0001
#4 1/2” x 20’ Domestic CN180-020-2001
#5 5/8” x 20’ Import CN180-003-0001
#5 5/8” x 20’ Domestic CN180-020-3001

6x6 10/10 Remesh Domestic CN180-005-0001

Rebar Post  

Posts have variety of uses •  4 Ft. tall  • ½” diameter 

½” x 48” Rebar Post CN180-002-0003
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