
1. GENERAL 

This statement refers to the tent for general services in the 
countryside 5.50 x 5.50 arranged for heating with central 
hole flue outlet system.

The tent (Fig. 1) has a square base of m. 5.50 from the 
side, the inclined walls and tapered high. 2.00m to the 
eaves line and the roof with four slopes, with the peak at  
3.00m approximately from the ground.

And ‘it supported at the sides by 10 poles and at the 
peak by a “spider structure” (composed of 4 rods 
which are pivoted to a central ring body) which rests 
on the 4 corner posts.

Said support armature, light alloy, is articulated so as 
to facilitate the mounting and avoid deformation and 
breakage in case of gusts of wind or other accidental 
stresses.

The tent is provided by two ports located at the center of 
two opposite walls and four windows formed in the other 
two walls.

The closing sheets in the doors are retractable to veranda 
with the use of two poles each.

In the vicinity of the ridge of the roof it is arranged two 
ventilation openings.

The floor of the tent (basin) is made with a coated synthetic 
fabric sheet in P.V.C.

The perimeter poles are not fixed in the ground, but only 
resting on the sheet to the ground, to which the complex 
is kept in the sixth from eighteen to rope anchors slots 
distributed along the bottom edge of the curtain and 
from fourteen Tensioners internally to the sheet fixed 
rope, in correspondence of the passage holes of the tips 
of the poles (including those of the verandas support). 
Anchorages and tensioners are insured in pickets around 
the perimeter of the tent.

The tent can be heated with the use of a multi-fuel stove 
installed at the center of the curtain (vds special education).

With the heating system is to be applied inside the tent, an 
insulation sheet (vds. Annex).
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2. DESCRIPTION

2.1. The tent consists of the following elements:

-  An external sheet

-  A metal support 

-  Two to earth sheets

-  A connecting sheet

-  Accessories for mounting and anchoring 

-  Carrying accessories

2.2. EXTERNAL CANVAS COVER

this is a single piece, formed by the union of four parts 
of equal geometrical figure, made of waterproof and fire 
retardant hemp fabric, khaki-colored oil. He said parts are 
then equal two by two, as it is with a pair of door opening 
and the other with windows.

Each part is formed by a triangular element (pitch of the 
roof) and a trapezoidal element (side wall).

Along the lines of union and along those of higher stress, 
they are sewn reinforcements.

On the ridge of the roof, at the point of union of the vertices 
of the flaps, it is practiced a circular opening whose edge is 
reinforced by a layer of fabric, folded on a ring in stainless 
steel rod and sewed inside.

In the vicinity of the hole it is applied on each of the interior 
edges of the curtain a tape for the fixing to the armor rods. 
The ridge of the roof is protected, where the curtain is used 
without heating, by a square Headphone fabric provided on 
each vertex of a lanyard which allows to stop on rings fixed 
on the four corners of the roof.

On the median line of each of the two flaps corresponding 
to walls with windows, an opening is triangular ventilation. 
Externally, each opening is protected ni a triangular fabric 
headset whose free edge (mouth) is reinforced with a 
synthetic resin rod that has the function of maintaining the 
arcuate mouth of the headset. The latter then, it is held in 
the right position by a tape sewn, on the one hand on the 
center of the mouth and on the other on the roof cloth.

On the line of eaves reinforcements (base of the flaps) are 
sewn ten o’clock gaskets made of rubberized fabric with 
central hole for the passage of the tips of the perimeter 
poles, distributed as follows:

-  4 x for each vertex

-  4 x two wall, in correspondence of the door jambs 

-  2 x the second one in the center of each wall with 
windows.

On the inner face of the curtain, the above gaskets claim 
inchiappatura with a steel ring with rope and wooden tie rod 
tensioner.

Along the lower edge of the sheet, internally and in 
correspondence with vertical reinforcements and door 

jambs, 18 are fixed to the rope eyelets with steel ring to “8”.

All along the bottom perimeter of the tent, including ports, 
they are applied:

-  Externally, a flap on the ground in the synthetic fiber 
fabric plasticized and fireproofed that normally rests on 
the ground, but can be lifted and stopped on the walls 
(equipped with a “toggles” of wood) with n. 32 cords of 
slots arranged on the brink free cloth;

-  Internally, a Faldini the same fabric of the flap to the 
ground, on which are fixed n. 60 aluminum eyelets for 
fastening the external cloth (basin).

With the opening of door walls are provided with a closing 
cloth (sheet veranda) with the lower edge provided with the 
sheath for the passage of the porch rod.

Along the two lateral sides of the porch cloth are sewn 9 
of lanyard slots and a garter stitch, corresponding to 10 of 
aluminum eyelets fixed along the underlying posts of the 
door. On each of the two free corners of the said sheet is 
fixed to a tape inchiappatura that supports a steel ring with 
guy rope and wooden tensioner: inchiappatura is applied at 
the center of a rubberized fabric gasket with a central hole 
for the passage of the tip of the pole porch support.

At the center of the veranda cloth is sewn transversely a 
strip of fabric which supports at the two ends of a steel ring 
with rope and tie rod tensioner.

The other two walls each have two rectangular windows 
closable from the outside of the fabric with limpets. The 
windows are fitted with removable sheets of synthetic 
material, self-extinguishing. On top of each window is sewn 
externally an arcuate gutter constituted by a sheathed rope.



2.3. ARMOR OF SUPPORT

It ‘made of anodized light alloy, color khaki and olive 
consisting of:

-  15 x tubular posts (10 perimeter, 4 of the veranda and 
1 spare) with the upper end tapering to the tip and the 
bottom closed with a synthetic material cap. Below the 
tapering is welded a ring with a rectangular mesh for 
fastening the insulation sheet;

-  1 x the supporting structure of the roof ridge formed by 
rods 4 and a central body ring.

 The rods consist of two tubular semi-bars, between their 
Pluggable, it is incernierano with the upper ends of the 
central body (provided with four fins arranged at 90° to 
each other) by means of a support with two ears in light 
alloy and steel bolt; with the lower end are grafted to the 
corner posts by means of a light alloy fork between the 
arms of which is hinged to a sleeve;

-  2 x tubular rods veranda with two eyelets at the steel 
rod.

2.4. GROUND COVERS

The ground sheets, made of polyester fiber woven plastic, 
are two (tent floor and the hall of union of two tents among 
them):

-  The ground cloth to the floor of the tent is of square 
shape whose sides are raised to “bowl” to about 20 cm. 
Along the edge of each side 14 are applied to a lanyard 
eyelets and lacing (to the side of the center).

 In correspondence of the perimeter poles 10 are 
applied, on both faces of the fabric, two square 
reinforcements. In the vicinity of each of the 4 vertices 
of the cloth, the side resting on the ground, is applied a 
tape with metal ring embodying a lanyard for fastening 
the fabric to the ground at a corner of the tent pegs.

-  The ground cloth for the merge floor of the corridor of 
two curtains between them is of rectangular shape.

 In correspondence of each of the 4 corners they are 
applied on both faces of the fabric, two reinforcements.

 Two ribbon belts with metal buckle, allow the transport 
of the two sheets folded one inside the other.

2.5. COVER CONNECTION

Made of the same fabric of the outer sheet, in the form of 
an isosceles trapezium with reinforcements on the edges.

Along each of the oblique sides are applied 9 lanyard holes 
and a matching thong to the eyelets of the door jambs.

On the upper edge of the cloth (greater base) 20 of 
aluminum are applied in correspondence of the lanyard 
eyelet buttonhole sewn on the veranda sheets.

On the lower edge of the cloth it is sewn the hem on the 
ground.

2.6. ACCESSORIES FOR ASSEMBLY AND ANCHORING

They consist of:

-  1 x tracking tape

-  4 x tracking needles in steel rod painted in black

-  26 pegs (4 large and 22 small) steel profile with a cross 
section, painted black

-  1 picket burglary in steel profile painted in black square

-  1 kg steel bat. 2 kg

2.7. ACCESSORIES FOR TRANSPORT

They consist of two enclosures (Bag 1 and Bag 2) in hemp 
fabric waterproof khaki olive.

3. PACK DETAILS

Sack  
number

Packaging 
type

Content Weight 
kg

1 Hemp 
Bag (with 
a pocket 
containing 
the 
assembly 
instructions)

1 flysheet

1 sheet for 4 window 
connecting plates

90

2 Hemp Bag 1 full armor

1 main building and ring 
(reserve)  
1 perimeter pole 
(reserve)

1 canvas bag 
containing:

- 26 pickets

- 1 tracking tape

- 4 tracking needles

- 1 picket burglary

- 1 bat

72

3 Strapped 1 sheet on the ground 
floor curtain

1 sheet on the ground 
floor corridor

32



4. ASSEMBLY

Carried out ideally by four men. 
This avoids causing stress to 
the articulated apex joints.
4.1. EXTERNAL CANVAS

-  Chosen suitable ground, which must be an 
approximately square m. 5.50 x 5.50 it is flattened as 
much as possible.

-  They take off from the neck hemp bag n. 2 the four 
tracking needles and the tracking of tape, which is 
composed of a raw tape forming a square m. 5,40 
x 5,40 of the side (on the sides are printed in black 
“window side” and “door side”) and a yellow ribbon of m. 
7.63 which is the diagonal.

-  Starting from a point of land planned as one of the four 
corners of the tent, a man fixed on the ground the head 
of the crude tape passing a tracking needle through the 
appropriate ring that is applied; another man held him 
walking along the planned outline of the tent, while other 
men stare in gradually, with needles, the other 3 corners 
indicated by rings at the tape. We tend the diagonal 
(yellow ribbon) and operating small displacements of 
vertices, is from the basic shape of the square then 
securing definitely needles. Make sure that the wall 
where you want to have the day opening the door are in 
the right direction (Fig. 2).

 It is removed from the neck hemp bag n. 2 the big 
and small steel pegs and the bat; It plants the pickets 
with the bat in the sequence indicated below (Fig. 2). 
They take 4 big pickets and pierce in 4 tape summits 
same, you pierce 14 small pegs. In planting the pegs 
to operate so that the driving occurs on the Quad line 
with a slight inclination towards the outside. Planted the 
tracer tape pickets is folded, the burglary spike is used 
when there is a certain difficulty to knock the staples.

 It takes away from the n neck. 1 the curtain cloth and 
widens on the ground with the back against the ground 
so that the corners of the base of the sheet come to 
coincide with the vertices of the square formed by the 
pegs on the ground. Make sure that the window side, 
on which is located the ventilator corresponds with the 
number of pickets “window side”.

-  They connect to the ends of the pegs of tension ropes 
and subsequently the strings of attacks perimeter of the 
base of the sheet.

-  They carry within the tent, lifting the sheet, the perimeter 
poles 10 by inserting the same into the holes along the 
gutter line and arranging them slightly inclined with the 
base facing the center of the tent.

-  It carries the support armature (ring and semi-bars 4) 
inside the tent, threading the hole of the cover sheet in 
the ring of the armature and pushes upward the same 
reinforcement so as to form a tripod (Fig. 3)

-  It fastens the cloth to 4 semi-bars using the restraints 
placed near the ridge.

-  Two men lift the stand, grabbing two semi-bars 
diametrically opposite, to give way to a third man to 
thread the remaining four semi-bars.

 Subsequently a man raises one of the rods 4 by rotating 
it upwards and checks that it is at the respective corner 
post (it is important that this correspondence is realized, 
for which never act directly on the rod, but with proper 
rotation of the gantry, made by men who are at the 
center of the tent); the fourth man said pole slips off 
from the hole of the sheet, rod gets into the boat and 
after rinfilato sheet in the door in a vertical position 
(Fig. 4). It then proceeds to similar transactions with the 
remaining three rods in succession.

-  It regulates the voltage of the perimeter ropes with 
special tensioners. To do this it is advisable to tilt their 
stakes slightly, hold the strings and return the same 
poles upright.

-  Wanting to raise his porch, he slips into the sheath 
which is located along the bottom edge of the curtain-
door to the veranda bar (the one having the ends two 
eyelets); lifting the cloth via two poles (taking care to 
insert the tip of the rod eyelet stakes and then into 
the hole) and connect its power cord, in an oblique 
direction, two small pegs. In case of rain, to avoid that 
the veranda curtain of water to form the bag, connect, 
with moderate tension, the two rope tie rods that are 
located half veranda, two pegs.

4.2. Sheet ON THE GROUND FLOOR FOR CURTAIN

-  It stretches the cloth inside the tent, such as a carpet, 
taking care that the parts marked “window side” and 
“door side” correspond to the respective sides of the 
curtain and the retaining cords are from the side of the 
ground.

-  One at a time they get up (bending inward) the outer 
poles and stretched as the cloth under them, yes 
riappoggiano on the sheet at the reinforcements.

-  They fix the retaining cords of the curtain, the corner 
pegs.

-  To obtain the shaping of the sheet corners, must be 
threaded into the two eyelets applied in correspondence 
with each corner, the first slot of one of the 2 sides then 
inserting it in the first eyelet of the Faldini applied to the 
external cloth (Fig. 6).

-  Continue the lacing of the slots, located on the 
perimeter of the cloth, the eyelets of Faldini, the rainfly. 
The lacing sailor will be made starting from the corner of 
each wall; fixing is at the center of the walls themselves.



4.3. COVER CONNECTION

-  For the connection of two tents should be provided that 
during assembly the two squares formed by the tracking 
tapes have two perfectly parallel with port walls and 
away from each other mt. 2.50 (Fig.5).

-  Mount the two tents, they get up the curtains-veranda 
of the two opposing doors after threading the bottom 
sheath of one of them the rod veranda.

-  Making use of only two posts are held lifted the sheets, 
inserting the tip of each pole, the first rod into the eyelet 
veranda then in the eyes of the sheets themselves.

-  Measures are taken to fasten the rope slots, applied to 
the raised veranda sheets, the eyelets of the edge of 
the connecting sheets. The operation will be done from 
inside the corridor.

 -  Always from within, are tied the rope loops of the 
oblique sides of the eyelets of the jambs of the doors of 
the tents.

-  It provides for applying voltage to the connection sheets 
tying the inchiappatura the central reinforcement to a 
stake placed in the right position.

5. REMOVAL

To dismantle the tent proceed inversely.

6. STORAGE

All the elements that make up the tent, before being placed 
in their cases, should be thoroughly cleaned; the sheets 
must be vigorously brushed and, if wet, kept in the sun 
for a few hours so they dry completely. If cleaning of the 
parties can not take the place of employment, it must do it 
as soon as possible.
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      Fig. 1 – TENDA PER SERVIZI GENERALI IN CAMPAGNA 

Lembo a terra sollevato per consentire una migliore aerazione durante le ore calde. (Per ridurre le infiltrazioni d’aria in caso di 
freddo e vento, il lembo a terra va interrato). 

The outer fabric should be carefully folded, with the right to 
the outside, so as to make it assume the parallelepipedal 
shape of the housing. The ground sheets must be folded 
handkerchief placing the small inside the large and so as 
to form a parallelepiped which is associated with the two 
belts.

Before folding the tent is necessary to proceed to a 
careful revision, to ensure that everything is in order and 
in its place, that is a guarantee of efficiency and rapid 
deployment. The tent packages are to be stored in a dry 
place, off the ground.

Fig. 1 - TENT FOR GENERAL IN CAMPAIGN

Lembo ground raised to allow better ventilation during the hot hours. (To reduce air 
infiltration in case of cold and wind, the flap to the land goes underground).
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picchetti piccoli (cm. 40) 
per perimetro 

picchetto grande (cm. 50) 
per angolo 

giallo 

ago di tracciamento 

Fig. 2 – SCHEMA DI TRACCIAMENTO CON NASTRI, AGHI E PICCHETTI 

small stakes (cm. 40) to the perimeter

tracking in August

VERANDA SIDE

picket big (cm. 50) per corner

yellow

SIDE WINDOW

Fig. 2 - TRACKING SCHEME WITH TAPES, NEEDLES AND STAKES
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SCHEMA MONTAGGIO ARMATURA DI SOSTEGNO 

Telo esterno 

Palo d’angolo Semiasta 

Asta 

flysheet

Corner post

Rod
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Fig. 6 – TELO A TERRA PAVIMENTO TENDA 

(particolare sagomatura angolo) 

Asola di cordino da infilare nel primo 
occhiello della aldina applicata al telo 
esterno 

Cordino da fissare al picchetto 
d’angolo 

Asola lanyard to thread the eye of the 
first Aldine applied to the outer skin

Lanyard that attaches to the 
picket Corner



Appendix

COVER INSIDE INSULATION

1. DESCRIPTION

1.1. The sheet is packaged in a single piece, with 
waterproof and fire retardant cotton fabric khaki color 
olive and has appropriate shape and size to those 
of the outer sheet of the tent. In the vicinity of the 
circular opening formed on the ridge of the roof, in 
correspondence of the four edges of the cloth, they are 
applied on the outer side 4 fastenings for fixing to the 
armor rods.

 The four edges of the walls can be opened and closed 
by means of press studs for connection to the 4 corner 
posts.

II sheet presents:

-  2 door openings, in correspondence with those of the 
outer sheet, each closable with 2 doors fitted in the top 
edge of sliding metal rings on a telescopic rod in light 
alloy. The door leaves are closed with a system of slots 
to olivette of wood, 4 internally and externally 4 to each 
port.

  At the center of each compartment door is applied, on 
the eaves line, a tape for connecting auction.

-  4 openings in correspondence of windows than the 
external cloth, closable with fabric limpets.

 -  2 triangular openings, aeration, in the vicinity of the 
ridge closable with flaps of fabric operable from inside 
by means of two lines that run through aluminum 
eyelets.

  Along the line of the eaves are drilled 10 holes in 
correspondence of the perimeter poles. The connection 
of the fabric to the corner posts is also done with 4 
pieces of tape belts.

 The cover is connected at the bottom, to the metal 
rings of the external cloth and to the gate poles, with 
fastenings 24, 20 of which are sewn on the outer fate 
and 4 on the inside in correspondence of the said poles.

1.2. The telescopic rods, in the number of 2, each 
consist of two tubular elements in light alloy inserted 
telescopically into one another. Each rod has one end 
provided with the steel rod hook.

1.3. The housing for sheet and rods is of parallel piped 
shape and is made of hemp fabric waterproofed khaki-
colored oil.

2. ASSEMBLY

-  Carried on the inner tent inside the tent.

 Ensured that the window sides correspond to the sides 
of the external cloth window, fastens the height of the 
sheet to the armor rods, in the vicinity of the central ring 
body, by means of the ties located in the vicinity of the 
hole.

-  One at a time they parade the posts from the outer skin 
holes and reinfilano immediately after realizing the first 
loop of the inner tent.

-  They slip rings of the sliding door on the telescopic rods 
and using the hooks at the ends apply to rectangular 
meshes attached to the base of the tapering of the goal 
posts.

-  This completes the installation of the inner tent tying the 
laces, which are located along the perimeter in cm. 50 
from the floor, the seat rings on the outer skin.

-  In the event that the assembly of the inner tent 
to happen simultaneously with the outer skin, the 
operation of which the first line is carried first to raise 
the armor. We proceed to the assembly of the external 
cloth and continue with the installation of the inner tent.

3. REMOVAL

II inner tent is disassembled in the reverse order to the 
assembly. The folding is to be performed, to clean and 
dry cloth, so as to form a parallelepiped having the same 
dimensions of the housing that it must contain.




