












PLYWOOD PLYWOOD FLEXIBLE

PRODUCT

QUANTITY OF PLIES

FACE BACK CORE INTERMEDIATE

5,2 milimeters 1 1 1 0

9 milimeters 1 1 2 1

12 milimeters 1 1 3 2

15 milimeters 1 1 3 2

18 milimeters 1 1 4 3

20 milimeters 1 1 4 3

PRODUCT

QUANTITY OF PLIES

FACE BACK CORE

5,2 milimeters 1 1 1

6 milimeters 1 1 1

8 milimeters 1 1 1

PRODUCT

PLIES THICKNESS (mm)

FACE BACK CORE

5,2 milimeters 2,7 2,7 0,8

6 milimeters 32 3,2 0,8

8 milimeters 4,2 4,2 0,8

PRODUCT

PLIES THICKNESS (mm)

FACE BACK CORE INTERMEDIATE

5,2 milimeters 1,5 1,5 2,7

9 milimeters 1,5 1,5 2,5 1,5

12 milimeters 1,5 1,5 2,5 1,5

15 milimeters 1,5 1,5 2,5 3,0

18 milimeters 1,5 1,5 2,5 1,5 3

20 milimeters 1,5 1,5 2,5 3

1 2



THICKNESS TOLERANCE

Each product group has a tolerable thickness variation.

PRODUCT CLASS

THICKNESS TOLERANCE

BB/CC calibrated +/- 0.2 milimeters +/- 0.3

BB/CC semi calibrated +/- 0.5 milimeters +/- 0.5

Plataform +/- 0.2 milimeters +/- 0.3

Flexible +/- 0.2 milimeters +/- 0.3
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GLUE / RESIN

PANEL THICKNESS
(mm)

GRAMMAGE
 (g/cm2)

PRESS TIME 
(minute)

5,2 290 8:00

9 310 12:00

12 310 15:00

15 330 18:00

18 330 21:00

20 340 23:00

FLEXIBLE 
THICKNESS

(mm)

GRAMMAGE
 (g/cm2)

PRESS TIME 
(minute)

5,2 0196 9:00

6 0196 10:00

8 0196 12:00

Lano da Amazônia uses only 
plywood certified by  the 
CARB/ATCM standard, 
phenolic glue agrees with 
NBR 14.725-4  standards.

Resin weight and press time 
agree with certified standards.

Press Temperature: > 100 °c



OTHER TECHNICAL information
PANEL

Source: Tecpar

Source: Tecpar

FLEXIBLE

THICKNESS
(mm)

SPECIFIC APPARENT MASS g/cm ³                                                    
NBR - 9485:2011  

(MEAN VALUE)

DETERMINATION OF BENDING  RESISTANCE 
(MEAN VALUE) NBR - 9533:2012 

MODULUS OF 
ELASTICITY MPa

BENDING STRENGHT 
MPa

5,2 0,41 6574 52

9 0,52 5970 48

12 0,45 5082 37

15 0,49 5348 42

18 0,48 4489 34

20 0,41 3527 26

THICKNESS
(mm)

SPECIFIC APPARENT MASS g/cm ³                                                                                                       
EN- 323:1993  
(MEAN VALUE)

DETERMINATION OF BENDING  RESISTANCE 
(MEAN VALUE) SHORT GRAIN EN 310 -2 :1993 

DETERMINATION OF BENDING  RESISTANCE 
(MEAN VALUE)  LONG GRAIN EN 310 -2 :1993

MODULUS OF 
ELASTICITY MPa

BENDING STRENGHT 
MPa

MODULUS OF 
ELASTICITY MPa

BENDING STRENGHT 
MPa

5 0,43 176 5,71 120 4,50

5,2 0,45 156 5,55 96 3,66

8 0,39 82 3,5 70 3,66




