Stick template to door, aligning fold correctly on door edge.

**A. PACKAGE CONTENTS**
- Door Knob
- Inside Knob Cover
- Wrisg Box
- Emergency power
- Strike Plate
- Wood screws
- Cover Plate Screws

**B. INSTALLATION INSTRUCTIONS**

1. **Mark Door**
   - Using template mark fold in both sides of door on desired location of latch. Mark fold to be on edge of door. (Fig 1)
   - Mark hole to be drilled in desired location (Fig 2)

2. **Drill Holes**
   - Mark hole to fit desired location of latch. (Fig 3)
   - Drill hole at desired location. (Fig 4)

3. **Install Latch**
   - Insert latch into door and mark the hole for the desired location of latch. (Fig 5)
   - Drill hole at desired location. (Fig 6)

4. **Install Strike**
   - Drill hole at desired location of latch. (Fig 7)
   - Drill hole at desired location of latch. (Fig 8)

**C. FEATURES**
- Waterproof lock protecting electronic components
- Brass levers for use in both light and heavy use
- Easy assembly with adjustable handles
- 3-way to install instructions included
- 12VDC indicators for easy entry
- Long battery life and battery consumption
- Low battery warning and emergency power
- 5000 chip codes indicating master code, second manage code, user code

**D. ACCESS CODE INSTRUCTIONS**
- The YL6 electronic lock is capable of holding up to 18 access codes.
- The user can manage the code of any number and combination of codes within a maximum of 10 digits and 16 characters.
- Only the master code can be the first digit and only two of the secondary code can be the second digit.
- Two master codes begin with 'O'

**E. MASTER CODE**
- The master code is the most important code in the series as it is needed to program all other codes and the secondary code.
- A user code is set to a minimum of 10 digits and a minimum of 16 characters.
- The master code can be the first digit and the secondary code can be the second digit.
- The manufacturer code is 11072.
- Enter master code of 11072 and press 'Y' key on keypad. The lock will sound and the green indicator will light up. The lock can be unlocked within 4 seconds after clearing the lock.
- The lock will return to the locked position after 4 seconds after the last key.
- Master Code (MC) Second Master Code (SMC) User Code (UC)

**F. CHANGE MASTER CODE**
- Enter the current master code and press 'Y' key.
- Enter the new master code and press 'Y' key.
- Enter the new master code and press 'Y' key.

**G. RESET MASTER CODE**
- The master button is found in the interior battery pack. It should be used when the master code is to be forgotten. Please hold the master button for 4 seconds until it beeps and is heard.

**H. CREATE SECOND MANAGE CODE AND USER CODES**
- Enter the current master code and press 'Y' key.
- Enter the new master code and press 'Y' key.
- Enter the new master code and press 'Y' key.

**J. CHANGE CODES**
- Change second manage code or user code.
- Enter the current master code and press 'Y' key.
- Enter the new master code and press 'Y' key.
- Enter the new master code and press 'Y' key.

**K. SET PASSAGE MODE (ONE DIGIT ACCESS)**
- Enter the master code or second manage code and press 'Y' key.
- Enter the new master code or second manage code and press 'Y' key.
- Enter the new master code or second manage code and press 'Y' key.

**L. SET MUTE MODE**
- Press 'M' key for 5 seconds and the buzzer will be set to mute mode.
- Press 'M' key for 5 seconds and the buzzer will be set to mute mode.
- Press 'M' key for 5 seconds and the buzzer will be set to mute mode.

**N. TROUBLE SHOOTING**
- Check whether the power is turned on.
- Check whether the AC power is connected.
- Check whether the pin and pin of the battery are inserted.
- Check whether the lock is set to turn on or off.
- Check whether the lock is turned on or off.
- Check whether the lock is turned on or off.

**M. BATTERY INFORMATION**
- The lock requires 4 AA alkaline batteries which are housed in the main case and are not replaceable. The battery is a low voltage indicator when the battery is low and the red light will be illuminated. The lock will beep 2 seconds before the battery is low.
- The lock will beep 2 seconds before the battery is low.
- Ensure the batteries are changed regularly.

**O. WARRANTY**
- Thank you for purchasing our product from our Singapore store.
- The warranty period is 3 years from the date of purchase.
- The manufacturer will not be liable for any damage or loss caused by the use of this product.

**LOCK COMPONENTS**
- Door Lock
- Inside Knob Cover
- Wrisg Box
- Emergency power
- Strike Plate
- Wood screws
- Cover Plate Screws

**FIG. 6a**
- Stick template to door, aligning fold correctly on door edge.

**FIG. 1**
- Mark door
- Drill holes
- Install latch
- Install strike

**FIG. 2**
- Mark hole
- Drill hole
- Install latch
- Install strike

**FIG. 3**
- Mark hole
- Drill hole
- Install latch
- Install strike

**FIG. 4**
- Mark hole
- Drill hole
- Install latch
- Install strike

**FIG. 5**
- Mark hole
- Drill hole
- Install latch
- Install strike

**FIG. 6**
- Mark hole
- Drill hole
- Install latch
- Install strike

**FIG. 7**
- Mark hole
- Drill hole
- Install latch
- Install strike

**FIG. 8**
- Mark hole
- Drill hole
- Install latch
- Install strike