
Color changing linear

When designing a linear, we always want our customers to 
have flexibility at their fingertips. This has become a reality 
with our CCT linear, as the toggle switch gives you the ability 
to choose between three color temperatures.

dry color temperature switch*

30°
swivel/directional

*Model 9009CC available with three selectable CCTs

2700K, 3000K, 4000K
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Model Size Watts Delivered lumens LED lumens CRI Color °T Voltage

9009CC-WH 9" 3 W 200 lm 280 lm 90 2700 K/ 3000 K/ 4000 K 120 V

9012CC-WH 12" 5 W 335 lm 450 lm 90
2700 K/ 3000 K/ 3500 K/ 
4000 K/ 5000 K

120 V

9018CC-WH 18" 8 W 560 lm 770 lm 90
2700 K/ 3000 K/ 3500 K/ 
4000 K/ 5000 K

120 V

9024CC-WH 24" 12 W 850 lm 1100 lm 90
2700 K/ 3000 K/ 3500 K/ 
4000 K/ 5000 K

120 V

9030CC-WH 30" 16 W 1115 lm 1600 lm 90
2700 K/ 3000 K/ 3500 K/ 
4000 K/ 5000 K

120 V

Specifications

Adjustable light source

Switch-selectable CCT

120 V direct connection or plug-in

Dimmable with regular low-voltage 
electronic dimmers

Over 50,000 hours of service life

Interconnectable

Very low profile

Robust construction

Refer to website for dimmer compatibility

5-year warranty

Note 
Other Color °T and Finishes available, but 
may require MOQ’s and longer lead times. 
Please contact your DALS representative 
for more information.

Finish

 WH White

Accessories

9000-ACCE24 
24" extension cord

9000-ACCE72 
72" extension cord

Order example

9012CC-WH
12” undercabinet swivel hardwire linear 
with 335 lumens at 2700K/ 3000K/ 3500K/ 
4000K/ 5000K in a white finish

9024CC-WH 9030CC-WH

1.5"
1.5"

3.875"
3.875"24"

30"

1.5"

3.875"12"

1.5"

3.875"18"

9018CC-WH9012CC-WH9009CC-WH

1.5"

3.875"9"
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