OFFICE WITH THE HARMONY OF WORKING SPACE AND BRIEF MEETING SPACE

INSPACE




INSPACE

WIRE MANAGEMENT SYSTEM

not only boasts slim design, enlivening color and economic

feasibility, but also adopts an open wiring system that encompasses high-
capacity wiring and makes it easy to care.

WIRING OF BELT LINE

Wire clip is attached in the middle of
frame, so users can arrange the wires
without twist of lines.

BELT TILE HINGE

Developed by €- PLANMAX's own technique,
spring hinge applied to belt tile opens
and closes smoothly and makes allocat-
ing easy when fully opened.

BELT TILE

The main reason that e-PLANMAX is
distinguished from other products is
allocating system. It is designed by
open-style allocating way, not frame-
penetrating method. This method
helps users control the allocation and
the e-PLANMAX embeds a large
amount of wires. Thus, this provides a
perfect working-environment for each
users in the office.

FINISH RUBBER

Rubber is attached to the bottom of belt

tile, making the line drawn out easily.

STRUCTURE & FEATURE

! FRAME CONNECTOR TILE CLIP STABILIZER

| Using connector, unigue combination is made. ) Clip makes panel’s attaching and Slim stabilizer, minimizing hooking
The connector made of high impact plastic mould enables system-construction detaching easy. foot.

1 ‘ without any tools fast.

WIRING OF BASE LINE
& Wire housing enables large amount of
| allocation.




INSPACE

SIDE PANEL

Composed of polycarbonate, the side panel blocks the unwanted viewers from
outside and adds an elegant look to your office.
You can also adjust the angle to place it wherever you want.

INFORMATION DESK

INFORMATION DESK COUNTER TOP

ACCESSORY

HANGING SHELF

TILE

FABRIC TILE SOUND ABSORBING TILE

As the tile is made of iron plate and As the sound-absorbing tile is built-

covered with fabric, it can be used as a  in within the iron plate structure and is

memo board using a magnet. covered with fabric, sound absorption
ability is very excellent.

MARKER BOARD TILE ACCESSORY GRILL TILE
The tile can be used as a marker- Any other accessories can be anged
board. on the rail-style groove.

HANGING SUPPORT SHELF

The tile can be applied to the space in
which users' privacy is secured and
openness is required as well.

GLASS TILE SCREEN GLASS TILE

As it is made of Silk Screen, the tile can
be used more suitably than glass-tile
when privacy is more required.

WOOD-PATTERN SHEET TILE

The tile is covered with wood-pattern

sheet whose surface intensity isexcellent
and thus it is suitable for noble space.



RUNNING ITEM

POST SIDE FINISHED COVER / GAP FINISHED COVER

L TYPE POST TTYPE POST XTYPE POST SIDE FINISHED COVER GAP FINISHED COVER
KP-10L 944 KP-10T 944 KP-10X 834 KE-10 944 KE-02D 200
KP-12L 1144 KP-12T 1144 KP-12X 1034 KE-12 1144 KE-04D 400
KP-14L 1344 KP-14T 1344 KP-14X 1234 KE-14 1344 KE-06D 600
KP-16L 1544 KP-16T 1544 KP-16X 1434 KE-16 1544 KE-08D 800
KP-18L 1744 KP-18T 1744 KP-18X 1634 KE-18 1744

SIDE PANEL / SIDE PANEL POST RECEPTACLE

SIDE PANEL LTYPE POST T/XTYPE POST RECEPTACLE+PLUG IN CODE(1.5m)
KSA-0812  800Wx1160H KSP-12L 1144 KSP-12T/X 1144 KM-520
KSA-0814  800Wx1360H KSP-14L 1344 KSP-14T/X 1344

KSA-1012 1000Wx1160H
KSA-1014 1000Wx1360H

WORKTOP BRACKET

0v7 174 ﬁ% il

WORKTOP BRACKET(CORNER] WORKTOP BRACKET(SMALLI WORKTOP BRACKET(LARGE) WORKTOP BRACKET(PLATE) WORKTOP SUPPORT LEG WALL BRACKET

KH-100 L/R KH-200 L/R KH-500 L/R KH-001 KDS-06 L/R 600Wx690H KA-200
KDS-07 L/R 700Wx690H
KDS-08 L/R 800Wx690H

SCREEN BOARD SPECIAL ITEMS
DS-080 800Wx650H%21
DS-100 1000Wxb50Hx21
DS-120 1200Wx650Hx21
DS-140 1400Wx650Hx21
DS-160 1600Wx650Hx21

- L L o SHELF OVERHEAD STORAGE @ PAPER SHELF PAPER SHELF
| 4 KS-0601  600Wx300D KS-0602  600Wx343Dx410H KA-301 KA-302
KS-0701  700Wx300D KS-0702  700Wx343Dx410H
KS-0801 800Wx300D KS-0802  800Wx343Dx410H
- KS-1001 1000Wx300D KS-1002 1000Wx343Dx410H ﬁ
KS-1201 1200Wx300D KS-1202 1200Wx343Dx410H @ CD SHELF PEN VASE
KA-303 KA-304

| =" WORKTOP SUPPORT SHELF & STABILIZER

\ KA-406  600Wx168D
i KA-407  700Wx168D KA-100
| KA-408  800Wx168D
:' ' KA-410 1000Wx168D
. KA-412 1200Wx168D
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UNION OPERATION MODEL

GENERAL TYPE

KTT-0610  600Wx960H
KTT-0710  700Wx960H
KTT-0810 800Wx960H
KTT-1010 1000Wx960H
KTT-1210 1200Wx960H

SINGLE BELT TYPE

KTB-0610
KTB-0710
KTB-0810
KTB-1010
KTB-1210

600Wx960H
700Wx960H
800Wx960H
1000Wx960H
1200Wx960H

DOUBLE BELT TYPE

KBB-0610
KBB-0710
KBB-0810
KBB-1010
KBB-1210

600Wx960H
700Wx960H
800Wx960H
1000Wx960H
1200Wx960H

SINGLE WIRING BELT TYPE

KTE-0710  700Wx960H
KTE-0810  800Wx960H
KTE-1010 1000Wx960H
KTE-1210 1200Wx960H

BELT / WIRING BELT TYPE

KBE-0710  700Wx960H
KBE-0810  800Wx960H
KBE-1010 1000Wx960H
KBE-1210 1200Wx960H

DOUBLE WIRING BELT TYPE
KEE-1210 1200Wx960H

GENERAL TYPE

KTT-0612  600Wx1160H
KTT-0712  700Wx1160H
KTT-0812 800Wx1160H
KTT-1012 1000Wx1160H
KTT-1212 1200Wx1160H

SINGLE BELT TYPE

KTB-0612
KTB-0712
KTB-0812
KTB-1012
KTB-1212

600Wx1160H
700Wx1160H
800Wx1160H
1000Wx1160H
1200Wx1160H

DOUBLE BELT TYPE

KBB-0612
KBB-0712
KBB-0812
KBB-1012
KBB-1212

600Wx1160H
700Wx1160H
800Wx1160H
1000Wx1160H
1200Wx1160H

SINGLE WIRING BELT TYPE

KTE-0712  700Wx1160H
KTE-0812 800Wx1160H
KTE-1012 1000Wx1160H
KTE-1212 1200Wx1160H

BELT /WIRING BELT TYPE

KBE-0712  700Wx1160H
KBE-0812  800Wx1160H
KBE-1012 1000Wx1160H
KBE-1212 1200Wx1160H

DOUBLE WIRING BELT TYPE
KEE-1212 1200Wx1160H

WIRING BELT TYPE : ONLY APPLICATION THE W 700, 800, 1000, 1200

BOTH SIDES WIRING BELT TYPE : ONLY APPLICATION THE W 1200

GENERAL TYPE(GLASS TOP)

KTT-0612G  600Wx1160H
KTT-0712G  700Wx1160H
KTT-0812G  800Wx1160H
KTT-1012G 1000Wx1160H
KTT-1212G 1200Wx1160H

GENERAL TYPE

KTT-0614  600Wx1360H
KTT-0714  700Wx1360H
KTT-0814 800Wx1360H
KTT-1014 1000Wx1360H
KTT-1214 1200Wx1360H

SINGLE BELT TYPE

KTB-0614
KTB-0714
KTB-0814
KTB-1014
KTB-1214

600Wx1360H
700Wx1360H
800Wx1360H
1000Wx1360H
1200Wx1360H

DOUBLE BELT TYPE

KBB-0614
KBB-0714
KBB-0814
KBB-1014
KBB-1214

600Wx1360H
700Wx1360H
800Wx1360H
1000Wx1360H
1200Wx1360H

SINGLE WIRING BELT TYPE

KTE-0714  700Wx1360H
KTE-0814  800Wx1360H
KTE-1014 1000Wx1360H
KTE-1214 1200Wx1360H

BELT /WIRING BELT TYPE

KBE-0714  700Wx1360H
KBE-0814  800Wx1360H
KBE-1014 1000Wx1360H
KBE-1214 1200Wx1360H

DOUBLE WIRING BELT TYPE
KEE-1214 1200Wx1360H

GENERAL TYPE

KTT-0616  600Wx1560H
KTT-0716  700Wx1560H
KTT-0816 800Wx1560H
KTT-1016 1000Wx1560H
KTT-1216 1200Wx1560H

SINGLE BELT TYPE

KTB-0616
KTB-0716
KTB-0816
KTB-1016
KTB-1216

600Wx1560H
700Wx1560H
800Wx1560H
1000Wx1560H
1200Wx1560H

DOUBLE BELT TYPE

KBB-0616
KBB-0716
KBB-0816
KBB-1016
KBB-1216

600Wx1560H
700Wx1560H
800Wx1560H
1000Wx1560H
1200Wx1560H

SINGLE WIRING BELT TYPE

KTE-0716  700Wx1560H
KTE-0816  800Wx1560H
KTE-1016 1000Wx1560H
KTE-1216 1200Wx1560H

BELT /WIRING BELT TYPE

KBE-0716  700Wx1560H
KBE-0816  800Wx1560H
KBE-1016 1000Wx1560H
KBE-1216 1200Wx1560H

DOUBLE WIRING BELT TYPE
KEE-1216 1200Wx1560H

GENERAL TYPE

KTT-0618  600Wx1760H
KTT-0718  700Wx1760H
KTT-0818  800Wx1760H
KTT-1018 1000Wx1760H
KTT-1218 1200Wx1760H

SINGLE BELT TYPE

KTB-0618
KTB-0718
KTB-0818
KTB-1018
KTB-1218

600Wx1760H
700Wx1760H
800Wx1760H
1000Wx1760H
1200Wx1760H

DOUBLE BELT TYPE

KBB-0618
KBB-0718
KBB-0818
KBB-1018
KBB-1218

600Wx1760H
700Wx1760H
800Wx1760H
1000Wx1760H
1200Wx1760H

SINGLE WIRING BELT TYPE

KTE-0718  700Wx1760H
KTE-0818  800Wx1760H
KTE-1018 1000Wx1760H
KTE-1218 1200Wx1760H

BELT /WIRING BELT TYPE

KBE-0718  700Wx1760H
KBE-0818  800Wx1760H
KBE-1018 1000Wx1760H
KBE-1218 1200Wx1760H

DOUBLE WIRING BELT TYPE
KEE-1218 1200Wx1760H

GENERAL TYPE(GLASS TOP)

KTT-0614G  600Wx1360H
KTT-0714G  700Wx1360H
KTT-0814G  800Wx1360H
KTT-1014G 1000Wx1360H
KTT-1214G 1200Wx1360H

SINGLE BELT TYPE(GLASS TOP)

KTB-0614G  600Wx1360H
KTB-0714G  700Wx1360H
KTB-0814G  800Wx1360H
KTB-1014G 1000Wx1360H
KTB-1214G 1200Wx1360H

DOUBLE BELT TYPE(GLASS TOP)

KBB-0614G  600Wx1360H
KBB-0714G  700Wx1360H
KBB-0814G  800Wx1360H
KBB-1014G 1000Wx1360H
KBB-1214G 1200Wx1360H

SINGLE WIRING BELT TYPE(GLASS TOP)

KTE-0714G  700Wx1360H
KTE-0814G  800Wx1360H
KTE-1014G 1000Wx1360H
KTE-1214G 1200Wx1360H

BELT/WIRING BELT TYPE(GLASS TOP)

KBE-0714G  700Wx1360H
KBE-0814G  800Wx1360H
KBE-1014G 1000Wx1360H
KBE-1214G 1200Wx1360H

DOUBLEWIRING BELT TYPEIGLASS TOP)
KEE-12146 1200Wx1360H

GENERAL TYPE(GLASS TOP)

KTT-0616G  600Wx1560H
KTT-0716G  700Wx1560H
KTT-0816G  800Wx1560H
KTT-1016G 1000Wx1560H
KTT-1216G 1200Wx1560H

SINGLE BELT TYPE(GLASS TOP)

KTB-0616G  600Wx1560H
KTB-0716G  700Wx1560H
KTB-0816G  800Wx1560H
KTB-1016G 1000Wx1560H
KTB-1216G 1200Wx1560H

DOUBLE BELT TYPE(GLASS TOP)

KBB-0616G  600Wx1560H
KBB-0716G  700Wx1560H
KBB-0816G  800Wx1560H
KBB-1016G 1000Wx1560H
KBB-1216G 1200Wx1560H

SINGLE WIRING BELT TYPE(GLASS TOP)

KTE-0716G  700Wx1560H
KTE-0816G  800Wx1560H
KTE-1016G 1000Wx1560H
KTE-1216G 1200Wx1560H

BELT/WIRING BELT TYPE(GLASS TOP)

KBE-0716G  700Wx1560H
KBE-0816G  800Wx1560H
KBE-1016G 1000Wx1560H
KBE-1216G 1200Wx1560H

DOUBLEWIRING BELT TYPEIGLASS TOP)
KEE-1216G  1200Wx1560H

GENERAL TYPE(GLASS TOP)

KTT-0618G  600Wx1760H
KTT-0718G  700Wx1760H
KTT-0818G  800W=x1760H
KTT-1018G 1000Wx1760H
KTT-1218G 1200Wx1760H

SINGLE BELT TYPE(GLASS TOP)

KTB-0618G  600Wx1760H
KTB-0718G  700Wx1760H
KTB-0818G  800Wx1760H
KTB-1018G 1000Wx1760H
KTB-1218G 1200Wx1760H

DOUBLE BELT TYPE(GLASS TOP)

KBB-0618G  600Wx1760H
KBB-0718G  700Wx1760H
KBB-0818G  800Wx1760H
KBB-1018G 1000Wx1760H
KBB-1218G 1200Wx1760H

SINGLE WIRING BELT TYPE(GLASS TOP)

KTE-0718G  700Wx1760H
KTE-0818G  800Wx1760H
KTE-1018G 1000Wx1760H
KTE-1218G 1200Wx1760H

BELT/WIRING BELT TYPEIGLASS TOP)

KBE-0718G  700Wx1760H
KBE-0818G  800Wx1760H
KBE-1018G 1000Wx1760H
KBE-1218G 1200Wx1760H

DOUBLEWIRING BELT TYPEIGLASS TOP)
KEE-1218G 1200Wx1760H





