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505
HIGH PERFORMANCE
AIRLESS SPRAYER

Questions? ... Need Help?
Wagner maintains a toll-free help line for you should
you have any comments or problems with this Wagner
product.  Call us first ....for answers fast...

Wagner Technical Service
1-800-328-8251

Hours:  Weekdays:  8:00 - 4:30 Central Time
              Weekends:  9:00 - 4:00 Central Time

OWNER'S MANUAL
Easy Does It From Set Up to Clean Up

Spray Short Term Storage OR Clean UpSet Pressure

Optional Hopper AccessoryMaintenance

Prepare to Prime Attach Suction Set Prime PumpAttach Paint Hose

Read Warnings Assemble Cart Attach Tip to Gun Attach Return Hose
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Pail Bracket

SET-UP

Figure 3B -  Attaching Cart Handle

Bolt, washer
and wing nut

Cart Handle

ASSEMBLE CART

2. Attach cart handle (3).  Face the hose hook toward the
front of the unit.  Use two bolts, washers and wing nuts
(4), tightening securely. See Figure 3B.

Figure 2 – Cart Assembly Diagram
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Tools needed:
Some assembly is required to get your Wagner 505
Airless Sprayer ready to go.  You will need two adjustable
wrenches, a screw driver and a pair of pliers.

NOTE:  Sprayer should remain unplugged during
assembly.

1.  Slide pail bracket (1) onto cart frame and attach with
one bolt, washer and wing nut (2). See Figure 2  and
Figure 3 A.  This bracket helps to keep the sprayer
stable  in addition to providing a rest for the paint
bucket and a catch for the bucket handle.

Bolt, washer
and wing nut

Figure 3A - Attaching Pail Bracket
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SET-UP

1. Lock gun.  See Figure 4.

Figure 4 - Gun in Locked & Unlocked Position

ATTACH TIP TO GUN

2. If spray tip is not pre- assembled, (See Figure 5)
insert tip (1) into tip guard, (2) and turn 90° coun-
terclockwise to spray position (arrow pointing away
from gun).  Cylinder of tip forms a stop for the seal (3).
Insert seal (3) aligning the curve of the seal with the
curve of the tip.

Figure 5 – Spray Tip Assembly
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Red Seal
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WARNING
out tip guard in place.  Never trigger gun unless tip is in
the spray or unclog position.  Always engage trigger lock
before removing, replacing or cleaning tip.

POSSIBLE INJECTION
HAZARD.  Do not spray with-

3. Check seal alignment by removing tip and inspecting
tip guard visually, See Figure 6.  If needed, remove
seal (3) and replace until properly aligned.  Replace
tip to spray position, (arrow away from gun).  Insert
red seal (4).

Figure 8 - Vertical Tip Pattern

Correct Way Wrong Way

Figure 6 - Spray Tip Assembly

4. Attach spray tip to gun.  Tighten nut first by hand,
then tighten with a wrench.  See Figure 7.

Figure 7- Attach Tip to Gun

NOTE:  When attaching tip to gun, align tip guard as
 shown in Figure 8.  Then tighten with wrench.

Unlocked
Position

Locked
Position


