
Item # 243811 
 

12’ Round Jumbo Gazebo With Insect Net 
  

Model # S-GZ1D 

 

Question, Problems, Missing Parts?Do not return to your retailer, 
call our customer service department at 1-800-457-4652, 9 a.m. – 5 
p.m. EST, Monday-Friday. 

 

 
 
 
 
 
 
 
 
 
 
Parts List 
 

A Side Panel Post (6) 

 
 

B Canopy Panel (6) 

 
 

C Canopy Support Bar (6) 

 
 
D Top Frame Connect Bar (6) 

 
E Foot base (6) 

 
 
F Canopy top (1) 

 

 
 
G Canopy Center Ring (1) 

 
H Canopy (1) 

 
I Insect Net (2) 

 
 
Ja Short Bolt (54+2)  
 
Jb Long Bolt (12+1)  

Jc Metal Washer (54+3)  
 
Jd M6 Nut (66+3)  
 
Je Lawn Stake (12+1) 

 

 
 
Jj Nut Cap (66+3)  
 

Jk Bolt Cap (30+2)  

 
 
Tools Required For Assembly 
 
L Allen Wrench (4) 

 
(Provided) 

M Hex Wrench (4) 

 
N Touch Up Paint (1) 

 
(Provided) 
 

 
 
 
 
 
 

 Printed in China 



Special Warnings 
Assemble the item on a soft, non-abrasive surface, such as carpeting or grass, to avoid damage to the item. 
Item is heavy. Use care when handling. May require more than six adults for safe assembly.   

This gazebo is not designed to be used as a permanent structure. Please take down gazebo during high winds. Failure to 
do so may result in damage to the gazebo. 

WARNING: KEEP ALL FLAME AND HEAT SOURCES AWAY FROM THIS CANOPY FABRIC. This canopy is made with 
flame-resistant fabric, which meets CPAI-84 specifications. It is not fire proof. The canopy fabric will burn if left in continuous 
contact with any flame source. The application of any foreign substance to the canopy fabric may render the flame-resistant 
properties ineffective. 
 
Care and Maintenance 
Wash with mild soap, rinse with water, let air dry. 
 
Assembly Instructions    
Estimated Assembly Time: 30-45 Minutes 
1) Remove all components from the carton and place on a flat surface. Verify all parts are present. If you are missing any parts or 

are unsure how to proceed, do not attempt assembly. Call our 
customer service department at 1-800-457-4652.   

 
2) Place the Canopy Top Frame (F) onto the top of Canopy 

Center Ring (G) (upside the hole side) as shown. Attach the 
canopy panel (B) with large end to the canopy center ring (G), 
lining up holes and using a Long Bolt (Jb) (from inside to 
outside) through a Metal Washer (Jc), through the canopy top 
support bar (F), through the bar of the canopy center ring (G), 
through the canopy panel (B), through another washer (Jc) 
and secure with a nut (Jd) for each hole. Don’t tighten 
completely. Repeat procedure for the remaining five canopy 
panels (B). See diagram 1. 

 
3) Place the canopy support bar (C) (with bracket on the tip) onto 

the canopy center ring (G), line up the holes, insert a Short Bolt 
(Ja) through the tip bracket of the canopy support bar (C), 
through the canopy center ring (G), through a metal washer (Jc) 
and secure with a nut (Jd). Don’t tighten completely. Repeat 
procedure for the remaining five canopy support bars(C). Then 
tighten all bolts. Cover with Nut Caps and Bolt Caps (Jj, Jk) 
where necessary. See diagram 2. 

 
4) Attach the small top part of Canopy (H) to the Canopy Top (F) by 

inserting the support frame of canopy top through the sleeve in the 
small canopy clockwise or anticlockwise. Then spread the canopy 
and attach it to the assembled canopy top frame (B, C, F, G) by 
inserting both the canopy panel (B) and canopy support bar (C) 
through the sleeve in the Canopy. See diagram 3. 

 
5) Place the Side Panel Post (A) (2 holes up on the foot) between the 

“U” shape bracket of the Foot Base (E). Line up holes and insert a 
bolt (Ja) through the "U" bracket of foot base (E), through the 
bottom of the side panel post (A), through the other side of "U" 
bracket of foot base (E) and secure with a nut (Jd) for each hole. 
See diagram 4. Don’t tighten completely. Repeat procedure for the 
remaining five side panel posts (A) with foot bases (E). Securely 
tighten all bolts.  



 
6) (Keep the assembled canopy top (B, C, F, G, H) in the center during this step.) Stand 2 assembled side panel posts (A) with 

base (E) underneath. Place one Top Frame Connect Bar (D) between the top of the 2 side panel posts. Make sure the "L" 
bracket on it is outside of the topside panel post. Insert a bolt (Ja) through the "L" bracket of top frame connect bar (D), 
through the top of side panel post (A), through a metal washer 
(Jc) and secure with a nut (Jd) for each hole. Don’t tighten 
completely. See diagram 5. Repeat procedure for the 
remaining five side panel posts (A) with top frame connect bars 
(D). Tighten all bolts.  

 
7) Place the assembled canopy top (B, C, F, G, H, I) onto the top 

of the assembled side panel post (A, D, E).  Place the top 
frame connect bar of assembled side panel posts (A, D, E) into 
the six "U" brackets which at the tip of the canopy support bar 
(C). And insert the center of the side panel posts into the six 
“U” brackets which at the tip of the canopy panel (B). Then 
insert a bolt (Ja) (from outside to inside) through the "U" 
bracket of canopy support bar (C), through the top frame connect bar (D), 
through the “U” bracket of canopy support bar (C) and secure with a nut 
(Jd) for each hole. See diagram 6. Insert a bolt (Ja) (from outside to inside) 
through the "U" bracket of canopy panel (B), through the top of side panel 
post (A), through the “U” bracket of canopy panel (B) and secure with a 
nut (Jd) for each hole. See diagram 7. Tighten all bolts.  

 
8) Secure the gazebo to the lawn by inserting the lawn stakes (Je) through 

the holes at the bottom of the foot bases (E) and into the ground. See 
diagram 8. 

 
9) Cover with nut caps and bolt caps (Jj, Jk) where necessary. 
 
10) Attach the two pieces of Insect Nets (I) which around with the top frame connect bar (D) by fastening the velcros. Pull down 

the edge of the large canopy (H). Tidy up the large canopy (H) and insect nets (I). Your gazebo is now ready for use. 
 
Limited Warranty 
This warranty is extended to the original purchaser and applies to defects in materials and workmanship of your patio furniture, 
provided your furniture is maintained with care and used only for personal, residential purposes. 
 
Frames are warranted to be free from defects in material or workmanship for a period of one (1) year. Umbrella frames and bases 
are warranted for a period of one (1) year.    
 
Cushions, Straps and/or Wicker Weaves are covered for a period of one (1) year against defects in material or workmanship. 
Sling fabric is covered for a period of one (1) year against defects in material or workmanship. 
 
Exclusions:  Items used for commercial, contract or other non-residential purposes, display models, items purchased “as is,” or 
items damaged due to acts of nature, vandalism, misuse or improper assembly are not covered. Discoloration or fading of the 
finish or fabrics as a result of exposure to the elements, chemicals or spills is not covered. Tabletop breakage, corrosion or rusting 
of hardware and damages to frames or welds caused by improper assembly, misuse or natural causes are not covered.  
 
 



If within the stated warranty period a product is found to be defective in material or workmanship, the purchaser must contact the 
manufacturer’s customer service department at 1-800-457-4652. The manufacturer, at its option, will repair or replace the defective 
parts.  
 
Warranty is to the original purchaser and is non-transferable. Any replacement of warranted items will be in the original style and 
color, or a similar style and color if the original is unavailable or has been discontinued. As some states do not allow exclusions or 
limitations on an implied warranty, the above exclusions and limitations may not apply. This warranty gives you specific rights and 
you may also have other rights which vary from state to state. 
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