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Named in honor of the sixteenth century Portuguese explorer Ferdinand 
Magellan, the Magellan spacecraft was a robotic space probe launched by 
NASA, via the Space Shuttle in 1989. 

Magellan was the first interplanetary mission to be launched from the Space 
Shuttle and it focused on mapping the surface of Venus and its planetary 
gravitational field. The mission was a success. 

The spacecraft mapped over 98 percent of the surface of Venus and, in so 
doing, unmasked its cloud-obscured surface for the first time. So 
comprehensive were Magellan’s results that they revealed more about Venus 
in four short years than had been achieved in centuries of ground-based 
observation.
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This watch is powered by a Japanese made “Meca-Quartz” movement. It 

combines a battery regulated engine with a mechanical chronograph module. 

The result is a watch which delivers the meticulous pinpoint precision of a 

quartz movement along with the crisp, flyback handfeel and visual charm of 

mechanical watches.

MECA-QUARTZ
CHRONOGRAPH WATCHES
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This watch is equipped with a screw down crown . Do not pull the crown 
unless it is unscrewed first.    

PLEASE READ THE FOLLOWING BEFORE UNSCREWING THE CROWN

TO UNSCREW: Turn the crown anti-clockwise until it 
turns freely without tension. Gently pull the crown out 
to the other desired positions for watch setting (see 
specific operating instructions on the following pages).

SCREW-DOWN CROWN

TO SCREW: Push the crown all the way in (towards the 
watch) then begin to turn clockwise until it is securely 
screwed down.

Note: Failure to securely screw down the crown after 
setting the watch may affect its water resistance.
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MECA-QUARTZ CHRONOGRAPH

As your watch has a screw down crown feature, release the watch from the 
screw-down position before setting.

Chronograph
Minute Hand

Chronograph
Hour Hand

Crown
Positions 

Screwed
Down Position 

Date

Hour Hand

Small
Second Hand

0 1 2 3

Minute Hand

Push Button A

Push Button B

Chronograph
Second Hand
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1. Pull the crown out to position 3, its maximum extension. The second 
    hand will stop moving. 

2. Turn the crown either clockwise or anti-clockwise until the watch hands 
    are positioned at the desired time. 

3. When the desired time is reached push the crown back to position 1 and 
    screw down. 

NOTE: When the hour hand passes 12 o’clock and the date changes, the 
            watch is set at midnight. If the date does not change, it is set at
            noon.

TIME SETTING
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1. Pull the crown out to position 2. 

2. Turn the crown clockwise or anti-clockwise until the desired date is shown 
    in the date window.

3. When the desired date is reached push the crown back to position 1 and 
    screw down. 

NOTE: Do not set the date between 9:00 P.M. and 3:00 A.M. 

DATE SETTING
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• The measurement of time is indicated by the stopwatch hands that move 
independently of the center hands.

• The stopwatch can measure up to 12 hours.

STANDARD MEASUREMENT

STOPWATCH FUNCTION 

STOPSTART RESET
A A

B
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RESTART

STOP

STOP

RESET

Restart and stop of the stopwatch can be repeated by pressing the button A.

A A A

B

A

START

ACCUMULATED ELAPSED TIME MEASUREMENT
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Prong-end

1.  Use the Strap Tool, place the 
     Prong-end between the lug and 
     the Strap to reach the metal pin.
2.  Push down to release the spring 
     and remove the Strap.

Diese uhr wird von einem in japan hergestellten "meca-quarz"-uhrw-
erk betrieben. Es kombiniert einen batteriebetriebenen motor mit 
einem mechanischen chronographenmodul. Das ergebnis ist eine uhr, 
die die hohe präzision eines quarzwerkes mit der präzision eines 
flyback-handgefühls und dem visuellen charme einer mechanischen 
uhr verbindet.

HOW TO CHANGE STRAP
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3.  Move the pins from the strap to 
     the new strap.
4.  Place the pin end to the lug hole.
5.  Use the tool again to push down 
     the spring so that the pin end 
     reaches the hole for fastening.
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All Nubeo timepieces are designed with a minimum water resistance rating 
of 5 ATM (50m). The water-resistance of a timepiece protects the movement 
from dust, moisture, and risk of damage to the movement should it be 
immersed in water.

Please see chart for guidelines for the recommended exposure of various 
water ratings. It is important not to attempt to adjust the position of the 
crown while the timepiece is in contact with water. Water can enter the case 
causing damage to the movement.

For timepiece with screw-down crowns, it is important to ensure the crown 
is in the proper position and completely locked before contact with water.

For timepieces with chronograph functions, do not engage the chronograph 
under water, as water may leak in the case and cause damage to the 
movement.  

WATER RESISTANT 
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USE PRECAUTIONS - RESISTANCE TO WATER
All Nubeo timepiece are designed to withstand use as indicated on the following 
chart. Always make sure the crown is screwed-down completely before use. 



EN

 15 

Each Nubeo timepiece is designed and manufactured to exceed the highest 
of standards. In order to ensure optimal performance and longevity from 
your timepiece, please review the simple guidelines for care and precautions 
of your new Nubeo timepiece.

CARE AND PRECAUTIONS

Your timepiece should be cleaned with a soft cloth and water only. Do not 
submerge your timepiece. Your timepiece should be rinsed clean and dried 
with a soft cloth after any saltwater use. In order to maintain the ‘new look’ 
of metal bracelets, we recommend periodic cleanings of the bracelet. Dip 
a soft brush in warm soapy water and gently rub bracelet clean. We advise 
having your timepiece serviced every 18-24 months to ensure long use and 
trouble-free operation. 

CARE
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TWO (2) YEAR INTERNATIONAL WARRANTY
Your Nubeo watch is warranted for a period two (2) years from the original 
date of purchase under the terms and conditions of the warranty. The Nubeo 
warranty covers materials and manufacturing defects. A copy of the receipt 
or dealer stamp in the warranty booklet is required for proof of purchase.

During the warranty period the watch movement, hands and dial are the 
only components covered under this warranty. A covered component will be 
repaired or the watch will be replaced free of repair charges, if it proves to 
be defective in material or workmanship under normal use.
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NOT COVERED BY WARRANTY
-  Damage to lens or strap.
-  Normal wear and tear.
-  Malfunction and deterioration from accident, negligence or tampering.
-  Water damage resulting from improper usage.
-  The content of the warranty has been altered.
-  There is no presentation of the warranty.

This warranty is void if the watch has been damaged by accident, negligence 
of persons other than authorized Nubeo sales or services agents, unauthorized 
service, or other factors not due to defects in materials or workmanship.
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REQUESTING WARRANTY AND OTHER WATCH 
REPAIR
Should you require work under warranty, please send in your watch, a copy 
of your sales receipt and/or the warranty booklet with dealer stamp and a 
description of the problem to the authorized international watch service 
center closest to you. 

For service work that is not covered under this warranty, the service center 
may perform the services you request for a charge dependent on watch style 
and type of work requested. These charges are subject to change.

For repairs of your Nubeo watch, we recommend that you contact an 
authorized Nubeo dealer or the authorized international watch service center 
closest to you.

For details, please refer to our website at:  
WWW.NUBEOWATCHES.COM
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