
Unscrew the top of the tank and fill with e-liquid making sure 
you fill along the side of the tank. Ensure you carefully fill and 
avoid any contact with skin. Remember, do not power the 
device at this time as it can damage the coil.

1// Filling the One Kit

Once the tank is filled, leave the juice to soak into the coil for a 
few minutes. It takes a short amount of time for the coil to 
become soaked in E-Liquid. Powering the device before the 
juice is fully soaked into the coil can cause a burnt taste and 
the coil would need to be replaced.

2// Priming the Tank

Once you have waited for the juice to soak attach the battery to 
the tank by simply screwing the two devices together. The 
handy 510 threading makes this easy. Once you have done this, 
the device is ready to use. Press the power button three times 
to turn on the device, once this is done hold down the fire 
button and inhale from the drip tip at the top of the tank.

3// Using the One Kit

To charge the device, turn the clever swivel style cap that, once 
turned, will reveal a Micro USB adaptor, which can be plugged 
into a power source. Remember; only use compatible chargers 
when charging The One Kit.

5// Charging the device

You will need to replace your One Kit Coil roughly every two 
weeks depending on usage. To replace your coil:

1. Hold the One Kit Tank with the threading facing upwards.
2. Unscrew the bottom of the One Kit Tank
3. Grip the Coil and gently pull to remove
4. Dispose of the used coil carefully and safely.

4// Replacing the Coil

Why is the device leaking?

Have you checked that the device is 
completely sealed and the coil is in the 
correct position? Check the tank has been 
put together correctly and all connections 
are flat.

Are you by any chance pressing the fire 
button while you are not vaping it (perhaps 
leaving it on and putting it in your pocket)? 
This will cause the vapour to stay inside the 
centre of the coil, and then condensate, 
becoming liquid again and leak out of the 
air vents. Or perhaps the tank has been 
overfilled and there is liquid in the centre of 
the coil.

The device spits liquid from the
mouthpiece. Why does this happen?

Spiting usually happens when the tank has 
been overfilled, when the coil has been 
flooded during the priming process or when 
the fire button has been held for too long. 

To resolve this, take some tissue and place 
this around the airflow holes on the tank 
(not tightly, just around the device to catch 
any liquid), push the fire button and at the 
same time as pushing the fire button, blow 
into the vaping device for a few seconds. 
This will force vapour and any unwanted 
liquid in the base of the tank out of the 
airflow and should prevent further spitting 
and leaking, repeat this a few times if 
necessary.

The coil tastes burnt after only a day of 
use. Why did this happen?

There are a few factors that will cause the 
coil to burn out prematurely. First of all, is 
vaping the device with a low amount of 
liquid inside the tank, which will cause
the coil to dry out and burn the cotton 
around it.

The second factor will be chain vaping.
If you vape the device strongly and 
repeatedly, you will not give enough time 
for the e-liquid to absorb into the cotton 
within the coil. To prevent this, the device 
should always be primed and left for 
several minutes before use.

The device is not firing?

Ensure that your battery is initially charged 
and turned on before using the device. 
Occasionally, the coil may not make 
contact with the power source (the 
battery). In this case, remove the coil from 
the device, and make sure to place it in the 
correct position. You will notice the One Kit 
parts fit together perfectly and lie flush 
when fitted together correctly.


