
ISTRUZIONI MONTAGGIO 
REGGISELLAQuesto reggisella è garantito per un periodo di due anni dalla data di fabbricazione 

contro difetti di lavorazione. La garanzia è esplicitamente limitata alla riparazione o 
sostituzione della parte difettosa dopo aver preso visione da parte di Switch.
La garanzia si applica solo al proprietario originale e non è trasferibile. Prova 
d’acquisto è necessaria per convalidare l’idoneità della garanzia. La garanzia non 
copre l’usura normale, la manutenzione ordinaria, l’installazione impropria o l’uso 
improprio del reggisella. La modifica del reggisella in qualsiasi modo invaliderà la 
garanzia Switch.
Switch non sarà responsabile per spese contrattuali o individuali non coperte da 
questa garanzia. L’utente assume il rischio di lesioni personali o danneggiamenti 
di proprietà, inclusi danni al reggisella e eventuali altre perdite, se il reggisella è 
modificato o utilizzato in modo improprio in qualsiasi momento.

Leva FL multiposition Shifte I Spec II

Passaggi da 6 a 11 e fissare il cavo con una vite come mostrato in basso a sinistra. 
Allentare il morsetto del freno, inserire il supporto all’interno del morsetto e serrare.

Regolazione della velocità di ritorno: (solo quando disponibile)
I reggisella sono tutti preimpostati con la pressione dell’aria adatta per un ottimale 
velocità di ritorno, tuttavia è necessario il controllo della pressione dell’aria e 
la regolazione di tanto in tanto. È necessaria una pompa ad alta pressione per 
eseguire le seguenti operazioni.

Regolazione della pressione:

1. Smontare tutti i morsetti

WARNING

La pressione di esercizio consigliata è di 280-300 psi

2. Utilizzare una pompa compatibile
e regolare alla pressione desiderata

FUNZIONAMENTO

Per abbassare il reggisella
- Premere e tenere premuta la leva, sedersi sulla sella fino all'altezza desiderata 
quindi rilasciare la leva.

Per sollevare il reggisella
- Rimuovere il peso dalla sella e tenere premuto la leva fino a raggiungere l'altezza 
desiderata. Rilasciare la leva.

WARNING

Non pedalare in modo aggressivo fino a quando non hai familiarità con il 
funzionamento del reggisella.
Acquisirai rapidamente familiarità con questa semplice procedura con la pratica.

AVVERTENZE

La manutenzione ordinaria del reggisella fornirà anni di prestazioni senza problemi.
Prima di ogni corsa:
Pulire la parte esposta del montante con un panno.
L'interfaccia di dimensionamento non corretta può provocare l'inclinazione o il 
guasto del reggisella, causando gravi lesioni personali o morte.
Premere la leva verso il basso quando il reggisella è in posizione giù per farlo salire 
rapidamente. Non far funzionare fino a che la sella non sia installata sul posto e sul 
montante installato sulla bici.

Assicurarsi sempre che non ci siano persone in vicinanza al momento di azionare il 
reggisella in quanto va dalla posizione DOWN alla UP. Ciò può causare gravi lesioni.
• Non regolare l'altezza del reggisella durante la guida, in quanto potrebbe causare 
perdita di controllo.

• Tenere lontano il fango e l'acqua. Durante l' inutilizzo per periodi prolungati, tenere il 
reggisella nella posizione UP.

• Non smontare o tagliare il reggisella, ciò potrebbe causare gravi lesioni personali e 
annullare la garanzia.

• Non allentare il tappo principale. Assicurarsi che il 
cappuccio principale sia completamente stretto per 
tutto il tempo.

 GARANZIA SEATPOST
INSTRUCTIONS



■i:••·M·i1i3■M:■
Switch Components Dropper Post, the adjustable seatpost in ICR (Internal Cable 
Routing) Version, providing riders with a way to adjust saddle height without 
tools. Freely and easily positioning your saddle height according to the terrain 
you meet. The remote lever & MICRO adjustment offer quick and sale seat 
position applied with reliable and robust technology- virtually No Play! Unique, 
elegant and an easy to assemble head design. 
Please read through these instructions thoroughly and carefully belare installing 
and operating seatpost and always keep this manual far your further reference. 

PACKAGE CONTENT 

o 

O Dropper seatpost 

O Cable housing 

O Clamp lever 

0 Rotary ferrules 

8 Shifter lever (optional) 

@ Cable C, Nut and screw set 

■IMiUf·SU-W
•Ensure the post outer diameter conforms to the inner diameter of the seat tube 

of your frame. 
•Please pian the cable routing on the bike first and make sure the lenght of cable 

and cable housing you need. 
•You need a suitable frame with a 8mm hole to allow the inner cable to run 

through. 
•lnstall your saddle on the clamp head with 5mm hex wrench to tighten at a 

torque of 8-l0Nm. 
•lnsert the post into the frame and make sure the post's minimum length should 

be inserted into bike frame, tighten the seatclamp according to manufacturer's 
recommended torque and maximum torque of 7Nm. 

• Cable assembly process (Standard lever): 

1. lnsert the cable through the 
hole at the lever. 

2. Pull until end of the cable stops 
inside the lever. 

•Cable assembly process (Standard lever): 

3. Assemble the rotary ferrules with 
the cable. 

5. Assemble the rotary ferrules with 
the clamp lever. 

&wARNING 

4. lnsert the cable into the cable 
housing. 

18-19 

6. Assemble the nut and screw set 
with the cable; measure the 
length of the cable 18-19 from the 
cable cap to end of cable, leave 
around 1mm end of cable, then 
screw the nut with (2mm) allen 
key. 

In case there is a protection cap included with the post, please skip step 6 and 
continue to step 7-8 without the nut and screw installed to the cable, and then 
refer to Protection cap installation. 

• Cable assembly process (Shifter lever): 

1. lnsert the cable through the hole 
at the lever. 

18-19 

&wARNING 

2. Pull unti I end of the cable stops 
inside the lever. 

3. Assemble the nut and screw set 
with the cable; measure the 
length of the cable 18-19 from the 
cable cap to end of cable, leave 
around 1mm end of cable, then 
screw the nut with (2mm) allen 
key. 
Then follow steps 7-12 to finish 
the assembly. 

In case there is a protection cap included with the post, please skip step 3 and 
continue to step 7-8 without the nut and screw installed to the cable, and then 
refer to Protection cap installation. 

7. The dropper post uses internal cable routing 
end is designed to be compatible with bicycle 
frames that previde far such cable routing. 

DO NOT DRILL OR MODIFY YOUR FRAME IN ANY WAY. 
Doing so will void the Warranty. Modification of your frame in any way may 
result in frame fallure which could result in injury or death. 

-+ -+ 

8. Run cable through the hole in your frame. 

9. Fix the nut and screw set to the pull rad, as shown above. 

10. Pull the rad and insert the cable through the gap, fix the cable housing 
at the bottom recess part. 

11. lnsert the post to the seat tube and adjust the appropiate height, tighten 
with the frame/seat collar recommended torque. 

-+ 

12. Use 3mm hex allen key to fix the clamp lever on the handlebar. 
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Art. 1014
SW-100
Reggisella telescopico idraulico con passaggio cavo 
interno. Reggisella con cartuccia sigillata.

ø 31,6 - Escursione 100 mm
ø 30,9 - Escursione 100 mm
ø 27,2 - Escursione 105 mm

Distribuito da Gist Italia srl - gistitalia.it

n Adjusting the return speed:
Switch Components dropper posts are all present with the suitable air pressure for optimal 
return speed, however air pressure check is required and adjustment could be made from 
time to time. Please note that you will need a high pressure pump to perform the following 
operations. 
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