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Notice 
This product is an aftermarket accessory and not designed by the vehicle’s manufacturer for use on this 

vehicle. As such, the buyer assumes the risk of damage caused to the vehicle during installation or use of this 

product. 

Recommended Tools  
- Non-marring trim removal tool (tool can be smaller than the one pictured below) 

- Painter’s tape.  
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Estimated installation time: 

5-10 Minutes 

Installation 
1. Ensure the transmission is in park and the engine is off.  

 

2. Detach the upper portion of the HVAC trim panel by prying rearward on the sides. You may wish to use 

painter’s tape to protect the plastic.  

   
 

3. Working top to bottom, use your fingers or non-marring pry tool pulling rearward to release the trim 

panel. You may need to hold the brake and temporarily shift into neutral to provide the necessary 

clearance to remove the panel. Set the panel to the passenger side. There’s no need to disconnect the 

wiring harness. Be sure to shift back into Park before releasing the brake. 
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4. Unplug the vehicle wiring harness from the stop/start switch assembly. Connect the Autostop Eliminator 

between the stop/start switch assembly and the vehicle wiring harness. If you have trouble accessing the 

connection, it may help to remove the switch assembly from the trim panel by pressing inward on the 

switch side tabs.  

 

 

 

5. Reinstall the HVAC trim panel. 

 

This completes the Autostop Eliminator installation. Please remember that the Autostop Eliminator functions to restore 

the last state. Assuming OFF is your preference, you may need to press the button once to turn auto start-stop OFF. 

After that it’ll stay OFF. 
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