Heavy Duty Sack Truck
HI-14H-PU

Modular Design:
- Allows custom configuration to match your exact needs.
- Quick and easy to interchange modules

Heavy Duty Frame:
- Constructed from 30mm Steel Angle
- Genuine 300kg Capacity
- 20mm Solid Steel Axle

Options:
- Frame
  - Curved back
  - Curved back with Keg hook
  - Straight back Lattice
  - Straight back Mesh
- Footplate
  - Plate 1, W350 x D220mm Open Plate
  - Plate 2, W450 x D250mm Solid Plate
  - Plate 3, W450 x D350mm Solid Plate
  - Plate 4, W450 x D450mm Solid Plate
  - Plate 5, W450 x D450mm Cut outs
- Handle
  - 'P' Handle
  - 'N' Handle
  - 'A' Handle
  - 'U' Handle
  - 'H' Handle
- Wheels
  - 254mm Pneumatic
  - 254mm PU Puncture Proof

<table>
<thead>
<tr>
<th>Item</th>
<th>Measurement</th>
</tr>
</thead>
<tbody>
<tr>
<td>Capacity</td>
<td>300Kg (270Kg on Puncture Proofs)</td>
</tr>
<tr>
<td>Height</td>
<td>1220mm</td>
</tr>
<tr>
<td>Width</td>
<td>560mm</td>
</tr>
<tr>
<td>Toe Plate Width</td>
<td>450mm</td>
</tr>
<tr>
<td>Toe Plate Length</td>
<td>450mm</td>
</tr>
<tr>
<td>Axle</td>
<td>20mm</td>
</tr>
<tr>
<td>Handle Type</td>
<td>H</td>
</tr>
<tr>
<td>Wheels</td>
<td>254mm</td>
</tr>
<tr>
<td>Tyres</td>
<td>Pneumatic or Polyurethane Puncture Proof</td>
</tr>
</tbody>
</table>