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C5 FLEXILITE
MKI'GLOVES [

The new and improved C5 FlexiLite MKII
features exceptional flexibility and comfort
with a super lightweight, cut-resistant finish.

Like all GRIPPS® gloves, whenever you're carrying the C5
FlexiLite MKIl around the worksite, you're also carrying

a fully load-rated drop prevention system. The patented
tether anchor point is engineered directly into the glove
and is load rated for any tool weighing up to 2.3kg/5.0lbs.

= In-built load-rated tether « Conforms to:
anchor point - EN 388: 2016 4X42C
- ANSI/ASTM Cut Level A3
- ANSI/ISEA 121-2018

THE LEADER IN FALLING OBJECT PREVENTION GRIPPS.COM




GRIPPS

KEY FEATURES

Double coated
sandy foam nitrile
for long-lasting grip.

Reinforced Thumb
crotch for extra
protection.

Improved flexibility
& overall user
comfort.

Super lightweight
HPPE knit liner
providing maximum
cut resistance.

Load-rated
tether anchor
point.

Compatible
with GRIPPS®
wrist tethers.

SPECIFICATIONS
SKU  MAXLOAD MAXTETHERLENGTH SIES  GAUGE

521625-2XL

521625-XL S M L
S21625-L 2.3KG | 5.0LBS 25CM | 9.8IN Xi_ 2,XI_, 13
521625-M '

521625-5S

EN 988:2018 ANSI/ASTM  ANSI/ISEA

CUT LEVEL  138:2019

4X42C A3 1
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HOW TO USE

J‘
7%

Attach a GRIPPS® Wrist Tether by opening
the tether carabiner and attaching it to the
load-rated tether anchor.

Pull firmly on the tether to ensure that the
connection is secure.

You can now work at height with your GRIPPS®!
gloves.

*NEVER EXCEED MAX LOAD 2.3kg/5.0lbs.

*NEVER EXCEED MAX TETHER LENGTH
25cm/9.8”
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