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●   Input voltage: 240V AC 50/60Hz
●   Wattage: 15W 
●   SMD2835 LED chips
●   PF: 0.95
●   PC & PMMA white
●   Integrated driver
●   Dimmable with most trailing edge dimmers
●   IP rating: IP20
●   Suitable for 3 wire sensor 
●   Ambient temp: -20 to 400C 
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 CODE  DESCRIPTION BASE KELVIN LUMENS CRI BEAM CARTON
QTY

 LYRA1  15W E27 BASE FLAT LED GLOBE 3000K E27 3000K 1200LM 82 1200 1/16

 LYRA2  15W E27 BASE FLAT LED GLOBE 5000K E27 5000K 1250LM 82 1200 1/16

 LYRA3  15W B22 BASE FLAT LED GLOBE  3000K B22 3000K 1200LM 82 1200 1/16

 LYRA4  15W B22 BASE FLAT LED GLOBE 5000K B22 5000K 1250LM 82 1200 1/16

 DRACO1  15W E27 BASE FLAT LED GLOBE 3000K E27 3000K 1200LM 82 1200 1/24

 DRACO2  15W E27 BASE FLAT LED GLOBE 5000K E27 5000K 1250LM 82 1200 1/24

 DRACO3  15W B22 BASE FLAT LED GLOBE 3000K B22 3000K 1200LM 82 1200 1/24

 DRACO4  15W B22 BASE FLAT LED GLOBE 5000K B22 5000K 1250LM 82 1200 1/24
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LYRA series DRACO series

DRACO1,2

LYRA3,4

DRACO, LYRA Series
ES/BC Oyster LED Globes

Product Features

Technical Data

30,000
HRS

BEAM
1200

IP
20

3 YEAR
WARRNTY

Recommended dimmers: 

 BRAND  CODE
MIN/MAX 

GLOBES PER 
DIMMER

 Clipsal - Universal  32E450UDM 1-6pcs

 Clipsal - Trailing Edge  32E450TM 1-6pcs

 HPM - Trailing Edge  CAT400T 1-6pcs

 CLA - Trailing Edge  LYNX 1-6pcs


