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● Input voltage range: 100-240V AC 50/60Hz
● Output voltage: 13.5-22V
● Housing & heat sink: aluminium
● Mounting bracket & diffuser: PC
● LED chips: 6pcs or 12pcs 3030 LED
● Power factor: >0.5
● Ambient temp: -20 to 500C
● Not suitable for dimming
● Suitable for 2-way switching
● Suitable for use with PIR or Microwave sensors

GLANS
Exterior LED surface mounted wall lights

GLANS01 & 03
(Dark Grey)

Part No. Description Kelvin Lumens Watt CRI LED Chips Beam 
Angle Weight Box Carton

QTY

GLANS01 WALL LED Dark Grey 7W 3000K 180LM 7W 80 6pcs 3030 111.60 0.6kg 19x13x7cm 1/8

GLANS02 WALL LED White 7W 3000K 180LM 7W 80 6pcs 3030 111.60 0.6kg 19x13x7cm 1/8

GLANS03 WALL LED Dark Grey 13W 3000K 330LM 13W 80 12pcs 3030 112.30 1.0kg 26x15x8cm 1/8

GLANS04 WALL LED White 13W 3000K 330LM 13W 80 12pcs 3030 112.30 1.0kg 26x15x8cm 1/8

GLANS02 & 04
(White)

GLANS01-02 GLANS03-04 GLANS01-02 BACK PLATE GLANS03-04 BACK PLATE


