
Product Specifications

Single Colour
LED Strip Touch Panel

Product Ordering
Part Number LED Strip Type Input Voltage Output Signal IP Rating Approval Barcode

HV9101-EX1S Single
Colour

240v AC DMX512 IP20

Havit Lighting  143 Beauchamp Road, Matraville, N.S.W. 2036 | Phone: 02 9381 8300 | Fax: 02 9381 6661 | Email: sales@havit.com.au | Web: www.havit.com.au

Material Plastic + Glass

Colour White

IP Rating IP20

Installation Type Wall - Recessed

LED Strip Type Single Colour

No. of  Zones 1

Input Voltage 240v AC

Dimmable Yes - 5% to 100%

Output Signal DMX512

Frequency 2.4Ghz

Working Temp -20° - 55° C

Warranty 3 Years Replacement*

*Items ordered after 01-01-2022

EX1S

Key functions
When blue indicator light of        key is on, long press key 

EX panel’s scene-mode keys are corresponding with gateway APP’s scenes, the scenes can be changed by APP or 
panel.

is on, long press       to match code.

Brightness 

       to turn on/off buzzer. When white indicator light of       

shortcut keys
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touch slider
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Brightness -

Scene-mode
Short press: play
Long press: save
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DMX Wiring

RF Wireless Wiring

5-24Vdc

5-24Vdc
CV    LED  Driver

Multiple      receivers    can  be
matched       up      with      EX1S 
within      effective       distance.
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Optional Havit Compatible Accessories
Image Part Number Description

HV9103-F4-5A RF Reciever to Suit
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