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PRODUCT SPECIFICATIONS
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IMAGE PART NUMBER

HV9101-ZB-5C

IP RATING

DIMENSIONS

Zigbee LED Wall Controller

Material: Plastic

Colour: White 

LED Strip Type: All LED Strip 

No. of Zones: 1

Input Voltage: 3v Battery (2430) 

Output Signal: 2.4Ghz

Transmitting Range: Up to 30m

IP Rating: IP20

Dimmable: Yes (0.1% - 100%

Warranty: 2 Years Replacement**

IP20
INDOOR

USE ONLY

OPERATING INSTRUCTIONS

Press and hold 
down to increase 
light intensity

Front side

Press and hold 
down to decrease 
light intensity

Press and hold down to
cycle RGB colors, click to get 
R, G, B one by one

Press and hold 
down to adjust 
color temperature 
between WW and 
CW, click to get 
100% WW, 100% 
CW one by one

ON/OFF button, click to turn ON/OFF 
all, press and hold down to search 
and pair to ZigBee network or factory 
reset the controller

Note: This remote supports 1 group for binding max. 30 lighting devices. 

COMPATIBLE WITH

SAMPLE INSTALLATION DIAGRAM

TouchLink to a Zigbee Lighting Device

Step 1: Set the zigbee lighting device 
to start TouchLink commissioning, 

please refer to 

its manual to learn how. 
ZigBee Lighting Device

< 10cm

Step 2: Bring the remote within 10cm of the 

lighting device.

Step 3: Press and hold down until 
LED indicator turns on.

Step 4: Immediately short press to start 

TouchLink commissioning of the remote. LED 

indicator flashes fast for 3S, then flash 6 times 

slowly to indicate successful pairing to the 

device and the light connected to the device 

will blink twice.

• HV9105-ZB-DIM
• HV9105-ZB-RGBW
• HV9105-ZB-ACDIM
• HV9105-ZB-ACSW




