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Panel Suspension Kit

Part No. PANELSPKIT

Suitable for Panel lights

Weight 0.082kg

Carton QTY 1/100

Warranty 3 year replacement

Instruction sheet included in packaging

Panel Frames

Suspension installation

1) Separate the “ T ” shape screw nut from the steel wire.

2) Mark the drill hole on the ceiling,and drill the hole for the expansion bolts.

3) Put the bolt in the hole,using screw to install the “ T ” shape screw nut.

4) Put the steel wire into the “ T ” shape screw nut.

Model: PANELSPKIT suit for PANEL17,PANEL18,PANEL19 and PANEL20

1. T-bar ceiling 
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T-bar Ceiling Recessed Installation with seismic restraint kits

1.Turn off power at mains supply.
2.Remove existing troffer or ceiling panel. 2.Screw the two seismic restraint  cable kits 

into the main structure

main structure
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4.Install panel light into ceiling frame(T-bar).

DANGER-RISK OF FIRE
SCI=65mm, MIC=10mm,  SCB=25mm,  HCB=125mm
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Building insulation

SCB≥25mm SCI≥65mm

MIC≥10mm

HCB≥125mm

T-bar

WARNING —RISK OF OVERHEATING OR FIRE 
IF THE CLEARANCE DISTANCES ARE COMPROMISED.
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5.Connect the driver and panel leads. 

  
And select the color temperature by moving the  
slide switch on the back of the LED PPpanel. 
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6.Attach the four suspension cable carabiners to 
   the four hangers on the LED panel.

main structure

main structure

Connect the LED driver to a suitably  

via the supply cord and plug.
approved and rated scoket outlet 
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.Turn on the power supply.
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T-Bar Ceiling

Main Structure
main structure

8. Assemble ceiling back.

2. T-bar ceiling Recessed

Part No. PANELFR1

Description
SURFACE MOUNT FRAME TO SUIT 
PANELM01 (595mm x 595mm x 
D50mm)

Weight 0.93kg

Carton QTY 1/15

Warranty 3 year replacement

Instruction sheet included in packaging

Part No. PANELFR2

Description
SURFACE MOUNT FRAME TO SUIT 
PANELM02 (1195mm x 295mm x 
D50mm)

Weight 1.10kg

Carton QTY 1/10

Warranty 3 year replacement

Instruction sheet included in packaging

NB: Frames need to be put together before installation.

sales@clalighting.com.au    
Tel: 02 9938 7100    |    Fax: 02 9938 7115   

BROCHURE UPDATED ON 18.04.2019www.clalighting.com.au

Part No. PANELFR3

Description
SURFACE MOUNT FRAME TO SUIT 
PANELM03 (595mm x 1195mm x 
D50mm)

Weight 1.26kg

Carton QTY 1/10

Warranty 3 year replacement

Instruction sheet included in packaging

Part No. PANELFR4

Description
SURFACE MOUNT FRAME TO SUIT 
PANELM04 (595mm x 295mm x 
D50mm)

Weight 0.62kg

Carton QTY 1/15

Warranty 3 year replacement

Instruction sheet included in packaging


