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PRODUCT INFORMATION

SPECIFICATIONS

Manual override to bypass  
PIR sensor

Detection Range 360°

30 Degrees Tilt

Detection Distance Max 8m 
(<24°C)

Time Delay: Min 10sec ± 3 
sec Max 15min + – 3min

Detection Motion Speed: 
0.6-1.5m/s

Ambient light <10-2000 lux 
adjustable

Working temperature: 
-20°C~+40°C

Working Humidity:<93%RH

Installation Height: 2.2-4m

Rated Load: Max 400W LED

IP20

Cut Out 70mm

5 Year Warranty*

DIMENSIONS

RECESSED EYEBALL  
SENSOR

Voltage Frequency HZ IK Rating Diffuser Body Material Mounting Type Wiring Type

240v 50Hz N/A N/A UV TREATED PC Recessed Hardwire

Order  
Code Power Lumens CCT Body 

Colour
CRI  
(Ra)

IP  
Rating

Beam  
Angle Dimmable Emergency Sensor Size SKU  

Number
Carton  

Qty Weight

SCI-2722 0.5w N/A N/A White N/A 20 360° N/A N/A YES 80 x 70mm 9376047820316 50 8.5kg

NATA ACCREDITED LABORATORY 
AUSTRALIA

26 
m

m

68 mm
80 mm

44
 m

m


