
AUGGIE LED
MAGNIFIER LAMP

APPLICATIONS

• Ideal for reading, study or to increase light at 
your work station.

• Suitable for reading printed texts, stamp or coin 
collectors, model makers, jewellers and hobby 
enthusiasts.

All your desk, work  and 
hobby lighting in one.
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Perform delicate tasks with ease using the Auggie 
Magnifier Lamp, ideal for when you’re doing small, intricate 
or detailed activities. It provides 2.25x magnification with a 
5x dioptre lens. 

• Powerful, diffused lighting for fine detail, craft and hobby work 

• Easily direct the light up or down using the soft rubber covered 
goose neck

• Features 2.25x magnification with a 5x dioptre lens

• Light up any study area or workspace

• Three dimming modes

• Integrated 6W LED light source for even light distribution

• LED life time approx. 25,000 hours

• Quick and easy Do-It-Yourself installation

• Australian approved 1.8m cable and plug
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MODEL COLOUR DESCRIPTION BOX SIZE GROSS WEIGHT BOX QTY BARCODE/TUN

RETAIL
BOX

21425/05 White
Auggie LED
Magnifier Lamp

W215 x H320  
x D190 mm

1.425 kg 1 pc

OUTER 
CTN

21425/05 White
Auggie LED
Magnifier Lamp

z 8.550 kg 6 pc
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INSTALLATION

Do-It-Yourself

AUGGIE LED
MAGNIFIER LAMP

TECHNICAL SPECIFICATIONS

Operating voltage: 240V / 50Hz

Output: 12V DC 0.42A (SELV)

Class: Lamp: Class III (3)
DC Power Supply: Class II (2)

Wattage: 6W Total

Lumens: 400 Total Lumens

Light adjustable: 5000K Natural White

Magnification: 2.25x dioptre
5.0x dioptre

Dimming: 10%, 25%, 75%, 100%

Colour rendering index: > 80

Construction: Head: ABS plastic
Neck: Heatshrink silicone
Base: Polycarnonate

Plug and Cord: 2-Pin, 1.8m length

Warranty: 2 year replacement

Standards: AS/NZS 60598.1
AS/NZS 60598.2.4


