
Thank you for buying the OLPRO Wichenford Breeze tent. We are positive you and your family will love using your
 OLPRO BREEZE. We designed it with the Great British weather in mind, giving it an Hydrostatic Head rating 
of 5,000mm and a fully enclosed groundsheet which is twice as thick. The tent also comes with many more features to 
ensure you get the most from your time away. 

Hopefully this short guide on how to erect The Wichenford Breeze, how to put it away and a few key tips on 
looking after your tent will help. If you need further help then check out our website at www.olpro.co.uk  
for videos and further information or you can email us at sales@olpro.co.uk or call 01299 896959.

Always try your tent prior to going away.  
This way you can ensure you are happy with 
the way in which it pitches and you are sure 
you have everything in order to erect the tent.

When selecting your tent pitching area always 
try to pitch on a flat area away from trees  
and make sure the ground is free from  
stones and branches.

Within The Wichenford Breeze tent bag you 
will find The Wichenford Breeze outer with 
ground sheet attached, bedroom inners, two 
metal spiked canopy poles, the all important 
pump and a bag of pegs.  

ERECTING YOUR TENT 
When you remove your tent from the tent bag take note of how it is 
packed as this will help when you come to pack the tent away.

S T E P  O N E  
Lay the tent out flat with the groundsheet facing the ground and the 
door facing the desired position. Peg the four corners of the tent out.

Take the pump and connect the adaptor and the dump valve between 
the pump hose. Find the first valve and inflate the pole.  Go the 
second pole and do the same. You should work your way along the 
Wichenford Breeze inflating each one until all poles are inflated. There 
are five poles in total.

Un-peg one side of the tent and pull it so it’s tight.  Re-Peg and then 
work your way around the tent pegging at all pegging points to keep 
the tent in place. Drive the pegs into the ground at a 45 degree angle.

S T E P  T W O 

 

S T E P  T H R E E 

 

S T E P  F O U R  
Close the tent doors to keep the tent shape and peg out the storm straps.

Inner tents are supplied. They can be hung at either side of The 
Wichenford Breeze. You can fix just one, two or all three, depending on 
how many people are using the tent. 

Take the first inner tent and using the toggles around the outside of inner 
tent attach it to the loops at either side. The door of the inner tent should 
be facing outwards and the thick black groundsheet of the inner tent 
should be on the floor. 

To make it easier some of the rings are colour coded to match those on 
the inner tent. There is, on the groundsheet, in front of the inner tent a 
small plastic clip. This clips to the buckle on the floor of the tent to keep 
the inner tent in place. 

You can either remove the inner tents and fold away or keep them 
attached inside the tent. If you leave them in the tent leave the inner doors 
open has this will allow air to escape when folding away. Unpeg all the 
storm straps and  tie them back up.

Unscrew the valves fully from each pole and allow the Wichenford Breeze 
to deflate.  Be careful if you do unscrew them fully as it is likely to make a 
large ‘popping’ noise.

Leave all of the doors and windows open to allow air to escape. Fold the 
tent to the same width as the carry bag. This is very important. Now you 
should be able to roll the tent. Always try to roll towards an open tent door 
as this will push the air out of the tent, whilst rolling. When the tent is 
completely rolled tie the tent ties around it and place it into the bag. 

S T E P  F I V E  

You can use the canopy poles as and when needed to create a canopy 
using the door and the poles. Simply assemble the canopy poles by sliding 
the three poles together. 

Place one of the supplied guy lines around the small, thinner metal end of 
the canopy pole, using the loop on the guy line. Open either the front or 
rear door and place the thin metal end, with the guy line now attached, 
through one of the holes at the bottom of the door on either the left or the 
right hand side. 

Peg out the guy line and repeat this process for the second canopy pole on 
the other side of the door. Tension the two guy lines using the alloy guy 
line runners.

C A N O P Y  P O L E S

 

 

 

PUTTING THE TENT AWAY 
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M A I N T E N A N C E  

Always make sure your tent is dry and clean before packing away for 
long periods of time, as this will damage the tent if not.

Condensation could occur on the inside of the tent, to help reduce this 
you should remove any wet clothing or shoes and make sure the tent is 
well ventilated it will also help using a tent  footprint.

*Condensation should not be confused with leakage*  

Only clean your tent with water and do not use any kind of detergent, 

 

as this will damage the material and affect the waterproofing.

The Wichenford Breeze is made from OLTech 5000, a highly waterproof 

 

material and comes with taped seams so it is important to reapply a 
waterproofing spray and seam sealer at regular intervals to keep your 

 

tent constantly waterproof.

UV rays will damage the tent material if exposed  
to direct sunlight for longer periods of time.


