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FEATURES

• Accurate, reliable 
volumetric infusion 
of a range of fluids

• Advanced 
programming 
options for each 
channel

• User-input volume 
to be infused 
(VTBI) and duration 
(infusion time) 
automatically 
calculates flow rate

• Delayed start function 
allows user to 
preprogram an 
infusion up to 23 
hrs 59 min later

• Multidosing option 
to preprogram up 
to 24 infusions with 
the same rate and 
VTBI over a 24 hour 
period

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 12 in             
(30.5 cm)

• Width: 14.75 in (37.5 
cm)

• Depth: 7.5 in (19 cm)

• Weight: 26.5 lbs     
(12 kg)

MODES

• Independent Operation: A standalone unit with 
no computer interface.

• Monitor Operation: The PC-4 controls the 
infusion process, while a host computer monitors 
the unit’s operation.

• Computer Control Operation: The PC-4 is 
controlled by a host computer which sets 
infusion parameters and also monitors the unit’s 
operation.

• All four channels are capable of independent 
programming and delivery rates.
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The Alaris CareFusion IMED Gemini PC-4 is a 
powerfully versatile four-channel volumetric 
infusion pump and controller unit which 
allows for independent and accurate 
automatic infusion of fluids, intravascular 
drugs, whole blood, and packed red blood 
cells.

Advanced features and computing options 
help prevent user errors and improve safety.

• Care provider can 
use advanced drug 
calculation feature 
to enter either the 
desired drug dose 
or the desired flow 
rate and unit will 
calculate the correct 
course of therapy

• Dynamic pressure 
display shows 
in-line operating 
pressures

• Peristaltic action in 
both the pump and 
controller mode

• Pressure history 
shows previous 
two hours of 
average pressure 
measurements 
in two-minute 
increments

POWER

• AC: 90 - 130 VAC, 50-
60 Hz, 10 W

• Battery: Internal Re-
chargeable Battery.

• Battery Life: 4 hrs,  
all infusing at 125 
mL/hr

DISPLAYS
• LCD: Easy to read display organizes info well

• LED: Two 4-digit rate displays with “walking” digit

Alaris CareFusion 
IMED Gemini PC-4


