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FEATURES

• PCA and Pump 
Syringe combined 
into one platform

• Common user 
interface across 
entire Alaris BD 
CareFusion line 
simplifies use 
and reduces 
opportunities for 
user-error

• Indicated for use with 
Adults & Pediatrics

• SpO2 and EtCO2 
monitoring 
modules available 
to allow caregiver 
to automatically 
pause PCA infusions 
should patients fall 
below user-defined 
respiratory target 

• Wireless connectivity 

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 8.8 in           
(22.4 cm)

• Width 35.2 in         
(17.9 cm)

• Depth: 9 in              
(22.9 cm)

• Weight: 7.2 lbs        
(3.2 kg)  

BENEFITS
• Memory: Patient data, event and error logs are 

stored in flash memory, held indefinitely or until 
overwritten. Module-specific parameters stored 
for 8 hours after unit is powered down.

• Network: Easily integrates into your facility’s 
wireless network and passes information 
between Alaris System devices and the Alaris 
Systems Manager.

• Managers: Consistency throughout entire Alaris 
line reduces chance of user-error and decreases 
training time. Robust, scalable workstations are 
designed to be upgradeable for a long life cycle.
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The CareFusion Alaris 8015 PCU stands 
at the core of the modular Alaris patient 
monitoring system. 

It offers an intuitive user interface that spans 
the entire Alaris range for easy programming 
of infusions and patient monitoring, making 
point of care interactions easier, allowing 
your care providers to focus on patient care, 
not machine management.

• Powerful analytics 
help clinicians make 
quick, informed 
treatment decisions 
and promote 
patient safety

• Designed to be easily 
scalable as your 
needs change

• Exceptional versatility 
lets you customize 
units to perfectly 
suit your hospital’s 
needs

• Guardrails Medley 
software offers 
unparalleled patient 
protection and 
prevention of user-
introduced IV errors

• Backup battery 
enabled. Time 
varies depending on 
modules in use

POWER

• Battery Capacity: 
depends on the 
number of modules 
hooked up and IV 
flow rate. Generally, 
expect something 
between 3 - 6 hours 
at 25 mL/h

DISPLAY

• Type: Color LCD; Soft keys; sealed numeric keypad 
for easy input

BD CareFusion 
Alaris PCU 8015


