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FEATURES

• Easy-to-read 12.2” TFT 
-LCD display

• Indicated for use with 
Adults, Pediatrics, 
and Neonates

• Connects to the 
Infinity Network via 
the Infinity Docking 
Station, DirectNet, 
or wireless adapter

• User-configurable 
alarm upper and 
lower limits

• Wired to wireless 
networking for easy 
information sharing

• 24 hours of trended 
parameter data 
storage for your 
patient

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 10.7 in    
(27.2 cm)

• Width: 15.1 in         
(38.4 cm)

• Depth: 7.5 in  (19 cm)

• Weight: 6.7  lbs     
(3.1 kg)

DID YOU KNOW?

• Network Flexibility: As part of the Drager Infinity 
Network, the Drager Infinity Delta patient monitor 
works perfectly on its own, but can also be 
connected to the wider network.

• Optional Accessories: Drager patient monitors 
come with a wide range of optional accessories 
to serve virtually every monitoring need in your 
hospital area.

• Patient Types: Not all patients have the same 
monitoring needs. Be sure to check your user 
manual for Adult, Pediatric, and Neonatal range 
limits.
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The Drager Infinity Delta patient monitor  
combines robust standalone monitoring 
capabilities with the ability to easily scale up 
and access Drager’s Infinity Network for the 
ultimate in flexibility.

Pick and Go® technology means your patient 
gets to keep the same monitor throughout 
the course of their treatment, no matter 
where they go for treatment or transport.

• Patented Pick and 
Go® technology 
allows the same 
monitor to stay with 
your patient at their 
bedside and during 
transport, so you 
have continuous 
monitoring and 
data collection 
available.

• Works as a 
standalone patient 
monitor or can be 
connected to the 
Infinity Network for 
maximum flexibility 
in your monitoring 
options.

• Scales up using 
Infinity pods and 
software options

POWER

• AC: 100 to 240 V AC, 
3 A, 50-60 Hz

• Battery: Lithium-ion, 
rechargeable 

• Charging Time: 6.5 
hrs

DISPLAY

• LCD: TFT-LCD, 8.3” x 6.2”; 640 x 480 px resolution; 
5 channels standard - 6-8 optional

Drager 
Infinity Delta


