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FEATURES

• GE EK-Pro arrhythmia 
analysis

• Indicated for use with 
Adults, Pediatrics, 
and Neonates

• 12.1’’ crystal-clear 
monitor displays up 
to six waveforms 
simultaneously

• GE DINAMAP® 
SuperSTAT non-
invasive blood 
pressure

• 72-hour trend display 
with graphical and 
numerical data 
to review patient 
progress

• GE Datex-Ohmeda 
compact CO2 
sidestream 
measurement

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 12.6 in    
(31.2 cm)

• Width: 12.6 in         
(31.2 cm)

• Depth: 6.2 in        
(15.8 cm)

• Weight: 15.4  lbs      
(7 kg)

DID YOU KNOW?

• Network Flexibility: Designed for seamless 
use within the CARESCAPE™ Network and S/5 
Network environments

• Optional Accessories: GE patient monitors come 
with a wide range of optional accessories to 
serve virtually every monitoring need in your 
hospital area.

• Patient Types: Not all patients have the same 
monitoring needs. Be sure to check your user 
manual for Adult, Pediatric, and Neonatal range 
limits.
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The GE B40 patient monitor gives healthcare 
providers a robust, reliable, steady flow of 
critical patient information that enables 
users to have all the data they need for 
clinical decision making for patients.

Used in physician offices, clinics, hospitals 
and surgery centers, the GE B40’s intuitive 
interface, network capability, and small size 
make it the choice for patient monitoring.

• Capability to work 
in CARESCAPE™ 
Network and S/5 
Network 

• GE SpO2 oxygen 
saturation 
monitoring 
(Nellcor™ OxiMax™ 
SpO2 and Masimo 
SET® SpO2 
optional) 

• Intuitive menus and 
one-button access 
to commonly-used 
functions

• Modular design 
of CO2 function 
enables shared-use 
applications

• Streamlined design 
easily fits into 
crowded spaces

POWER

• AC: 100 to 240 VAC, 
50-60 Hz, 150 VA

• Battery: Lithium-ion, 
rechargeable 

• Capacity/Charging 
Time: 4.5 hrs/2 hrs

DISPLAY

• LCD: Color LCD, 12.1” diagonal; 800 x 600 px 
resolution SVGA; 6 channels standard
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