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FEATURES

• Monitor, record, and 
alarm important 
patient vital signs: 
RESP, SpO2, CO2, 
ECG, NIBP, IBP, 
TEMP, ST segment, 
Arrhythmia 
detection, SvO2, 
Apnea, Airway 
gases, BIS, EEG, 
NMT and more

• Intuitive interface is 
easy to use, takes 
less training time, 
and helps improve 
patient care while 
reducing the risk of 
user-errors.

• Flexible options 
for software, 
hardware, add-ons, 
and parameter 
configuration make 
this suitable for 
most needs.

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 3.6 in           
(9.1 cm)

• Width 15.8 in            
(40.1 cm)

• Depth: 13.4 in         
(34 cm)

• Weight: 16.5 lbs          
(7.5 kg)  

BENEFITS
• Vitals: Monitor, record and receive alarms for 

RESP, SpO2, CO2, ECG, NIBP, IBP, and Dual-
channel TEMP, advanced airway gases, neurology 
and more with additional parameter modules.

• Clinical Support: Includes decision making  
support for ECG, Anesthesia, Cardiology, Apnea, 
NICU patients, and access to electronic records.

•  Managers: Simple interface and easy to read 
display reduces the chance of user-error and 
decreases training time. Flexible monitor is 
designed to take care of monitoring needs in 
your highest acuity areas.
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The multi-parameter GE CARESCAPE B850 
patient monitor is a powerful tool capable of 
meeting the highest acuity patient needs. 

Offering a comprehensive set of 
configurable parameters, it integrates 
seamlessly into your existing systems while 
also offering key clinical decision support 
tools to ensure reliable results at every stage 
of patient care.

• User-configurable 
display gives your 
staff flexibility 
to continuously 
monitor patients as 
their needs change

• Suitable for your 
highest acuity 
patients in the 
NICU, CCU, ICU, OR, 
and PACU

• Integrated full-color 
Touchscreen TFT 
LCD display, 6.73” x 
5.1” and 640 x 480 
px resolution

• Indicated for use with 
adult, pediatric, and 
neonatal patients

• Modules add 
increased 
functionality to this 
already powerful 
system

POWER

• Battery: Sealed lead-
acid, rechargeable

• Battery Capacity: 
Approximately 2 hrs

• Time to Recharge: 8 
to 12 hrs

DISPLAY

• Type: Color TFT LCD; 1024 x 768 px resolution

GE Carescape 
B850


