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FEATURES

• The Marquette 
12SL ECG analysis 
algorithm is the 
industry’s most 
clinically validated 
program.

• 12-lead simultaneous 
acquisition

• Four operating 
modes: 
Automatic, 12-lead 
simultaneous; 
Manual, real-
time 6 channel; 
Arrhythmia, 
continuous 
monitoring 
with event 
documentation; 
Stress Test 
(optional)

• Indicated for use with 
Adults & Pediatrics

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 3.7 in         
(9.4 cm)

• Width: 14.5 in         
(37 cm)

• Depth: 12.6 in         
(32 cm)

• Weight: 12.3 lbs       
(5.6 kg)  

BENEFITS
• Clinicians: Hookup Advisor helps avoid poor 

quality ECGs;  Gender-specific Marquette12SL 
ECG analysis algorithm makes it easy to spot (MI) 
in women, even for occasional readers

• Cardiologists: Integrated interpretation of 
12-leads; Advanced algorithms in ECG analysis 
and interpretation; Network capabilities

• Managers: Consistency throughout entire GE 
Marquette ECG series; Automatic functions and 
one-touch operation for acquisition, analysis, 
storage, and printing help reduce errors and 
streamline your workflow; Intuitive interface 
reduces user training time.
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The GE MAC 1200 Marquette cardiograph 
ECG provides 12-lead ECG analysis in a cost-
effective, compact, durable unit. Packed with 
practical features, this unit easily meets the 
needs of hospitals, clinics, physician offices, 
and clinical trials. 

Capable of working in four modes with one-
touch operation, the GE MAC 1200 ST digital  
ECG system is convenient and reliable.

• Gender-Specific 
interpretation of 
ECGs makes it 
easier to detect 
acute myocardial 
infarction in women

• Marquette Hookup 
Advisor signal 
quality analysis 
program monitors 
and checks ECG 
waveforms for 
signs of distortion, 
artifacts, and 
interference.

• Extensive 
customization 
possible for display 
and final-report 
formatting meets 
the exact needs of 
your facility

• 4 user-defined fields 
for patient data

POWER

• AC: 95-240 VAC, 49-
64 Hz

• Battery: NiCAD, 
rechargeable, 18 V, 
1.3 Ah

• Battery Time to 
Recharge: 4 hours

DISPLAY

• Type: Integrated Backlit LCD display; 320 x 240 px 
resolution; configurable,  24 x 40 characters

GE MAC 1200 
ECG System


