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FEATURES

• The Marquette 
12SL ECG analysis 
algorithm is the 
industry’s most 
clinically validated 
program.

• 12-lead simultaneous 
acquisition

• Three operating 
modes: Resting 
ECG, Rhythm, & 
Arrhythmia

• Indicated for use with 
Adults & Pediatrics

• Automatically 
captures 10-second 
ECGs with one-
touch workflow

• Offers online editing 
and re-analysis of 
waveforms

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 15.7 in        
(40 cm)

• Width: 13.8 in         
(35 cm)

• Depth: 5.9 in           
(15 cm)

• Weight: 13.2 lbs       
(6 kg)  

BENEFITS
• Clinicians: Hookup Advisor helps avoid poor 

quality ECGs;  Gender-specific Marquette12SL 
ECG analysis algorithm makes it easy to spot (MI) 
in women, even for occasional readers

• Cardiologists: Integrated interpretation of 
12-leads; Advanced algorithms in ECG analysis 
and interpretation; Network capabilities

• Managers: Consistency throughout entire GE 
Marquette ECG series; Automatic functions and 
one-touch operation for acquisition, analysis, 
storage, and printing help reduce errors and 
streamline your workflow; Intuitive interface 
reduces user training time.

abiomedicalservice.com
info@abiomedical.com

The GE MAC 1600 EKG is intuitively easy to 
use, with a simplified workflow and powerful 
features. Portable and connected to GE’s 
MUSE or CardioSoft networks, the MAC 
1600 is perfect for physicians, clinics, and 
community hospitals.

Three main modes include Resting ECG, 
Rhythm, and Arrhythmia. Optional software 
packages add functions that scale well.

• Gender-Specific 
interpretation of 
ECGs makes it 
easier to detect 
acute myocardial 
infarction in women

• Marquette Hookup 
Advisor signal 
quality analysis 
program monitors 
and checks ECG 
waveforms for 
signs of distortion, 
artifacts, and 
interference.

• Seamless MUSE 
and CardioSoft 
connectivity 

• 100 ECGs stored 
locally plus SD card 
for offline storage 
or transmission

POWER

• AC: 100-240 VAC, 50-
60 Hz

• Battery: Lithium-Ion, 
rechargeable, 16.4 
V, 2300 Ah

• Battery Capacity: 3 
2.5 hrs; 50 1-page 
reports

DISPLAY

• Type: Integrated 7” TFT LCD display; 800 x 480 px 
resolution; VGA port for external CRT monitor

GE MAC 1600 
ECG System


