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FEATURES

• The Marquette 
12SL ECG analysis 
algorithm is the 
industry’s most 
clinically validated 
program.

• 10-, 12-lead 
simultaneous 
acquisition

• Marquette 12SL ECG 
analysis algorithm 
is the same found 
throughout GE 
Marquette family of  
ECG devices

• Hallmark system 
known for 
uncompromising 
quality and 
reliability

• Security protocols 
meet HIPAA laws

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 3.7 in         
(9.4 cm)

• Width: 14.5 in         
(37 cm)

• Depth: 12.6 in         
(32 cm)

• Weight: 12.3 lbs       
(5.6 kg)  

BENEFITS
• Clinicians: Hookup Advisor helps avoid poor 

quality ECGs;  Gender-specific Marquette12SL 
ECG analysis algorithm makes it easy to spot (MI) 
in women, even for occasional readers

• Cardiologists: Integrated interpretation of 10- 
and 12-leads; Confidence in the industry’s most 
clinically validated ECG analysis program

• Managers: Consistency throughout entire GE 
Marquette ECG series; Barcode & Magnetic 
readers help reduce errors and streamline data 
input; Optional communications package allows 
you to use GE’s MUSE cardiology information 
system for a more integrated, fast workflow
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The GE MAC 3500 Marquette cardiograph 
uses GE’s Marquette 12SL ECG analysis 
algorithm, the industry’s most clinically 
validated and relied upon program. 
It’s standard throughout the whole GE 
Marquette EKG machine series and includes 
support for Pediatrics and Gender-Specific 
analysis.

Flexible, user-configurable, and scalable.

• Gender-Specific 
interpretation of 
ECGs makes it 
easier to detect 
acute myocardial 
infarction in women

• Marquette Hookup 
Advisor signal 
quality analysis 
program monitors 
and checks ECG 
waveforms for 
signs of distortion, 
artifacts, and 
interference.

• Extensive 
customization 
possible for display 
and final-report 
formatting meets 
the exact needs of 
your facility

• Indicated for use with 
Adults & Pediatrics

POWER

• AC: 95-240 VAC, 49-
64 Hz

• Battery: NiCad, 
rechargeable, 18 V, 
1.3 Ah

• Battery Charge 
Time: 4 hrs

DISPLAY

• Type: Integrated Backlit AM LCD display; 640 x 480 
px resolution; very configurable,  6.5” diagonal

GE MAC 3500 
ECG System


