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FEATURES

• 8.4” Full-color, high-
resolution TFT LCD 
touchscreen display 
with easy-touch 
keys

• Manual, automatic, 
or user-
customizable NIBP 
measurements 
offer flexibility for 
a range of clinical 
care areas

• SpO2 options include 
Masimo SET® or 
Nellcor Oximax®

• Temperature options 
include Exergen 
Temporal Scanner™ 
and Mindray 
SmarTemp™

• Hardwired/Wireless 
EMR connectivity

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 10.2 in           
(25.9 cm)

• Width 6.9 in            
(17.5 cm)

• Depth: 6.9 in         
(17.5 cm)

• Weight: 5.5 lbs          
(2.5 kg)

BENEFITS
• Vitals: Monitor, record and receive alarms for 

SpO2, NIBP, and TEMP. 

• Clinical Support: Option for low flow sidestream 
CO2 and central monitoring connectivity to 
quickly identify respiratory distress in patients. 
Integrated MEWS helps with clinical decisions.

•  Managers: Simple interface and easy to read 
display reduces the chance of user-error and 
decreases training time. Advanced connectivity 
adds support to clinicians and increases the 
number of care areas this unit can be used in. 
Optional Barcode Scanning feature streamlines 
workflow and reduces patient data errors.
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The Mindray Accutorr 7 patient vital 
signs monitor offers convenient patient 
monitoring for low acuity areas. Use for 
spot checking or continuous monitoring, 
this unit assesses patients’ NIBP, SpO2, and 
Temperature.

The Accutorr 7 has low-flow sidestream CO2 
and central monitoring connectivity, and 
integrated early warning clinical support.

• MEWS (Modified Early 
Warning Score) 
supports users in 
making effective 
clinical decisions

• Manual input 
of patient 
data including 
respiration rate 
(RR), level of 
consciousness, pain 
level, glucose level, 
and fluids

• Barcode scanner 
for patient ID 
information and 
input, supports ID 
and 2D barcodes 
(optional)

• Compatible with 
Covidien® 
Microstream™ 
FilterLines™

POWER

• AC: 100-240 VAC, 50-
60 Hz, 1.3-0.5 A

• Battery: Lithium-Ion, 
rechargeable, 

• Battery Capacity: 
Approximately 8 hrs

DISPLAY

• Type: Color TFT LCD; Touchscreen, 8.4 inch 
diagonal, high-resolution, easy-touch keys

Mindray
Accutorr 7


