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FEATURES

• Monitor, record, and 
alarm important 
patient vital signs: 
RESP, SpO2, CO2, 
ECG, NIBP, IBP, 
TEMP, ST segment, 
Arrhythmia 
detection, SvO2, 
Apnea, Airway 
gases, BIS, EEG, 
NMT and more

• Intuitive interface is 
easy to use, takes 
less training time, 
and helps improve 
patient care while 
reducing the risk of 
user-errors.

• 3-, 5-, and 12-lead 
monitoring

• Can be used with 
optional BeneLink 
module for 
anesthesia/vent

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 14.6 in           
40 cm)

• Width 15.7 in            
(37 cm)

• Depth: 7.6 in         
(19.3 cm)

• Weight: 31.9 lbs          
(14.5 kg)

BENEFITS
• Vitals: Monitor, record and receive alarms for 

RESP, SpO2, CO2, ECG, NIBP, IBP, and Dual-
channel TEMP, advanced airway gases, neurology 
and more with additional parameter modules.

• Clinical Support: Includes decision making  
support for ECG, Anesthesia, Cardiology, Apnea, 
NICU patients, and access to electronic records.

•  Managers: Simple interface and easy to read 
display reduces the chance of user-error and 
decreases training time. Flexible monitor is 
designed to take care of monitoring needs in 
your highest acuity areas.
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The Mindray BeneView T8 patient monitor
offers comprehensive uncluttered, easy 
to read viewing of a wide range of patient 
information to assist your staff in critical 
clinical decision making moments.

The BeneView T8 patient monitor offers 
extensive monitoring parameters, remote 
system information, specialized applications 
and user-configurable parameters.

• User-configurable 
display gives your 
staff flexibility 
to continuously 
monitor patients as 
their needs change

• Suitable for your 
highest acuity 
patients in the 
NICU, CCU, ICU, OR, 
and PACU

• Integrated full-color 
17” Touchscreen 
TFT LCD display, 

• Indicated for use with 
adult, pediatric, and 
neonatal patients

• Modules add 
increased 
functionality to this 
already powerful 
system

POWER

• AC: 100-240 VAC, 50-
60 Hz, 2.8-1.6 A

• Battery: 2, Lithium-
Ion, rechargeable, 
11.1 VDC, 4.5 Ah

• Battery Capacity: 
Approximately 330 
minutes 

DISPLAY

• Type: Color TFT LCD; Touchscreen, 17 inch 
diagonal, 1280 x 1040 px, up to 12 waveforms

Mindray
BeneView T8


