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FEATURES

• Portable, with 
integrated power 
supply for transport

• Monitor, record, and 
alarm important 
patient vital signs: 
RESP, SpO2, CO2, 
ECG, NIBP, IBP, 
TEMP

• Dual-channel 
temperature

• Vibrant color screen 
for easy readability

• Integrated thermal 
array recorder/
printer capable of 
printing 3 recorded 
waveforms

• LED alarm indicators: 
Alarm (yellow and 
red), AC power 
(green), Battery 
indicator (green)

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 9.5 in           
(24 cm)

• Width 10.2 in          
(26 cm)

• Depth: 6.7 in         
(17.1 cm)

• Weight: 11 lbs          
(5 kg)  

BENEFITS
• Vitals: Monitor, record and receive alarms for 

RESP, SpO2, CO2, ECG, NIBP, IBP, and Dual-
channel TEMP. Portability makes continuous vital 
sign monitoring easy during transfers.

• Recorder/Printer: Integrated thermal dot array 
recorder shows 3 waveforms with a recording 
rate of 22mm/s, 50mm/s. Horizontal resolution is 
160 dots/cm, while Vertical is 80 dots/cm.

• Managers: Simple interface and easy to read 
display reduces the chance of user-error and 
decreases training time. Tough, portable monitor 
is designed to take care of monitoring needs in 
pre-op, medical/surgical areas, and on the floor.
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The Mindray DPM4  portable, multi-
parameter patient monitor is there for your 
patient every step of they way. Perfect for 
use at the bedside or during transport, this 
monitor works well in pre-operative and 
medical/surgical areas, as well as on the 
general floor.

High resolution color display clearly shows 
continuous monitoring of critical vital signs.

• User-configurable 
display gives your 
staff flexibility 
to continuously 
monitor patients as 
their needs change

• Indicated for use in 
Adult, Pediatric, and 
Neonatal patients

• Suitable for pre-
op, med/surg 
departments, 
general floor, and 
transport

• Integrated full-color 
TFT LCD display, 
8.4” and 800 x 600 
px resolution

• Compact size and 
simple interface 
provide key core 
capabilities in an 
intuitive design

POWER

• AC: 100-240 V, 50-60 
Hz, 1.1 -0.5 A

• Battery: Lithium-Ion 
or sealed lead-
acid,rechargeable

• Time to Shutdown: 
>5 min after first 
low power alarm

DISPLAY

• Type: Color TFT LCD; User-configurable, easy to 
read, 8.4” diagonal, 800 x 600 px resolution
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