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FEATURES

• AED Mode easily 
guides BLS 
users safely and 
effectively through 
the defibrillation 
process

• M3860A offers 
configurable on-
screen ECG and 
Manual Mode

• Automatically 
analyzes the 
patient’s heart 
rhythm and advises 
user whether or 
not the rhythm is 
shockable

• Automatically arms 
the Shock button, 
when necessary, 
and instructs BLS 
user to press it to 
deliver a shock

• AED & Manual Mode 

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 2.6 in         
(6.6 cm)

• Width: 8.6 in        
(21.8 cm)

• Depth: 8.6 in         
(21.8 cm)

• Weight: 4.7  lbs     
(2.1 kg)

MODES & SUPPORT FOR USERS

• Semiautomatic/Advisory AED Mode: Provides 
BLS users with the necessary tools to provide 
lifesaving treatment, voice and message prompts 
help user through defibrillation process with 
ease.

• Manual Mode: (M3860A) offers Manual Override 
Mode and configurable on-screen ECG display 
for more advanced Life Support users.

• SMART Analysis helps BLS users by analyzing the 
patient’s ECG and using its algorithm to decide if 
a shock should be delivered.
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The Philips HeartStart FR2+ AED 
defibrillator is designed for easy, reliable 
use by BLS trained responders. Intuitive 
design, pad placement diagram and a simple 
interface make this perfect for users in 
public spaces. 

Two models (M3860A) / (M3861A) have same 
basic features but the first has configurable 
ECG on screen and Manual Mode.

• Infrared (IR) 
communications 
port can transfer 
data directly to 
or from another 
device.

• Tough and transport-
ready for easy 
treatment of cardiac 
patients 

• Rugged, weatherproof 
design protects unit 
when operating in 
wet conditions.

• Data Card: 8 hrs ECG/
event data 

• Patient data can 
be exported to a 
PC and analyzed, 
archived, or stored 
using CODERUNNER  
software on 
a compatible 
computer

POWER

• Battery: 12 VDC 
4.2 Ah, Lithium 
Manganese Dioxide; 
Not rechargeable

• Capacity: 300 shocks 
or 12 hours of 
operating time

DISPLAYS

• LCD: High-Resolution Backlit LCD, 2.3 in x 2.8 in 
(5.8 cm x 7 cm)

Philips HeartStart 
FR2+


