
Defibrillator

Fully networked 12-Lead 
monitor/defibrillator

2214 North Pleasant Avenue
Fresno, CA 93705 USA
Call: +1-800-910-1422
M - Sat ·  8 AM - 6 PM PDT

FEATURES

• 5 hours of monitoring 
w/ECG, SPO2, CO2, 
Temperature, Two 
invasive pressures 
monitored 
continuously, NBP 
checked at 15 min 
intervals, and  20 
200J discharges.

• 3.5 hours of 
monitoring with 
ECG, SpO2, CO2, 
Temperature, Two 
invasive pressures 
monitored 
continuously, NBP 
checked at 15 
minute intervals, 
and pacing at 
180ppm at 160mA

• 12-Lead data 
transmission

• Strip chart printer

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 11.7 in (29 
cm)

• Width: 12.4 in (31cm)

• Depth: 8.3 in (21 cm)

• Weight: 13.2 lbs (6 
kg)

OPTIONS

• Monitoring Capabilities: 12-Lead monitoring of 
patient ECG, SpO2, CO2, Temperature, Pressures, 
NBP, Arrhythmia monitoring

• Defibrillator: Biphasic truncated exponential 
waveform adjusts in relation to patient 
impedance. Output energy is from 1 - 200 J (50 J 
for internal use) AED Mode is 150 J into a 50 ohm 
load.

• Charge: Less than 5 seconds to 200 J delivered 
via shock paddles or defib electrode pads. Quick 
shock is ready less than 10 seconds after CPR 
stops.

abiomedicalservice.com
info@abiomedical.com

The Philips HeartStart MRx defibrillator 
is a fully scalable and clinically networked 
solution for crash carts or critical 
care transport. 12-Lead agnostic data 
transmission capabilities make sure you 
connect with your team no matter where 
they are or what technologies they use.

“Plug and play” capabilities make patient 
hand-off easy and secure.

• Audible and visible 
battery indicators 
let you know status 
of battery capacity

• Alarm when 6 
maximum energy 
discharges remain

• Internal Storage: 12 
hours continuous 
ECG waveform 
history saved

• Up to 55 event 
summaries saved to 
internal logs

• External Storage: 240 
MB/60 events

• Quick Shock is less 
than 10 seconds 
from CPR stoppage 
to shock delivery

• Batch/LAN data 
transfer to base

POWER

• Battery: 6.0 Ah, 14.8 
V, rechargeable 
lithium ion battery

• Battery Life: 5 hrs 
monitoring w/ECG, 
SpO2, CO2, temp, & 
20 200J discharges

DISPLAYS
• LCD: 8.5 inch diagonal color display, 640 x 480 px 

resolution, 5 sec waveform viewing time

Philips HeartStart 
MRx Defibrillator


