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FEATURES

• Input device for 
screen navigation 
is a Touchscreen 
or integrated 
Navigation Point. 

• Indicated for use with 
Adults, Pediatrics, 
and Neonates

• Large, uncluttered 
display allows 
users to check vital 
information easily

• Multi-Measurement 
Server Compatible

• Actionable 
information for staff 
via Clinical Decision 
Support (Online 
Electronic Help 
Portal)

• Event Surveillance 
correlates up to 
four parameters 

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 13 in  (33 cm)

• Width: 14 in         
(36.5 cm)

• Depth: 8.5 in            
(21.7 cm)

• Weight: 19  lbs       
(8.6 kg)  

DID YOU KNOW?

• Network Flexibility: Designed for seamless use 
within Philips’ enterprise-wide network feature. 
View real-time physiologic data on the same 
screen with a host of clinical review applications.

• Optional Accessories: Philips patient monitors 
come with a wide range of optional accessories 
to serve virtually every monitoring need in your 
hospital area.

• Patient Types: Not all patients have the same 
monitoring needs. Be sure to check your user 
manual for Adult, Pediatric, and Neonatal range 
limits.
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The Philips IntelliVue MP50 patient monitor 
gives healthcare providers a  portable, in-
hospital transport solution that’s networked 
and integrated for all your patient 
monitoring needs. 

It’s light, rugged, and comes with extremely 
flexible Touchscreen configuration options, 
networked access to powerful clinical 
support tools, and a 5 hour battery life.

• Networked patient 
monitors with 
portal technology

• Designed for 
portability and use 
in intermediate care 
areas 

• 4 slots for integrated 
measurement 
modules

• 4 or 6 (optional)
waveforms on 
display at once

• Alarm Review saves 
and displays alarms 
simultaneously 
so you can assess 
patient’s alarm 
history easily

• High-resolution 
trends can be 
configured as 
moving trace waves

POWER

• AC: 100 to 240 VAC, 
50-60 Hz

• Battery: 2, Smart 
Battery 10.8V, 6000 
mAh, Lithium-ion

• Battery Life: 5 hrs

DISPLAY

• Type: Integrated 12” TFT LCD touchscreen SVGA 
display, 800 x 600 px resolution, Up to 6 waves

Philips
IntelliVue MP50


