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Great for Any Care Setting
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FEATURES

• Screen navigation 
with SpeedPoint, 
Remote SpeedPoint, 
Mouse, or PS/2-
compatible device

• Indicated for use with 
Adults, Pediatrics, 
and Neonates

• Large, uncluttered 
display allows 
users to check vital 
information easily

• 10 pre-set screen 
configurations to 
match every need

• Actionable 
information for 
anesthesiologists 
via Clinical Decision 
Support (Online 
Electronic Help 
Portal)

• Uninterrupted patient 
monitoring

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 15.9 in     
(40.5 cm)

• Width: 14.2 in         
(36 cm)

• Depth: 6.7 in            
(17 cm)

• Weight: 22  lbs       
(10 kg)  

DID YOU KNOW?

• Network Flexibility: Designed for seamless use 
within Philips’ enterprise-wide network feature. 
View real-time physiologic data on the same 
screen with a host of clinical review applications.

• Optional Accessories: Philips patient monitors 
come with a wide range of optional accessories 
to serve virtually every monitoring need in your 
hospital area.

• Patient Types: Not all patients have the same 
monitoring needs. Be sure to check your user 
manual for Adult, Pediatric, and Neonatal range 
limits.
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The Philips IntelliVue MP60 patient monitor 
gives healthcare providers a robust, scalable 
platform for information management that’s 
easy to use, reliable, and configurable to 
each area’s specific needs.

The IntelliVue family improves information 
flow, contributing to quicker therapeutic 
turnaround times and more comprehensive 
data for clinical decision making.

• Networked platform 
across entire 
hospital enterprise

• Designed for NICU, 
anesthesia, peri-
operative care, and 
CCU environments

• Redesigned user 
interface is easier 
to use in hectic 
environments

• Streamlined design 
easily fits into 
crowded spaces

• Fast startup

• User-configurable 
alarms and monitor

• Advanced Event 
Surveillance 
correlates up to 4 
parameters from 
monitor

POWER

• AC: 100 to 240 VAC, 
50-60 Hz

• Power 
Consumption: Less 
than 145 W

• Current: 0.7-1.6 A

DISPLAY

• Type: Integrated Color XGA, 12” x 9” (30.4 cm x 
22.8 cm), 1024 x 768 px resolution

Philips
IntelliVue MP60


