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FEATURES

• Transmit 12-lead 
ECGs from the field 
to improve patient 
outcomes

• LIFENET® STEMI 
Management 
offers seamless, 
secure ECG data 
exchange between 
prehospital, ED, & 
PCI centers

• CODE-STAT™ 7.0 Data 
Review Software 
with Advanced CPR 
Analytics annotates 
chest compressions 
onto ECG reports 
for AHA compliance

• DT EXPRESS™ data 
transfer software 
runs on Windows & 
lets you add critical 
event/waveform 
data to PCs

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 8.4 in       
(21.3 cm)

• Width: 10.3 in      
(26.2 cm)

• Depth: 10.3 in     
(26.2 cm)

MODES

• AED w/(SAS): Normal capability for BLS users. All 
features available except manual defibrillation, 
synchronized cardioversion, pacing, and access 
to patient records.

• Manual Mode: Provides normal operating 
capability for ALS (Advanced Life Support) users. 
Allows access to manual mode energy selections 
up to 360J, synchronized cardioversion and 
pacing. ECG waveform is displayed.

• Other Modes Include:  Setup Mode, Service 
Mode, Inservice Mode, Archive Mode, Auto Test 
Mode
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The Physio-Control LifePak 12 is a tough 
powerhouse defibrillator/monitor that 
features multi-parameter therapeutic and 
diagnostic functions into one easy to use, 
portable device.  Provides up to 360 J.

The large, easy-to-read screen shows 
graphics, prompts, ECG, NBP, SpO2, EtCO2, 
CO2, ST (Segment Monitoring), Heart Rate, 
and Invasive Pressure (2 channels).

• Generously sized 
screen makes it 
easy to scan clutter-
free waveforms and 
monitoring data

• AED/Manual Mode

• Microstream® 
capnography 
technology 
and FilterLine® 
accessories for 
EtC02 monitoring 
in both intubated 
and nonintubated 
patients.

• MASIMO SET® pulse 
oximetry provides 
accurate and stable 
O2 saturation 
monitoring

• ST monitoring feature 
alerts you to 
changes in patient’s 
ST measurement

POWER

• AC: 90-132 VAC, 
50/60 Hz, 198-264 
VAC 50/60 Hz, total 
draw < 120 VA

• Battery: Lithium-
ion rechargeable 
battery 

DISPLAYS
• LCD: LCD (4.53 in x 3.4 in); 320 x 240 px resolution 

color active LCD

Physio-Control 
LifePak 20e


