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FEATURES

• AED Mode easily 
guides BLS 
users safely and 
effectively through 
the defibrillation 
process

• Can deliver up to 360 
Joule shocks

• Automatically 
analyzes the 
patient’s heart 
rhythm and 
decides if there is a 
shockable rhythm 
or not 

• Automatically arms 
the Shock button, 
when necessary.

• Extensive voice & 
visual prompting 
help walk user 
through a stressful 
defibrillation 
process

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 2.75 in (7 cm)

• Width: 6.88 in       
(17.5 cm)

• Depth: 8.25 in         
(21 cm)

• Weight: 3.5  lbs     
(1.6 kg)

MODES & SUPPORT FOR USERS

• AED Mode: Provides inexperienced BLS users 
with the necessary tools to provide lifesaving 
treatment. Calm, clear voice, message, and 
audible prompts help the user throughout the 
entire defibrillation process with ease. Targeted 
toward prehospital treatment. Unit automatically 
determines if a shockable situation exists and 
arms the Shock button without user help.

• Report Types: Quick Reports, Treatment 
Summaries, Event Logs, and Test Logs

• Lock-Out Protection: Prevents users from 
triggering inadvertent defibrillation shock 
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The Welch Allyn AED 10 defibrillator is 
designed for safe, easy-to-use defibrillation 
of cardiac patients in a prehospital setting 
with inexperienced BLS users. Simple 1-2-
3 operation and extensive voice, visual, 
and audible prompts streamline the entire 
defibrillation process and put users at ease 
in stressful situations.

This AED delivers up to 360J via electrodes.

• IR data transmission 
to software-
equipped PC or 
compatible printer

• Tough and transport-
ready for easy 
treatment of cardiac 
patients 

• Rugged, splash proof 
design protects unit 
when operating in 
wet conditions.

• Data Capacity: 1 
MB; 250 4-sec ECG 
samples; 3000 time-
stamped events

• Two-button operation

• Electrode diagram 
on front cover for 
correct application

• Continuous event 
recording

POWER

• Battery: LiMnO2, 
12 V, 2.6 Ah, non-
rechargeable

• Capacity: 90 shocks 
at 360 J; 125 shocks 
at 200 J; 150 shocks 
at 150 J; 6 hrs ECG

DISPLAY

• LCD: Monochrome LCD Display (Backlit); 2.1” x 
1.42”; 160 x 100 px resolution

Welch Allyn AED 10


