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FEATURES

• Portable, with 
integrated power 
supply for transport

• Monitor, record, and 
alarm important 
patient vital signs: 
RESP, SpO2, CO2, 
ECG, NIBP, IBP, 
TEMP

• Dual-channel 
temperature

• Vibrant color screen 
for easy readability

• Propaq CS Smartcuf™ 
algorithm provides 
more accurate NIBP 
readings when 
diminished pulse 
or extreme artifact 
conditions are 
present

• Indicated for use in 
Adult, Pediatric, and 
Neonatal patients

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 8.2 in           
(20.8 cm)

• Width 9.6 in            
(24.4 cm)

• Depth: 5.6 in         
(14.1 cm)

• Weight: 7.6 lbs          
(3.4 kg)  

BENEFITS
• Vitals: Monitor, record and receive alarms for 

RESP, SpO2, CO2, ECG, NIBP, IBP, and Dual-
channel TEMP. Portability makes continuous vital 
sign monitoring easy during transfers.

• Recorder/Printer: Integrated thermal dot array 
recorder shows 3 waveforms with a print speed  
of 6.25-25 mm/s. Up to 3 waveforms: ECG1, P1, 
P2, SpO2, CO2, RESP

•  Managers: Simple interface and easy to read 
display reduces the chance of user-error and 
decreases training time. Tough, portable monitor 
is designed to take care of monitoring needs in 
pre-op, post-op, and intra-facility transport.
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The Propaq CS 242 multi-parameter vital 
signs monitor features a large, full-color 
touchscreen with soft keys and backup 
battery portability for transport between 
patient care areas within your facility.

This user-friendly design is perfect for 
continuous monitoring of adult, pediatric, 
and neonatal patients during conscious 
sedation, pre-op, and post-op care.

• User-configurable 
display gives your 
staff flexibility 
to continuously 
monitor patients as 
their needs change

• Suitable for pre-op, 
post-op, and intra-
facility transport 

• Integrated full-color 
Touchscreen TFT 
LCD display, 6.73” x 
5.1” and 640 x 480 
px resolution

• Five soft keys across 
bottom of display 
with three icon-
labled keys along 
the right side of unit

• 3- and 5-lead ECG 
monitoring

• Able to handle light 
rain conditions for 
short duration

POWER

• Battery: Sealed lead-
acid, rechargeable

• Battery Capacity: 
Approximately 2 hrs

• Time to Recharge: 8 
to 12 hrs

DISPLAY

• Type: Color Touchscreen TFT LCD; Soft keys and 
icon buttons, 6.73 x 5.1 in, 640 x 480 px 
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