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FEATURES

• AED Mode easily 
guides BLS 
users safely and 
effectively through 
the defibrillation 
process

• Lid acts as a passive 
airway support 
to help maintain 
victim’s open airway

• Automatically 
analyzes the 
patient’s heart 
rhythm and 
decides if there is a 
shockable rhythm 
or not 

• Extensive voice & 
visual prompting 
help walk user 
through a stressful 
defibrillation 
process

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 5.25 in    
(13.3 cm)

• Width: 9.5 in         
(24.1 cm)

• Depth: 11.5 in         
(29.2 cm)

• Weight: 6.7  lbs     
(3.1 kg)

MODES & SUPPORT FOR USERS

• AED Mode: Gives BLS users critical tools to provide 
lifesaving treatment. Calm, clear voice, message, 
and audible prompts help the user throughout 
the entire defibrillation process with ease. 

• Manual Mode: Greater control over shock 
intensity and interval for ALS users

• Report Types: Quick Reports, Treatment 
Summaries, Event Logs, and Test Logs

• Lock-Out Protection: Prevents users from 
triggering inadvertent defibrillation shock 
discharges
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The ZOLL AED Plus Defibrillator gives 
BLS users the ultimate support needed to 
give the best possible prehospital cardiac 
care to patients. Real CPR Help gives real-
time feedback on depth and rate of chest 
compressions. 

Unit provides easy, graphic-heavy interface 
and guides users throughout the rescue 
effort, step-by-step.

• Real-time CPR 
feedback helps you 
keep rate and depth 
of compressions to 
optimal numbers 

• A rescue accessory 
package attached 
to every CPR-D-
padz that contains 
items critical to a 
successful rescue

• A back-lit display 
screen that provides 
simultaneous text 
with every audio 
prompt, and a circle 
of lighted graphical 
icons that show 
what to do.

• Display shows 
elapsed time and 
number of shocks 
delivered

POWER

• Battery: 10 Type 
123A Photo Flash 
LMO batteries, non-
rechargeable 

• Capacity: About 250 
shocks/50 shocks 
after Low Battery

DISPLAY

• LCD: Optional LCD with Moving Bar, 2.6” x 1.3” (6.6 
cm x 3.3 cm), Sweep Speed: 25 mm/s

ZOLL AED Plus 
Defibrillator


