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FEATURES

• Only ZOLL Rectilinear 
Biphasic waveform 
has proven clinical 
superiority for 
defibrillation VF in 
high-impedance 
patients

• Superior pacing 
capture rates, lower 
mean capture 
thresholds, less 
muscle artifact, 
and better patient 
tolerance

• AED Mode easily 
guides BLS 
users safely and 
effectively through 
the defibrillation 
process

• Display three traces 
simultaneously 

• Connect to external 
VGA display

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 10.2 in       
(25.9 cm)

• Width: 10.3 in        
(26.2 cm)

• Depth: 8.7 in         
(22.1 cm)

• Weight: 17.2  lbs     
(7.82 kg)

MODES

• Semiautomatic/Advisory AED Mode: Provides 
BLS users with the necessary tools to provide 
lifesaving treatment, voice and message prompts 
help user through defibrillation process with 
ease.

• Manual Override Mode: Provides a normal 
operating capability for ALS users. When 
operating in manual configuration, the device 
operates as a conventional defibrillator
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The Zoll Propaq® M Series CCT provides 
clinically superior resuscitation therapy 
with a proven excellence in VF defibrillation 
of high-impedance patients, better pacing 
capture, and thorough advisory capabilities.

Crashcart and transport-ready, this powerful 
defibrillator/monitor will safely take your 
patients from their hospital bed to the CCU, 
ambulance, or air transport via helicopter.

• Suitable for Infants, 
Pediatrics, and 
Adults

• Tough and transport-
ready for easy 
treatment of cardiac 
patients from 
crashcart to bedside 
or helicopter to 
ambulance.

• AED Advisory Mode 
or Manual Override 
Mode

• Monitor your patient’s 
ECG, EtCO2,  
SpO2, NIBP, IBP, 
Temperature, and 
Heart Rate

• Familiar, intuitive 
and easy-to-use for 
BLS and ALS care 
providers

• User-selectable 
waveform options

POWER

• AC: 100-120 VAC 
50/60/400 Hz, 220-
240 V, 50 Hz, 220 
VA

• Battery: Sealed lead-
acid rechargeable 
battery 

DISPLAYS
• LCD: Active Matrix Color LCD, 6.5 in diagonal, 640  

480 px, 5 mm/sec sweep speed

Zoll Propaq® M 
Series CCT


