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FEATURES

• Monitor 3-, 5-, or 12-
lead ECG waveform 
and heart rate

• Non-Invasive Blood 
Pressure monitoring 
of arterial pressure 
and heart rate 

• Temperature 
monitoring via 
rectal, esophageal, 
or surface 
temperatures. 
Operates 
continuously.

• SpO2 monitoring 
of pulse rate and 
oxygen saturation 
(non-invasive)

• Continuously 
monitors 
respiration (not for 
use as an apnea 
monitor)

QUICK SPECIFICATIONS

DIMENSIONS

• Height: 8.9 in       
(22.6 cm)

• Width: 8.7 in        
(22.1 cm)

• Depth: 6.5 in     
(16.51 cm)

• Weight: 8.5  lbs     
(3.9 kg)

DID YOU KNOW?

• Patient Trends: Up to 24 hrs accumulated patient 
data is saved, logged at 1 min intervals. Can be 
displayed as a Snapshot, configured to alarm 
when set trend states exist, and shows logs of all 
monitored patient vital signs.

• Alarm: High Priority patient alarms (flashing red 
LED); Medium Priority technical alerts (flashing 
yellow LED), Low Priority technical alerts 
(continuous yellow LED).

• Hot-Swappable Battery: Over 7.5 hours of 
monitoring with fully charged battery
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The Zoll Propaq® M unit combines easy, 
intuitive use with rugged portability in this 
patient monitor that was designed for 
military and air medical use. Capabilities 
include ECG, Pulse Oximeter, Non-invasive 
Blood Pressure, IBP, CO2, Temperature, and 
Respiration.

Large, colorful display provides clear 
visibility from a distance and at any angle.

• Suitable for Infants, 
Pediatrics, and 
Adults

• CO2 monitoring 
is non-invasive 
and checks 
carbon dioxide 
concentration 
in expired and 
inspired breath

• Invasive Pressure 
monitoring can 
be made from 
any compatible 
pressure 
transducer. Uses 
include arterial 
blood pressure, 
central venous 
pressure, & 
intracranial 
pressure 
monitoring

POWER

• AC: 100-240 VAC 
50/60/400 Hz 
(@110V)

• Battery: Lithium-
ion rechargeable 
battery 

DISPLAYS
• LCD: LCD TFT; user-adjustable brightness; 640 x 

480 px resolution; standard, high contrast, NVG

Zoll Propaq® M 
Series


