
Installation Guide

Installing the Chute and Cat Flap

Parts Included
Metal Drawer Box with UL Fire Damper

Plastic Litter Pan

Wood Chute

Carpet Square/Double-face Tape

Cat Flap

Turn Latch

(1) #10-24 x 3/4” machine screw/ washer & nut

(3) #10 x 1½” screws

(4) #6 x 1½” screws

(2) #8-32 x 3/8” machine screws

Drawer Handle

Template & Instructions

Step 1. 
Position the template on the exterior wall after deciding the approximate location of the metal drawer box.  Match the “interior finsh 

floor” line on the template with the height of the actual interior floor.  The use of a 4’ level or laser level may be helpful.  If there is less 

than 3 ½” difference between the finished interior floor and the exterior floor, this alignment will not be possible.  If that is the case, 

rest the template’s “lower edge” on the exterior floor.  This will increase the cat flap threshold height of 5 ½” (recommended height for 

an average cat) by the distance between the “interior floor” line on the template and the actual interior floor height.  If the interior 

floors are the same height, the Cat Flap threshold would be 9”. (Sounds a lot harder than it is!)

Step 2. 
Once the template is properly positioned, tape it to the wall on 

each side and draw a line along the entire top edge of the 

template making sure this line is level.  Remove the template.

Tools Required
Drywall saw or utility knife

Electric drill

Phillips screwdriver

1/8” drill bit, 5/32” drill bit

Level or line laser

Measuring tape

Masking tape

Stud Finder

Litter-Garage can be installed by the “do-it-yourselfer” carefully following the 

instructions below.  You must be able to locate wall studs and make certain there 

is no wiring or plumbing in the wall space you have selected for your Litter-Ga-

rage.  Check local building codes before installing.  If you have questions please 

contact us at:  customerservice@LitterGarage.com or call 309-828-9632. 

Product Description – The Litter-Garage system consists of (4) major compo-

nents:  metal drawer box with UL fire damper, plastic litter pan, wood chute and 

cat flap.  The metal drawer box measures approximately 24” wide, 17” deep and 

17” tall.  An additional 15” of clearance is required to open the drawer to clean 

the litter pan.  Litter-Garage will fit any 2x3, 2x4, or 2x6 wall with no modifica-

tions needed to any parts.  If your wall is more than 7” thick, contact us for a 

deeper chute at no charge.

Choosing Location – The metal drawer box can be mounted in a garage, carport, 

porch, or storage room that shares a common wall with an interior space appro-

priate for locating the cat flap.  Mudrooms, laundry rooms, hallways, kitch-

ens—virtually any space can work. Although the Litter-Garage is bug and 

rodent-proof it is not weatherproof and should not be mounted on a wall 

exposed to rain or snow. All installations must comply with local building codes. 

All work described in steps 1 – 6 involves the exterior 

wall surface where the metal drawer box is to be 

installed.  Steps 7-9 involve the interior wall.
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Step 3. 
Locate 2 wall studs (a stud finder may be helpful for this) along 

this line at least 9 apart, but not more than 21”.  The line may 

need to be extended to the right or left for this to happen. 

Lightly mark the edges of each stud just above the line.  

Step 4. 
Align the top edge of the wood chute with the horizontal line 

just drawn.  The chute can be located anywhere along this line 

as long as it is between the two studs just located and there is 

no plumbing or electrical between the studs.  Trace around the 4 

sides of the chute and then set the chute aside.  The traced 

opening should measure 8 7/8” wide by 9 ½” high.

Step 5.
Use a drywall saw, utility knife, or oscillating saw to carefully cut 

out the wallboard.  Do NOT cut through the interior wall.  

Remove any insulation from the opening.

Step 6. 
Insert the chute into this opening until it touches the back of the 

interior wall.  

Trace the inside opening of the chute on the back of the interior 

wall.  

Remove the chute and drill a 1/8” hole through the interior wall 

in each of the 4 corners of the traced outline.
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Step 7. 
To this point, all the work has been done on the outside wall.  

Now, go inside and draw a rectangle connecting the 4 holes just 

drilled.  Make sure the lines are level and the rectangle drawn 

measures 7 7/8” wide by 8 ½” high.  Cut along the lines and 

remove this section of interior wall.

Step 8. 
Connecting the cat flap to the chute – Insert the chute from the 

exterior side until it touches the back of the interior wall.  Go 

inside and position the cat flap in the opening.  Reaching 

through the cat flap and holding the chute in place, drill (4) 1/8” 

pilot holes through the 4 corners of the cat flap into the wood 

chute.  Fasten the cat flap to the chute with the (4) #6 x 1½” 

screws provided.

Step 9. 
Install the carpet square in the chute with the double-faced tape 

provided.

Step 10. 
Before mounting the metal drawer box, push open the drawer 

from the back side and install the handle with (2) 3/8” screws 

provided. (Discard 1“ screws that may be included with the 

handle.) Install the turn latch with the bolt, washer, and luck nut 

provided. 

Step 11.
Now, on the exterior wall rest the top edge of the metal drawer 

box on the wooden chute, shifting it to the desired location. Be 

sure the box is level and the mounting flange is positioned over 

the 2 studs located in step 3. Drill a 5/32” hole through the 

metal flange and into the studs. Secure with (2) #10 x 1 1/2” 

screws provided. Tap lightly on the lower right or left side of the 

box to make sure the drawer sits squarely in the opening. Then, 

open the drawer, and drill (1) 5/32” hole in the center of the 

bottom flange and secure with (1) #10 x 1 1/2” screw provided. 

Installing the Metal Drawer Box
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Step 12. 
Install the litter pan with your cat’s favorite litter. Installation 

complete!

Training your cat to use Litter-Garage 
Most cats’ natural curiosity leads them to use the Litter-Garage with no prompting. You may, however, find the following 

suggestions helpful.

- Use some of your cats’ existing litter in the new pan

- Prop open the pet door for a few days

- Do NOT push or force your cat through the cat flap

90 Day Money Back Guarantee
If for any reason you and your cat are not completely satisfied with Litter-Garage notify us within 90 days of purchase for a full 

refund. The return shipping will be prepaid only if the Litter-Garage is in the original box and packaging. 

Warranty
All parts are unconditionally warranted for 2 years from date of purchase. Please notify our office for any replacement parts. 

Email: customerservice@LitterGarage.com or call 309-828-9632

Sprague Supply Co.
US Patent # 10,136, 623
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