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A CLASSIC ROMAN EFFECT TILE

VILLATILE

	� Educational 
buildings

	� Commercial 
buildings

	� Flat to pitch

	� Community 
centres

	� Vertical 
cladding

	� Holiday homes

	 Park homes

	� Camping pods

	 Stables

	 Conservatories

	 Lean to’s

	 Garages



www.britmet.co.uk

Acrylic Top Coat

Stone Granules

Acrylic Base Coat

Epoxy Primer

Epoxy Primer

Polyester Coating

0.45mm / 0.9mm Galvanised  
Steel / Alu Zinc Base

	 Designed to give a traditional  
tile appearance

	 Lightweight

	 Low pitch

	 Good vandal resistance  
(0.9mm steel base)

	 Quick installation

	 Cost effective

	 Virtually maintenance free

	 Extensive range of accessories  
and flashings available

	 Fully dry-fixed

	 Guaranteed for 40 years against  
weather penetration

	 Full technical support available

A CLASSIC ROMAN EFFECT TILE

ADVANTAGES TECHNICAL DATA
	 Min. pitch: 10 °

	 Max. pitch: 90°

	 Overall width: 1295mm

	 Cover width: 1200mm

	 Side lap: 95mm

	 Step: 24mm

	 Batten gauge (0.45mm): 370mm

	 Batten gauge (0.9mm): 368mm

	 Individual tile width: 100mm

	 Roof cover per tile panel: 0.44m2

	 Tile panels per m2: 2.25

	 Steel base: 0.45mm & 0.9mm

	 Weight as laid per m2: 7kg & 11kg

	 Fire Resistance: AA classification equal to 
traditional roof tiles and slates

VILLATILE

COLOURS AVAILABLE

Bramble Brown Rustic BrownTitanium Grey

Moss GreenRustic Terracotta Tartan Green

APPROVALS: 

  �Manufactured  
using ISO 9001  
approved materials

  �ISO 14001
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