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Getting Started:

Your Buddy Fox UFC mount 

should come with the following:

# Description Qty

A Buddy Fox UFC Mount Frame 1

B ¼-20 x .500 Button Head Cap Screw 2

C ¼-20 Slide Nut 2

D M3 x 30mm Pan Head Screw 2

E M3 Nut 2

Note, a Silver UFC Mount is shown. Black UFC 

Mounts use all black extrusion, plates, and 

brackets.
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Insert the two crews [B] into the lower holes in the UFC Brackets, and thread 

on the Slide Nuts [C] a turn or two to keep them in place
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Disconnect your existing Desk Mount from your desk, and remove the top 

plate and its two screws, and set them aside for a moment.



Guide the UFC mount Assembly and its fasteners into the slots on either side of your existing desk 

mount.



Tilt the UFC Mount Forward and re-install the top plate onto the desk mount using its two screws that were removed 

just prior. Ensure these are tightened firmly. Tilt the UFC back into the upright position, and tighten the two screws 

that secure the UFC Mount onto the sides of the Desk Mount. Then latch the Desk Mount back onto your desk.



On your Buddy Fox UFC, remove the screws and nuts from the top corners, and store these 

somewhere safe. You will not use them for mounting, but may wish to keep them for future use.



D

E

Install the Buddy Fox UFC onto the UFC Mount, using Screw [D] and Nut [E] through the top two corners of the Buddy Fox 

UFC. These will insert into the two small holes in the corners of the UFC Mount Plates. Note, due to manufacturing 

variation, the small holes in the UFC Plates may not quite line up. To help with this, loosen the highlighted screws so that 

the two plates can move freely, and then tighten them back down once everything is lined up.

Loosen these 

screws to help  

with alignment



DONE!


