
User guide & safety Instructions 
Promatic Clay target launchers 

This document must be read in full before attempting to operate the machine 

This guide contains only essential safety information, to fully understand 

your trap and get the most from it we recommend you view the full user 

manual specific to your trap model.  

Detailed manuals are available free of charge on our website: 

www.promatic.co.uk or www.promatic.biz 

WARNING  

Clay target launchers can be dangerous and must be treated with 

great care at all times to avoid accidents.  

 

Never place any bodily part into the path of any mechanical piece 

whilst the machine is in motion or likely to be so.    

You must treat a clay target launcher with the same caution that you 

would treat a loaded gun.  

 Assume at all times that a clay target launcher is armed and loaded 

and treat it accordingly 



 

Ensure the machine is stable on firm level ground before use.         

Traps should always be bolted to a solid base or the optional H Frame 

(which itself should be securely pegged) before use.       

GENERAL WARNINGS - BEFORE OPERATING ANY TRAP 

ALWAYS disarm the machine before any loading, adjustment or maintenance.         

ALWAYS  load clays from rear and ONLY if the machine is disarmed and safe.           

NEVER approach the machine from the front or sides. ALWAYS from the rear.         

NEVER allow children or untrained persons to approach or touch the machine.     

NEVER move an armed/loaded machine. ALWAYS disarm and disconnect battery.   

REMOVE the main throwing spring before transport in a vehicle.                                     

BE AWARE of the fall zone of both broken and unbroken clays and that a change in 

wind direction will affect this.  

EYE PROTECTION MUST BE WORN WHEN WORKING ON 

OR AROUND A CLAY TARGET LAUNCHER AS SMALL 

SHARP PIECES OF CLAY MAY BE EJECTED DURING USE. 

12v DC Power Source: 

This Trap is designed to be powered from a 12v 
DC battery. 

IT MUST NEVER BE DIRECTLY CONNECTED TO 
MAINS AC POWER 

Battery: Where a trap is connected to any other 
suitable power source i.e. a Transformer - the 
relevant sections of instructions should still be 
observed, i.e. “Disconnect the battery” and ap-
plied to this or any other power source. 

Positioning the machine 
 

1.  Clay Target Launchers must be situated on firm level ground in a position 
 that will allow unrestricted access to rear of machine. 

2.      There must be no obstructions to the path of the throwing arm. 
3. Ensure that the power supply can be easily disconnected and cables cannot 

become tangled in any part of the mechanism.  

Never approach the machine from the front or sides, Do not assume 

the trap is safe, even without electrical power it may still be armed 

and can fire without power being applied. 



 

If the circuit breaker has tripped due to an obstruction DO NOT AS-

SUME THE TRAP IS SAFE it may still be armed with the obstruction 

holding back the energy from the spring -  carefully clear the obstruc-

tion whilst remaining in the safe area behind the trap BE AWARE of 

the path of the throwing arm AND the debris that may be ejected. 

Connecting the battery: 

Ensure you are behind the machine, that the ARM/DISARM switch is in the OFF posi-

tion  and the trap in a safe condition (either disarmed or in safe mode). Connect the 

red cable to the Red (+) terminal and the black cable to the Black (-) Terminal. Ensure 

the terminal fasteners are tight, the battery is safely positioned and the charger has 

been removed. 

Battery Troubleshooting : 

Trap fails to re-arm - If after a period of prolonged use the trap fails to re-arm itself 

and is found to be stalled (may also be making a humming sound) then this is an indi-

cation that the battery is depleted, and the voltage has fallen too low to operate the 

trap. Disconnect the battery immediately and re-charge (or fit a replacement fully-

charged battery). 

Although the battery may appear to have recovered, the trap should not be used any 

further than necessary to make it safe as continued operation at low voltage may 

cause damage to the motor, Battery or other electrical components. 

Firing the machine (Ensure the range is clear at the front of the trap.) 
 
1. Turn the ON/OFF or          switch (if fitted) to the ON or       position and set the 

ARM/DISARM switch to the ARM/LOAD position. The machine will move auto-
matically and arm itself ready to launch a loaded clay.  

2. Press the FIRE button on the command cable to throw a clay.  
3. The machine will fire every time the FIRE button is pressed and will automatical-

ly rearm itself, until disarmed and switched off. When switched off, disconnect 
the power source.  

 
Disarming the machine (Safe mode). 
1. To disarm the machine push the ARM/DISARM switch momentarily to the DIS-

ARM position and immediately release (long enough for the trap to fire, but not 
giving the machine a chance to rearm). The throwing arm should be pointing 
towards the front of the machine. 

2. Turn the ON/OFF  or          switch (if fitted) to the OFF or        position and discon-
nect the battery. 
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